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Title V Statement of Basis 

 

A. Background 

This facility is subject to the Operating Permit requirements of Title V of the federal Clean Air Act, Part 

70 of Title 40 of the Code of Federal Regulations (CFR), and BAAQMD Regulation 2, Rule 6, Major 

Facility Review because it is a major facility as defined by BAAQMD Regulation 2-6-212.  It is a major 

facility because it has the ñpotential to emitò (as defined by BAAQMD Regulation 2-6-218) more than 

100 tons per year of a regulated air pollutant.  It is also a major facility because it has the potential to emit 

more than 10 tons per year of a hazardous air pollutant (HAP) or more than 25 tons per year of combined 

HAPs.   

 

Major Facility Review Operating permits (Title V permits) must meet specifications contained in 40 CFR, 

Part 70 as delineated contained in BAAQMD Regulation 2, Rule 6.  The permits must contain all 

ñapplicable requirementsò (as defined in BAAQMD Regulation 2-6-202), including emission limits and 

standards, monitoring requirements, recordkeeping requirements, and reporting requirements.  The permit 

holders must submit reports of all required monitoring at least every six months and compliance 

certifications at least every year. 

 

Pursuant to Regulation 2-, Rule 6-, section 416, the District has reviewed the terms and conditions of this 

Lehighôs Major Facility Review permit at the conclusion of the five-year term of the permit in the same 

way as an application for an initial Major Facility Review permit and determined that they are still valid 

and correct.  This review includesd an analysis of applicability determinations for all sources, including 

those that have been modified or permitted since the issuance of the initial Major Facility Review 

Ppermit.  The review also includesd an assessment of all monitoring in the permit for sufficiency to 

determine compliance.  Thise sStatement of bBasis  the Statement of Basis for Lehighôs Title V Permit 

Revision 1, and the Statement of Basis for all Lehigh Title V revisions after Revision 1documents for 

permit revisions that have occurred since the initial Major Facility Review permit was issued and are 

hereby incorporated by reference and are available upon request.   

 

In the Bay Area, sState and District requirements are also ñapplicable requirementsò and are included in 

the permit.  These requirements can be federally enforceable or non-federally enforceable.  All applicable 

requirements are contained in Sections I through VI of the permit.   

 

Each facility in the Bay Area is assigned a facility identifier that consists of a letter and a 4-digit number.  

This identifier is also considered to be the identifier for the permit.  The identifier for this facility is 

A0017. 

 

This facility received its initial Title V permit on November 5, 2003.  This application is for a permit 

renewal.  Although the current permit expired on October 31, 2008, it continues in force until the District 

takes final action on the permit renewal.  The standard sections of the permit have been updated to 

include new standard language used in all Title V permits.  The proposed permit shows all changes to the 

existing permit in strikeout/underline format. 

 

On May 9, 2006, the District issued a Minor Title V minor revision under Application # 9687, which 

included these actions, as follows following:   

 

¶ Updated capacities in Table II-A based on updated documentation from the facility plant 

¶ Added reactivated Roll Press Clinker Surge Bin and Feeder S-21 to Title V permit 

¶ Added existing Quarry Blasting and Mobile Operations S-600 to Title V permit 

¶ Added new Finish Mill Building Conveyor S-415 to Title V permit 
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¶ Removed Schedule of Compliance with the installation of updated Bag Leak Detection 

Systems 

¶ Updated tables for S-1 Gasoline Station for EPA approved BAAQMD Regulation 8-7 

instead of the SIP Regulation 8-7 

¶ Updated version dates for newly modified regulations 

¶ Updated tables and permit conditions to reflect the additions of permitted equipment. 

 

On February 25, 2008, the District proposed a Minor Title V minor revision under Application # 16867 

for (1) adding an emergency clinker conveyor (S-444, 230 tons per hour, abated by a water spray) as a 

separate source, having been originally considered part of the clinker transfer area (S-17) and clinker 

transfer system (S-165); (2) correcting the Title V permit to reflect the current updated sources, and (3) to 

modifying condition 603, part 2 to increase its allowable coke usage from 8 tons per hour to 20 tons per 

hour.  The coke is used as fuel for the S-154 Precalciner Kiln for cement clinker production. 

 

On May 11, 2007, the District allowed the facility to increase petroleum coke burning capacity at the 

calciner kiln from 8 ton/hr to 20 ton/hr (New Source Review (NSR) Application #15398).  EPA has an 

ongoing investigation regarding whether there were emissions increases associated with the increased 

usage of petroleum coke that triggered additional air pollution control requirements under the Prevention 

of Significant Deterioration (PSD) regulations in 40 CFR Part 52.21.  The EPA is also looking at other 

physical modifications or operational changes made at the facility. Upon the conclusion of this 

investigation, additional requirements may be determined to be applicable to the facility. 

 

On March 9, 2010, a Notice of Violation (NOV) was issued by EPA to Lehigh concerning a series of 

physical modifications made to the facility between 1996 and 1999.  EPA alleges that these modifications 

should have undergone pre-construction PSD permit review, and that the owners of the facility at the time 

failed to apply for a PSD permit, which may have required additional emissions controls for NOx and 

SO2.  The NOV issued by EPA does not contain a detailed listing of the specific projects involved, as 

these were all claimed confidential by Lehigh.  The NOV issued to Lehigh was the result of a national 

enforcement effort focused on cement plants.  Similar enforcement actions were taken against various 

cement plants in other states.  The NOV issued to Lehigh remains an active enforcement case without 

final resolution.  EPA recently requested additional information from Lehigh as a part of their continued 

investigation. 

On October 31, 2008, at the request of EPA Region IX, Lehigh submitted a demonstration that the fuel 

change project did not trigger federal PSD permit requirements.  EPA has not yet finalized their review of 

this submittal. 

 

On August 12, 2009, the proposed Title V permit renewal for Lehigh was placed on public notice and 

submitted to EPA for comments.  The District also conducted a public hearing in Cupertino on September 

17, 2009 to solicit additional comments.  Approximately one hundred individuals or groups provided 

comments on the proposed permit renewal covering a wide variety of topics including concern over 

emissions of mercury and other HAPs.  The public comment period ended on October 1, 2009.   The 

District received a total of 44 emails, 10 written letters, 10 phone calls and testimony from 30 speakers at 

the public hearing. 

   

On January 5, 2010, the District withdrew the proposed Title V permit renewal for the Lehigh facility. 

This was done because EPA was preparing to adopt significantly more stringent standards for mercury 

and other HAPs from cement plants in amendments to 40 CFR 63, Subpart LLL, National Emission 

Standards for Hazardous Air Pollutants (NESHAP) from the Portland Cement Manufacturing Industry. 

The proposed EPA rule amendments were published on May 6, 2009, and the final rule was expected to 

be adopted within one year of this date.  Adoption of the final rule was delayed until September 9, 2010.  
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The requirements of the amended NESHAP have now been incorporated into this proposed Title V permit 

renewal, and the District is now releasing it for public comment.  The District will send the proposed 

permit to EPA for review after the public notice period has ended and after considering all public 

comments.  

   

Changes to this revision of the Title V permit renewal include: 

1. New Standard and Monitors for the Kiln and Clinker Coolers 

The District added new requirement of NESHAP Subpart LLL to all appropriate source specific 

tables.  The deadline to meet the new emissions limits below is September 9, 2013. 

  

Pollutant  Existing Kilns  Monitor  

Mercury  55 pounds per million tons of clinker, 

averaged over 30 days  

Continuous mercury 

monitor system 

(CEMS) or sorbent 

trap-based integrated 

monitoring system 

Total 

Hydrocarbons  

24 parts per million by volume (ppmv), 

averaged over 30 days, or alternatively 9 

ppmv of total organic HAP  

Total hydrocarbon 

CEMS 

Particulate Matter  

(as a surrogate for 

toxic metals other 

than mercury)  

0.04 pounds per ton of clinker, averaged 

over 30 days  

Particulate Matter 

CEMS 

Hydrochloric acid 

(major sources 

only)  

3 ppmv, averaged over 30 days  Hydrochloric acid 

CEMS 

Pollutant  Existing Clinker Coolers  Monitor  

Particulate Matter  

(as a surrogate for 

toxic metals other 

than mercury)  

0.04 pounds per ton of clinker, averaged 

over 30 days  

Particulate Matter 

CEMS 

Pollutant  Existing Raw Material Dryers (Mills)   Monitor  

Total 

Hydrocarbons  

24 parts per million by volume (ppmv), 

averaged over 30 days, or alternatively 9 

ppmv of total organic HAP  

Total hydrocarbon 

CEMS 

 

The amended NESHAP establishes emission limits for mercury and other HAPs that constitute 

the Maximum Achievable Control Technology (MACT).  These technology-based emission 

limits are substantially more stringent than the existing ñhealth risk basedò emission standards 

established under the State Air Toxics Hot Spots Program. 

 

Compliance with the new mercury emission limit in the amended NESHAP will reduce mercury 

emissions from Lehighôs cement kiln by over 90 percent.  The amended NESHAP establishes an 

emission limit for organic HAPs, such as benzene, toluene and styrene, by using total 

hydrocarbons (THC) as a surrogate.  Lehigh might not need to reduce the THC since Lehigh is 

closed to meeting the 9 ppmv of organic HAP standard.  Compliance with the new hydrochloric 

acid emission limit in the amended NESHAP will result in hydrochloric acid emission reductions 

from Lehighôs cement kiln of approximately 57 percent.  The amended NESHAP establishes an 

emission limit for metallic HAPs other than mercury, such as chromium and nickel, using 



  

Permit Evaluation and Statement of Basis:  Site A0017, Lehigh Southwest Cement Company 

24001 Stevens Creek Boulevard Cupertino, CA  95014 

 

 
 

 6 

particulate matter (PM) as a surrogate.  Compliance with this new PM emission limit should 

reduce PM emissions from Lehighôs cement kiln.  Reductions in other metallic HAP emissions 

are expected to occur; however, new emission controls must be used to meet limits for mercury 

and hydrochloric acid.  

 

2. Control Technologies  

The above standards may be achieved by using additional control technologies, modifying or 

replacing the kiln dust collector and combining the multiple exhaust stacks into a single stack.  

Lehigh is committed to complying with the newly adopted standards ahead of the proposed 2013 

deadline. Therefore, Lehigh is pro-actively making changes to the cement process at the kiln.  

 

Lehigh has recently installed a control system that transfers the dust in the Kiln Mill Dust 

Collector (KMDC) into the finish mills at the plant to reduce the mercury emissions by at least 

25%.  The request for this permit modification has been submitted via new source review (NSR) 

Application # 21217.  Lehigh conducted test trials with activated carbon injection (ACI) and is 

installing a permanent ACI system to further reduce mercury emissions up to approximately 

another 50%-60%.  The installation of the permanent ACI system has been submitted under NSR 

Application # 22953.  Lehigh expects the ACI and the kiln mill dust recycle processes together 

can achieve approximately 80-90% mercury removal when used with a dust collector as tested in 

the coal fire power industry.  The level of mercury removal is managed by controlling the amount 

of activated carbon to be injected.        

 

For hydrochloric acid emission reduction, Lehigh has pro-actively installed the hydrated lime 

slurry injection system to the kiln system under NSR Application # 21753.  The hydrated lime 

reacts with HCl to form calcium chloride dihydrate (CaCl2.2H2O) or calcium chloride (CaCl2).  

The HCl removal efficiencies using hydrated lime range from 20-30 percent.  The hydrated lime 

injection system will also absorb the oxidized SO2 (resulting SO3) in the vapor phase into a liquid 

droplet in which lime hydrate is dispersed.  The SO2 removal efficiencies using lime ranges from 

15-35 percent depending on the sulfur concentration in the raw materials.  In addition, by 

removing the HCl and SO2 emissions, lime injection serves as the secondary (detached) plume 

abatement.  The secondary plume is a fine but very visible particulate that results from the 

condensation of the gas stream in the stack discharge. 

 

3. Fugitive Dust Control Plan and Operating and Maintenance (O&M) Plan 

Since the first public notice of the TV permit renewal, Lehigh has volunteered to implement the 

ñFugitive Dust Control Planò to monitor and maintain dust control for sources that are not in the 

O&M plan, including trucksô activities and stockpiles within the facility.  As detailed in the 

attached October 5, 2010, compliance review, Lehigh continues to experience a significant 

number of opacity violations.  While these violations typically have different root causes, they 

exhibit an overall pattern that the District believes may be addressed by a more comprehensive 

systematic approach to dust control.  For this reason, a permit condition is being added that 

requires the facility to maintain and comply with a Dust Control Plan.  The authority for this 

permit condition is Health & Safety Code section 42301.10, which allows a District to establish 

ñemission limits, standards, and other requirements that ensure compliance with all . . . applicable 

requirements.ò  The Districtôs opacity standard is an ñapplicable requirementò as defined in 40 

CFR Part 70.  The District believes that that history of opacity violations at Lehigh, typically 

originated from a variety of sources and causes, justifies the establishment of the Dust Control 

Plan requirement to ensure compliance with the opacity standard. 
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This ñFugitive Dust Control Planò is intended to increase employee awareness of dust emissions 

and its effect on the environment and surrounding community.  It covers plans for preventing dust 

emissions, guidelines for training of employees, and procedures to be used during operations and 

maintenance.  This plan is part of the mitigation measures for controlling the fugitive dust 

emissions at Lehigh.  

 

The O&M Plan has also been revised to add a check list for each source with detailed monthly 

visual inspection.  The O&M Plan contains procedures for proper operations and maintenance of 

process and pollution control equipment to minimize emissions during normal operations, startup, 

shutdown and malfunction events.  Lehigh is required to maintain this plan and use it as a 

guideline for preventive maintenances and corrective actions for sources that are subject to 

NESHAP Subpart LLL requirement.  Lehigh has been maintaining the O&M Plan at the 

Cupertino plant since the implementation of the NESHAP Subpart LLL.  The plan dated October 

1, 2009 was submitted to the District for approval and updated on August 31, 2010.  This plan 

can be accessed by all operators and remains in the environmental managerôs office at Lehigh.    

  

4. Districtôs New Regulation 

The District is currently working on a new regulation to further reduce NOx and SO2 emissions 

from this cement manufacturing plant as indicated in the Districtôs 2010 Clean Air Plan (CAP) 

Rule.  Therefore, in addition to the amended NESHAP standards, Lehigh will also be subject to 

new and lower NOx and SO2 limits.  The new rule is anticipated to be adopted in 2011.  Once the 

new rule is adopted, the District will open the Title V permit to incorporate the new NOx and 

SO2 limits.             

 

5. AB2588 Health Risk Assessment Report 

Lehigh is currently revising the health risk assessment (HRA) that was prepared for the Air 

Toxics Hot Spot (AB2588) Program; the revised report is expected in January, 2011.  The HRA is 

based on a comprehensive emissions inventory report (CEIR), which was submitted to the 

BAAQMD on March 30, 2009 and updated emission data as they became available.  These data 

represent toxic air contaminants emitted directly from stationary sources and fugitive emissions, 

from both permitted and un-permitted sources.  The District will submit the updated HRA to the 

Office of Environmental Health Hazard Assessment (OEHHA) for further review once the 

BAAQMD has completed our review and is satisfied that the HRA was prepared using standard 

risk assessment procedures and adequately represents health risks associated with emissions of 

toxic air contaminants from the cement plant.  The BAAQMD will also post the HRA on the 

BAAQMD website. 

 

Lehigh has been reducing the mercury emissions on an average of approximately 25%-30% on a 

monthly basis since the installation of the KMDC transferring system.  Lehigh will  install an 

activated carbon injection system to increase the mercury control up to about 50%-60% under 

Districtôs NSR Application # 22953.  Lehigh is motivated to install, utilize and refine the 

effectiveness of the control technologies as part of the commitment to further reduce mercury 

emissions on a voluntary basis in advance of the NESHAP compliance date.   

 

6. Ambient Air Monitoring 

Because of concerns over elevated hexavalent chromium air concentrations found near some 

cement plants, the U.S. EPA and the District installed ambient air monitoring equipment at 

Stevens Creek Elementary School, located approximately two miles from Lehigh, to measure 

hexavalent chromium as part of EPAôs School Air Toxics Monitoring Initiative.  The monitoring 

commenced on July 30, 2009 and ended in August 2010.  The hexavalent chromium air 
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concentrations that were measured at this site are considered to be typical of background levels 

present in urban areas. 

 

On October 28, 2008, the District began operating an ambient air monitor in the vicinity of the 

Lehigh facility adjacent to Stevens Creek Boulevard (near the intersection of Prado Vista Drive) 

to determine if truck traffic and dust associated with the facility were having an adverse impact 

on PM levels in the nearby community.  This monitor continuously records particulate matter of 

10 microns or less (PM10) in the air.  The PM10 concentrations measured at the Cupertino site are 

on average lower than the PM10 concentrations measured at the nearest permanent District 

monitoring site (located in San Jose about 10 miles east of the Cupertino site), and are similar to 

the PM10 concentrations measured at other Bay Area locations. 

 

The District has established a comprehensive air monitoring site located about three quarters of a 

mile from the Lehigh facility at Monta Vista Park near the intersection of South Foothill 

Boulevard and Voss Avenue in Cupertino.  Sampling at the site began on September 1, 2010.  

The site will operate for a period of at least one year and will measure a broad array of criteria air 

pollutants (e.g., PM2.5, PM10, CO, NO2, SO2, and ozone), TACs (e.g., a variety of metals 

including mercury, and a variety of organic gases including benzene), and meteorological 

conditions (e.g., wind speed, wind direction, and temperature).  Benzene and mercury have been 

identified by the District as being the primary contributors to health risk resulting from TAC 

emissions from the Lehigh facility. 

 

7. Continuous Air Emission (CEM) Monitors and a Single Kiln Stack at the Facility 

The cement kiln at Lehigh is currently equipped with four volumetric flow meters, one NOx and 

one SO2 continuous monitor.  Lehigh is currently in the process of installing two sets of CEMs, 

one for each side of the 16 stacks.  The CEMS measure total hydrocarbon (THC), hydrochloric 

acid (HCl), ammonia (NH4), NOx, SO2, CO, CO2, H2O and O2 monitors to demonstrate 

compliances with the upcoming requirements. 

 

Lehigh is planning to upgrade the kiln baghouse and merge the configuration of the 32 stacks into 

one tall, single stack.  This change will enhance the dispersion of emissions from the stacks as 

well as simplify and improve the continuous monitoring systems. 

 

In the future, Lehigh will install and maintain the same set of CEMs mentioned above and add a 

mercury CEM system at the kilnôs new single stack prior to the compliance date of the NESHAP 

Subpart LLL (September 9, 2013).  In addition, Lehigh will also install a PM CEM at the existing 

clinker coolerôs exhaust and a total hydrocarbon carbon CEM at the existing raw mills.    

 

8. New Conditions 

As part of the TV permit review and response to the public, the District added Condition #24621, 

Part 1 requiring Lehigh to operate and maintain a District-approved Fugitive and Dust Control 

Plan for sources that are not regulated under NESHAP Subpart LLL. 

 

As part of the TV permit review and response to EPA, the District added Condition #24621, Part 

2 requiring Lehigh to perform a source test at least once every five years on abatement devices 

that currently have pressure monitors or baghouse leak detection systems.  The sources are 

identified in the condition.  Some sources are not subject to the Continuous Assurance 

Monitoring (CAM) Regulation (40 CFR Part 64).  However, they are subject to the periodic 

monitoring requirements under EPA Title V, Part 70.6(1)(3).       
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9. Compliance Assurance Monitoring 

As part of the TV permit review and response to EPA, the CAM analyses has been updated to 

address the applicability and incorporate the new Condition #24781, specifically for four sources 

that are subject to the CAM plan.  This condition covers the two pronged monitoring approach, 

monitoring methods, exceedance, excursion, maintenance of monitoring equipment, and reporting 

procedures.   The details of the CAM analysis are provided below under the CAM analysis 

section.       

   

10. The revision of this TV permit renewal addressed all EPA comments and the permit was 

modified accordingly.  Please refer to the attached District responses to EPA comments.  

 

11. This Title V renewal includes the following applications: 

 

Application Number(s) 

(Title V/New Source 

Review (NSR)) 

 

 

Description 

NSR 15216 Emission Reduction Credit application for the shut down of Mineral 

Aggregate Plant sources 204 through 206, 215, 440 through 443. 

16867/15217 Addition of existing S-444 Emergency Clinker Conveyor and its 

abatement by A-444 Water Spray  

16867/15398 A HPC has submitted a change in permit condition for the following 

sources: 

S-173 Kiln Coke System abated by A-175 Dust Collector 

S-174 Precalciner Coke System abated by A-174 Dust Collector 

HPC is applying to modify Modification of condition 603, part 2 to 

increase its allowable coke usage from 8 tons per hour to 20 tons per 

hour. The coke is used as fuel for the S-154 Precalciner Kiln for 

cement clinker production. 

17734/15342 Addition of S-100 Precalciner Kiln Fuel Handling System and its 

abatement by A-100 Water Sprays 

None/15572 Relocation of Crusher (S-202); Relocation and renumbering of 

Vibrating Screen S-203 to S-604 abated by A-4502 Baghouse; 

Replacement of Primary Crusher S-201 with S-605 Primary Crusher 

abated by A-4503 Baghouse; Permit existing sources S-601 Hopper 

abated by water spray A-4501, S-602 Conveyor System abated by A-

4502, A-4503, A-4504 Baghouses, and S-603 Vibrating Grizzley 

abated by A-4503 Baghouse.  (The permits to operate for grandfather 

sources S-601, S-602 and S-603 were granted.  S-605, S-606, A-

4502, A-4503 and A-4504 were not built because this application was 

submitted under the old owner (Hanson Permanente).  Lehigh will 

submit new changes when it is appropriate.  S-203 was shut down 

along with the aggregate plant). 

22334/17534 Replacement of existing abatement devices (A-216, A-221, A-242) 

22334/18535 Condition change on toxics limits 

22334/19385 Addition of existing source S-606 Storage Piles (Area 1) abated by 

A-606 Water Spray and new source S-607 Storage Piles (Area 2) 

abated by A-607 Water Spray 

22334/20199 Enhanced Vapor Recovery upgrade per CARB requirement  

22334/21217 Kiln Mill Dust Collector Dust Recycled into the Finish Mills 

22334/ 21387 Loss of Exemption - Portable Compressor and Pump Drivers 
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Application Number(s) 

(Title V/New Source 

Review (NSR)) 

 

 

Description 

22334/21573 Hydrated Lime Slurry Injection System  

 

All of the The above applications are minor modifications and administrative changes that correct 

and reflect Lehigh operations such as equipment shut down, relocating crushers, replacing and adding 

baghouses, correcting toxics limits, and adding new sources. None of the above applications resulted in 

emissions increases with the exception of NSR Application 15217/TV 16867, where there was that 

permitted a small PM10 increase from an existing conveyor and Application NSR Application 19385 

where there was that permitted a small PM10 increase due to outdoor storage piles (aggregate/slag). 

Furthermore, the revisions do not involve a relaxation of any applicable monitoring, reporting, or 

recordkeeping condition. 

 

¶ NSR Application 15216 was to bank emission reduction credits from for the shutdown of the 

mineral aggregate plant (S-204 through S-206, S-215, S-440 through S-443). There was nNo 

emission increase or addition of any new requirements from this minor revisionadministrative 

amendment. 

¶ NSR Application 15217/TV 16867 was to add an existing conveyor (S-444 Emergency Clinker 

Conveyor abated by A-444 Water Sprays) that was not previously identified as a separate source.  

Condition # 23416 was added to S-444.  There was an increase of 0.012 ton/year of PM10 

emissions from this minor revision and Lehigh used emission reduction credits (ERCs) to offset 

the increase. 

¶ NSR Application 15342/TV 17734 was to add two hoppers and a conveyor system (S-100 

Precalciner Kiln Fuel Handling System abated by A-100 Water Sprays) for fuel and additive 

handling.  Condition # 23942 was added to S-100.  No emission increase resulted from this minor 

revision. 

¶ NSR 15572 was to replace a jaw crusher (S-201) with a new jaw crusher (S-605), add a baghouse 

on an existing cone crusher (S-202), and add the following existing grandfathered sources: 

o S-601 Rock Hopper (9-DH-1) abated by Water Spray A-4501 

o S-602 Conveyor System (9-PAF-1, 9-BC-1, 9-BC-2) abated by Torit Shaking Baghouse 

Filters A-4502, A-4503, A-4504 

o S-603 Vibrating Grizzly (9-VG-1) abated by Torit Shaking Baghouse Filter A-4503 

Condition # 23896 was modified to reflect these changes.  No emission increase resulted 

from this minor revision. 

Lehigh will not relocate or replace the existing source with a new one at this time since this 

application was submitted before Lehigh became the new owner.  However, the permits to 

operate were granted to sources (S-601, S-602 and S-603) under the loss of exemption provision 

in this application.   

¶ NSR 17534 was to replace three existing baghouses with new ones (A-216, A-221, A-242).  No 

emission increase resulted from this minor revision. 

¶ NSR 18535 was to correct the hexavalent chromium emission limit as a result of switching fuel 

from coal increasing the fuel usage from 8 tons/hr to 20 tons/hrof coke.  Condition # 603 was 

modified to require installation of four flow meters at the pre-calcining kiln (S-154) baghouse 

outlet and two flow meters at the fuel mill baghouses.  Annual source testing for toxic metals was 

added to S-154.  Condition # 11780 Part D.3 is for . (calculatinged the exhaust gas flow rate).  It 

was replaced with an equation to calculate the flow rate from 32 stacks after four new will be 

deleted flow meters wereare installed and after reviewing the measured exhaust data are reviewed 

since actual flow rates will be measured.  No emission increase resulted from this minor revision. 
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¶ NSR 19385 was to separate the existing storage pile (S-606 for coal, coke, bauxite, iron ore) from 

S-111 Rail Unloading System Area and to add one new storage pile (S-607 for aggregate, slag).  

Condition # 24274 was added.  There was an increase of 0.456 ton/year of PM10 emissions from 

this minor revision and Lehigh used emission reduction credits (ERCs) to offset the increase. 

¶ NSR 20199 was to upgrade the nozzles to meet Enhanced Vapor Recovery (EVR) CARB Phase 

II requirement.  Condition # 24297 and # 24298 were added. 

¶ NSR 21217 was to install a pipe line that connects the Kiln Mill Dust Collector (KMDC) to the 

Finish Mills.  This allows Lehigh to send the Kiln Mill Dust Collectorôs Dust to the Finish Mills 

for cement blending instead of using haul trucks.  In addition, Lehigh has increased the KMDC 

Dust from 24,000 tons/yr to 42,775 tons/yr to reduce the Mercury emissions at the kiln. 

¶ NSR 21387 was to include three loss of exemption portable compressor and pump drivers.  These 

are small IC engines that were installed before 1995 and were previously exempt.  Permits are 

now required since the District changed the exemption rule on May 17, 2000 to exempt only 

engines that are less than 50 hp. 

¶ NSR 21753 was to install the hydrated lime slurry injection system to reduce the HCl emissions 

at the kilnôs exhaust. 

 

B. Facility Description   

The Lehigh Southwest Cement (Lehigh) facility produces Portland cement ï a fine gray powder that 

binds sand and aggregate into concrete.  Portland cement is the generic term for the type of hydraulic 

cement (one cement that would hardens with the addition of water) used in virtually all concrete.  Raw 

materials used in Portland cement manufacturing are comprised of calcium, silica, alumina, and iron.  

Although cement can be formed from a wide variety of materials, one of the most common combinations 

of raw materials is of limestone, clay and sand.  At the Lehigh facility, materials containing these 

minerals are mined in a quarry, ground to a fine powder, and blended in specific proportions needed for 

the final cement product.  The finely ground mixture of raw materials are heated until partially molten (to 

temperatures of 2550 to 2750̄F) in a cement kiln to produce a pellet-shaped, glass-hard material called 

clinker.  The clinker is then ground with gypsum to an extremely fine powder, Portland cement. 

 

The Portland cement manufacturing process at the Lehigh facility consists of mining and handling of raw 

materials, raw milling and kiln feed preparation, pyroprocessing, coal and petroleum coke preparation, 

clinker cooling, and finish milling.  The principal sourceoperations at Lehigh consists of: 

 

- Quarry Operations 

- Primary Storage Piles 

- Tertiary Crushing/Preblending 

- Raw Milling 

- Homogenizing 

- Pyroprocessing 

- Clinker Storage/Finish Milling 

- Finish Product Storage and Load Out 

- Fuel Preparation 

- Concrete Aggregate Products (Rock Plant) 

 

Primary emissions in the manufacturing of Portland cement at the Lehigh facility are combustion 

emissions, point-type particulate, and fugitive particulate.  Plant operations are is monitored and 

controlled by computer.  The real-time computer system monitors feed rates and other parameters to 

optimize combustion control.  Combustion emissions are generated in the pyroprocessing operation.  

Particulate emissions are generated throughout the facility from numerous stationary and mobile-type 

operations.  
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Baghouses are installed to recover product and control dust emissions from the kiln, mills, clinker cooler, 

fuel mill, belt conveyor transfer points, bulk unloading stations and at numerous other locations at the 

facility.  Water is sprayed on haul roads and uncovered storage piles to control fugitive dust generation.  

Facility maintenance activities and practices such as watering of road surfaces and enforcement of the 

speed limits reduce the quantity of fugitives generated on-site and limit their transport off-site. 

 

C. Permit Content 

The legal and factual basis for the permit follows.  The permit sections are described in the order 

presented in the permit. 

 

I. Standard Conditions 

This section contains administrative requirements and conditions that apply to all facilities.  If the Title IV 

(Acid Rain) requirements for certain fossil-fuel fired electrical generating facilities or the accidental 

release (40 CFR § 68) programs apply, the section will contain a standard condition pertaining to these 

programs.  Many of these conditions are derived from 40 CFR § 70.6, Permit Content, which dictates 

certain standard conditions that must be placed in the permit.  The language that the District has 

developed for many of these requirements has been adopted into the BAAQMD Manual of Procedures, 

Volume II, Part 3, Section 4, and therefore must appear in the permit. 

 

The standard conditions also contain references to BAAQMD Regulation 1 and Regulation 2.  These are 

the Districtôs General Provisions and Permitting rules. 

 

Changes to permit:  

The dates of adoption and approval of rules in Standard Condition 1.A have been updated. 

BAAQMD Regulation 2, Rule 5 ï New Source Review of Toxic Air Contaminants has been added to 

Standard Condition 1.A. 

SIP Regulation 2, Rule 6ðPermits, Major Facility Review has been added to Standard Condition 1.A. 

The following language was added to Standard Condition I.B.1:  ñIf the permit renewal has not been 

issued by [  ], but a complete application for renewal has been submitted in accordance with the 

above deadlines, the existing permit will continue in force until the District takes final action on the 

renewal application.ò  This is the ñapplication shieldò pursuant to BAAQMD Regulation 2-6-407. 

The Basis Regulation 2-6-409.20 was added to Standard Condition I.B.11. 

The following language was added as Standard Condition I.B.12:  ñThe permit holder is responsible for 

compliance, and certification of compliance, with all conditions of the permit, regardless whether it 

acts through employees, agents, contractors, or subcontractors.  (Regulation 2-6-307).ò  The purpose 

is to reiterate that the Permit Holder is responsible for ensuring that all activities at the facility 

comply with all applicable requirements. 

The Basis Regulation 3 and Cumulative increase were replaced with Regulation 2-6-501 for Standard 

Condition I.E.2. 

The dates of the reporting periods and reporting deadlines in Standard Conditions I.F and I.G have been 

changed to align with the calendar year as requested by the applicant. 

The Basis Regulation 3 was deleted from Standard Condition I.F. 

 

II.  Equipment 

This section of the permit lists all permitted or significant sources.  Each source is identified by an S and a 

number (e.g., S-24). 

 

Permitted sources are those sources that require a BAAQMD operating permit pursuant to BAAQMD 

Rule 2-1-302. 
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Significant sources are those sources that have a potential to emit of more than 2 tons per year of a 

ñregulated air pollutantò (as defined in BAAQMD Rule 2-6-222) or 400 pounds per year of a ñhazardous 

air pollutantò (as defined in BAAQMD Rule 2-6-210).  

 

All abatement (control) devices that control permitted or significant sources are listed.  Each abatement 

device whose having a primary function is to reduce emissions is identified by an A and a number (e.g., 

A-24).  If a source is also an abatement device, such as when an engine used to controls VOC emissions, 

it will be listed in the abatement device table, but will have an ñSò number.  An abatement device may 

also be a source (such as a thermal oxidizer that burns fuel) of secondary emissions.  If the primary 

function of a device is to control emissions, it is considered an abatement (or ñAò) device.  If the primary 

function of a device is a non-control function, the device is considered to be a source (or ñSò). 

 

The equipment section is considered to be part of the facility description.  It contains information that is 

necessary for applicability determinations, such as fuel types, contents or sizes of tanks, etc.  This 

information is part of the factual basis of the permit. 

 

Each of the permitted sources has previously been issued a permit to operate pursuant to the requirements 

of BAAQMD Regulation 2, Permits.  These permits are issued in accordance with state law and the 

Districtôs regulations.  The capacities in the permitted sources table are the maximum allowable capacities 

for each source, pursuant to Standard Condition I.J and Regulation 2-1-403. 
 
Following are explanations of the differences in the equipment list between the time that the facility 

originally applied for a Title V permit and the permit proposal date: 

 

Table II -A ï Permitted Sources 

¶ S-1 EVR upgrade for gasoline dispensing operation, per NSR # 20199 

¶ S-56 Cement Packer #3, deleted, removed from service 

¶ S-57 Cement Packer #4, deleted, removed from service  

¶ S-100 Precalciner Kiln Fuel Handling System, added per TV # 17734/NSR # 15342 

¶ S-154 Calciner Kiln, coke added to list of fuels used since it was previously omitted 

¶ S-166 Bulk Clinker Rail Car Loadout System, deleted, removed from service 

¶ S-167 Lime Bin, added per NSR A/N 21753 for Slurry Lime Injection System  

¶ S-173, deleted, removed from service 

¶ S-174, deleted, removed from service 

¶ S-201, Primary Crusher, deleted (renamed to S-605 per NSR # 15572) 

¶ S-203 Screen (8SC2), deleted (relocated and renamed to S-604 Vibrating Screen per NSR # 

15572)  

¶ S-204 Tunnel Conveyor (8BC1) with 2 Belt Conveyors (8BC2&8BC8), deleted, removed from 

service 

¶ S-205 Conveying System w/10 Belt Conveyors, deleted, removed from service 

¶ S-206 5 Sand and Aggregate Piles, deleted, removed from service 

¶ S-207, S-208, S-209 Cold Cleaners have been exempted per Regulation 2-1-118.4 for low VOC 

content and were deleted from Table II-A.  Table II-C ï Exempt Sources was added for these 

sources 

¶ S-214 Rock Crusher 8CRI, deleted, removed from service 

¶ S-215 Vibrating Screen (7-SC-1), deleted, removed from service 

¶ S-231 Description deleted ñConcrete Storage Siloò 

¶ S-240 Description deleted ñConcrete Storage Siloò 

¶ S-440 Surge Bin Feeder, deleted, removed from service 
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¶ S-441 Texas VSI Impact Crusher, deleted, removed from service 

¶ S-442 Triple Deck Vibrating Screen, deleted, removed from service 

¶ S-443 Conveyor, deleted, removed from service 

¶ S-444 Emergency Clinker Conveyor, added per TV # 16867/NSR #15217 

¶ S-503 Portable Compressor Driver, added per NSR # 21387 for Loss of Exemption equipment 

¶ S-504 Portable Compressor Driver, added per NSR # 21387 for Loss of Exemption equipment 

¶ S-505 Portable Pump Driver, added per NSR # 21387 for Loss of Exemption equipment 

¶ S-601 Rock Hopper (9-DH-1), added per NSR # 15572 ï Source status is Authority to Construct  

¶ S-602 Conveyor System (9-PAF-1, 9-BC-1, 9-BC-2), added NSR # 15572 ï Source status is 

Authority to Construct  

¶ S-603 Vibrating Grizzly (9-VG-1), added NSR # 15572 ï Source status is Authority to Construct  

¶ S-604 Vibrating Screen (9-VS-2), added (relocated and renamed from S-203 Vibrating Screen per 

NSR # 15572) ï Source status is Authority to Construct  

¶ S-605 Jaw Crusher (9-CR-1),  ï Source status is Authority to Construct  

¶ S-606 Storage Piles Area 1, added per NSR # 19385 

¶ S-607 Storage Piles Area 2, added per NSR # 19385 

 

Devices with Changed Permit Status 

¶ S-207, S-208, S-209 Cold Cleaners have been exempted per Regulation 2-1-118.4 for low VOC 

content.  Table II-C ï Exempt Sources was added for this purpose. 

 

District permit applications not included in this proposed permit 

¶None 

 

Corrections to Devices Shown in Application 

¶ S-121, S-134, S-135, S-151, S-164, S-171 through S-174, S-231, S-240, S-243, S-245, S-342 

through S-350, S-360, S-380, S-383, S-384, S-390 descriptions corrected 

¶ A-10, A-13, A-141, A-142, A-161, A-211, A-243, A-245 descriptions corrected 

 

Table II -B ï Abatement Devices 

¶ Operating parameters were updated and corrected for some abatement devices  

¶ BAAQMD Regulation 6 changed to BAAQMD Regulation 6, Rule 1  

¶ BAAQMD Regulation 6-1-310 emission limit was deleted from fugitive sources (S-300, S-350, 

S-360, S-370) since outlet grain loading does not apply 

¶ BAAQMD Regulation 6-1-311 emission limit has been added to all particulate control devices 

¶ BAAQMD Regulation 6-1-311 operating parameter was modified from ñnoneò to ñsource test 

every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and per EPA 

comment for sources that are not required an annual source test   

¶ A-100 Water Spray at Hopper Loading, added per TV # 17734/NSR # 15342 

¶ A-111 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-111 in the condition 

¶ A-112 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-112 in the condition 

¶ A-113 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-113 in the condition 

¶ A-114 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-114 in the condition 

¶ A-115 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-115 in the condition 
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¶ A-121 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit does not 

apply to S-121 and S-122 in the condition 

¶ A-122 and A-123 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit 

does not apply to S-122 and S-123 in the condition 

¶ A-131 through A-135 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this 

limit does not apply to S-131 through S-135 in the condition 

¶ A-141 and A-142 PM Annual Source Test Operating Parameters were added 

¶ A-143 and A-144 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this limit 

does not apply to S-143 and S-144 in the condition 

¶ A-151 through A-153 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this 

limit does not apply to S-151 and S-153 in the condition 

¶ A-154 Lime Slurry Injection System, added per NSR A/N 21753 for Slurry Lime Injection 

System  

¶ A-162 through A-165 BAAQMD condition # 2786 part B, 0.02 gr/dscf was deleted because this 

limit does not apply to S-162 through S-165 in the condition 

¶ A-166 Dust Collector DC144-10 Pulse Jet, deleted, removed from service 

¶ A-167 Lime Bin Dust Collector, added per NSR A/N 21753 for Slurry Lime Injection System  

¶ A-171 and A-172 Limit of 3.3 lb/hr for BAAQMD Regulation 6-310 was deleted because it was 

an incorrect limit from BAAQMD condition # 2786 part B.  BAAQMD condition # 2786 part B 

limit was corrected to 6.6 lb PM/hr total for A-171 and A-172 and PM Annual Source Test 

Operating Parameters were added and hourly mass limits were added 

¶ A-174 Dust Collector DCE Volks, deleted, removed from service 

¶ A-190 Dust Collector is abating S-165, not S-161correction 

¶ A-190 PM Annual Source Test every 5 years Operating Parameters were added and Condition 

#2786, Part B and basis for hourly mass limit was deleted for correction 

¶ A-203 deleted along with the mineral aggregate plant (S-203 relocated and renamed S-604 

Vibrating Screen; A-203 was replaced by A-4502 per NSR # 15572) 

¶ A-214 Dust Collector 8-DC-2, deleted, removed from service 

¶ A-215 Dust Collector 8-DC-1, deleted, removed from service 

¶ A-216 Dust Collector 6DC13, A-221 Dust Collector 6DC6, A-242 Dust Collector 6DC11 were 

replaced and the outlet grain loading emission limit was lowered from 0.006 gr/dscf to 0.0013 

gr/dscf per NSR # 17534 

¶ A-370 The description was corrected from ñWater Spray Systemò to ñHaul Road Sprinkler 

Systemò for accuracy.  Added S-380, S-381 and S-382 to the source controlled column   

¶ For A-342,  BAAQMD 6-310 was deleted because it was listed twice 

¶ A-413 replaces A-414 per NSR A/N 21217 

¶ A-414 is removed per NSR A/N 21217 

¶ For A-422, BAAQMD condition # 16109, part 3 was added to Applicable Requirement 

description because it was previously omitted 

¶ A-432 Dust Collector 7-PDC-03, deleted, removed from service 

¶ A-441 Dust Collector 8-DC-4, deleted, removed from service 

¶ A-442 Dust Collector 8-DC-5, deleted, removed from service 

¶ A-444 Water Spray, added per NSR #15217 

¶ For A-448:   BAAQMD, 0.006 gr/dscf was deleted because the source/baghouse was mistakenly 

listed 

¶ A-451 Dust Collector 7-PDC-04, deleted, removed from service 

¶ A-606 Water Spray, added per NSR # 19385 

¶ A-607 Water Spray, added per NSR # 19385 

¶ A-2030 Water Sprays, deleted, removed from service 
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¶ A-2040 Water Sprays, deleted, removed from service 

¶ A-2050 Water Sprays, deleted, removed from service 

¶ A-2140 Water Sprays, deleted, removed from service 

¶ A-2150 Water Sprays, deleted, removed from service 

¶ A-4400 Water Sprays, deleted, removed from service 

¶ A-4430 Water Sprays, deleted, removed from service 

¶ A-4501 Water Spray System, added per NSR # 15572 ï Source status is Authority to Construct  

¶ A-4502 Dust Collector (9-DC-2), added per NSR # 15572 ï Source status is Authority to 

Construct  

¶ A-4503 Dust Collector (9-DC-1), added per NSR # 15572 ï Source status is Authority to 

Construct  

¶ A-4504 Dust Collector (9-DC-3), added per NSR # 15572 ï Source status is Authority to 

Construct  

 

Table II -C ï Exempt Sources 

¶ This table was added for exempt sources S-207, S-208, S-209 Cold Cleaners, S-60 and S-62 

Diesel Storage Tanks, Low volatility solvent storage tanks, laboratories ï hoods and testing 

equipment, and < 10 MMBTU/hr boiler 

 

III.  Generally Applicable Requirements 

This section of the permit lists requirements that generally apply to all sources at a facility including 

insignificant sources and portable equipment that may not require a District permit.  If a generally 

applicable requirement applies specifically to a source that is permitted or significant, the standard will 

also appear in Section IV and the monitoring for that requirement will appear in Sections IV and VII of 

the permit.  Parts of this section apply to all facilities (e.g., particulate, architectural coating, odorous 

substance, and sandblasting standards).  In addition, standards that apply to insignificant or unpermitted 

sources at a facility (e.g., refrigeration units that use more than 50 pounds of an ozone-depleting 

compound) are placed in this section. 

 

Unpermitted sources are exempt from normal District permits pursuant to an exemption in BAAQMD 

Regulation 2, Rule 1.  They may, however, be specifically described in a Title V permit if they are 

considered ñsignificant sourcesò as defined in BAAQMD Rule 2-6-239. 

 

Changes to permit:  

The note regarding SIP information from the Rule Development Section has been deleted since the SIP 

standards are now found on the EPA website. 

 

Table III has been updated by adding the following rules and standards to conform to current practice: 

¶ SIP 2-1-429, Federal Emissions Statement 

¶ BAAQMD Regulation 2, Rule 5, New Source Review of Toxic Air Contaminants 

¶ BAAQMD Regulation 6, Particulate Matter and Visible Emissions has been designated as SIP 

Regulation 6, and the BAAQMD rule has been renamed and renumbered as Regulation 6, Rule 1, 

Particulate Matter, General Provisions 

¶ BAAQMD and SIP Regulation 8, Rule 2, Miscellaneous Operations 

¶ SIP Regulation 8, Rule 3 has been deleted since BAAQMD Regulation 8, Rule 3 has been SIP 

approved 

¶ BAAQMD Regulation 8, Rule 4 Organic Compounds ï General Solvent and Surface Coating 

Operations 

¶ BAAQMD Regulation 8, Rule 15 Organic Compounds ï Emulsified and Liquid Asphalts 
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¶ BAAQMD and SIP Regulation 8, Rule 40 Aeration of Contaminated Soil and Removal of 

Underground Storage Tanks 

¶ BAAQMD and SIP Regulation 8, Rule 47, Air Stripping and Soil Vapor Extraction Operations 

¶ BAAQMD and SIP Regulation 9, Rule 1 Inorganic Gaseous Pollutants ï Sulfur Dioxide 

¶ California Health and Safety Code Section 41750 et seq., Portable Equipment 

¶ California Health and Safety Code Section 93115 et seq., Airborne Toxic Control Measure for 

Stationary Compression Ignition Engines 

¶ California Health and Safety Code Section 93116 et seq., Airborne Toxic Control Measure for 

Diesel Particulate Matter from Portable Engines Rated at 50 Horsepower and Greater 

¶ Compliance Assurance Monitoring (CAM), 40 CFR, Part 64 

¶ Mandatory Green House Gas Reporting, 40 CFR Part 98, Subpart A and H 

¶ Mandatory Green House Gas Reporting, CA Code of Regulation, Title 17, Subchapter 10, Article 

2 

 

The dates of adoption or approval of the rules and their ñfederal enforceabilityò status in Table III have 

also been updated. 

 

IV.  Source-Specific Applicable Requirements, Applicable Limits & Compliance 

Monitoring Requirements 

 

This section of the permit lists the applicable requirements that apply to permitted or significant sources.  

These applicable requirements are contained in tables that pertain to one or more sources that have the 

same requirements.  The order of the requirements is: 

¶ District Rules  

¶ SIP Rules (if any) are listed following the corresponding District rules.  SIP rules are District rules 

that have been approved by EPA for inclusion in the California State Implementation Plan.  SIP rules 

are ñfederally enforceableò and a ñYò (yes) indication will appear in the ñFederally Enforceableò 

column.  If the SIP rule is the current District rule, separate citation of the SIP rule is not necessary 

and the ñFederally Enforceableò column will have a ñYò for ñyesò. If the SIP rule is not the current 

District rule, the SIP rule or the necessary portion of the SIP rule is cited separately after the District 

rule.  The SIP portion will be federally enforceable; the non-SIP version will not be federally 

enforceable, unless EPA has approved it through another program.   

¶ Other District requirements, such as the Manual of Procedures, as appropriate. 

¶ Federal requirements (other than SIP provisions) 

¶ BAAQMD permit conditions.  The text of BAAQMD permit conditions is found in Section VI of the 

permit. 

¶ Federal permit conditions.  The text of Federal permit conditions, if any, is found in Section VI of the 

permit. 

 

Section IV of the permit contains citations to all of the applicable requirements.  The text of the 

requirements is found in the regulations, which are readily available on the District or EPA websites, or in 

the permit conditions, which are found in Section VI of the permit.  All monitoring requirements are cited 

in Section IV.   

 

Previous Section VII:  Applicable Limits and Compliance Monitoring Requirements section of the permit 

has been deleted and combined with Section IV in this Title V permit renewal.  was a summary of 

numerical limits and related monitoring requirements for each source.  The summary includes a citation 

for each monitoring requirement, frequency of monitoring, and type of monitoring. 
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Section IV and Section VII have been combined in this permit renewal.  A discussion of monitoring is 

included in Section VII of this permit evaluation/statement of basis. 

 

Complex applicability determinations in this Title V Permit Renewal 

NESHAPs 40 CFR, Part 63, Subpart LLL supersedes the NSPS, Standards of Performance for Portland 

Cement Plants for many of the sources as noted in Table IV& VII of the permit because Subpart LLL was 

more stringent than the NSPS (40 CFR 60, Subpart F) for existing sources. 

 

The District has determined the monitoring of PM emissions from the raw mills (S-141, S-142), 

precalciner kiln (S-154), clinker cooler (S-161), and fuel mill systems (S-171, S-172) was inadequate.  

Therefore, with this Title V renewal, the District is imposing an annual PM source test requirement in 

BAAQMD Condition # 2786, Part B and metal HAPs source test requirement in BAAQMD Condition # 

603, Part 8. 

 

The District added Condition #24621, Part 1 to require Lehigh to operate and maintain a Districtôs 

approved Fugitive and Dust Control Plan for sources that are not regulated under NESHAP Subpart LLL.   

Also, Condition #24621, Part 2 was added to require Lehigh to perform source tests at least once every 

five years on any abatement device that currently has a pressure monitor or a baghouse leak detection 

system. 

 

Condition # 24781 was added to the TV permit for sources that are subject to the Compliance Assurance 

Monitoring plan.  EPA prefers  that the District incorporate the CAM plan into the Title V permit instead 

of having the CAM plan as an attachment in the previously proposed public notice version. 

  

The District replaced all mentioning of Ringelmann 0.5 with Ringelmann 1.0 in all conditions with 

Ringelmann requirements to conform with the District Regulation 6-1-301 standard. 

 

Applicability of 40 CFR, Part 64, Compliance Assurance Monitoring (CAM) 

 

The Compliance Assurance Monitoring (CAM) regulation in 40 CFR, Part 64 was developed to provide 

assurance that facilities comply with applicable emissions limitations by adequately monitoring control 

devices. The CAM rule was became effective on November 21, 1997. However, most facilities are not 

affected by CAM requirements until they submit applications for Title V permit renewal. As required, 

Lehigh has conducted an applicability analysis for CAM for the Lehigh Facility (Plant 17) as part of this 

renewal application.   and incorporated tThe applicable requirements have been incorporated in the permit 

markup for Table III-General.  

 

CAM applies to a source of criteria pollutant or hazardous air pollutant (HAP) emissions if all the 

following requirements are met: 

¶ The source is located at a major source for which a Title V permit is required; and 

¶ The source is subject to a federally enforceable emission limitation or standard for a criteria 

pollutant or HAP; and 

¶ The source uses a control device to comply with the federally enforceable emission limitation or 

standard; and 

¶ The source has potential pre-control emissions of the regulated pollutant that are equal to or 

greater than the major source threshold for the pollutant (in BAAQMD, the major source 

thresholds are 100 tons per year for each criteria pollutant, 10 tons per year for a single HAP, and 

25 tons per year for two or more HAPs); and 

¶ The source is not otherwise exempt from CAM.  
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The applicability of 40 CFR, Part 64, Compliance Assurance Monitoring, was reviewed for the sources at 

this facility.  Please see Appendix D for  The detailed Potential to Emit (PTE) Calculations (Attachment 

1)  and CAM analysis (Attachment 2) are in Appendix D. 

¶ All sources subject to 40 CFR, Part 63, Subpart LLL:  National Emissions Standards for 

Hazardous Air Pollutants (NESHAPs) from the Portland Cement Manufacturing Industry are 

exempt from CAM per 64.2(b)(1)(i) because the NESHAPs standards were proposed by the U.S. 

EPA after November 15, 1990.  After calculating the PTE for these soures, it was determined  

that 28 sources that are subject to CAM.  These sources are subject to BAAQMD Condition 

#24781 parts 1 through 11, and 23 through 44 for Compliance Assurance Monitoring. 

¶ Condition # 24781 was created to impose the monitoring requirements on all affected sources in 

accordance with the CAM requirements of 40 CFR, Part 64.6 through 64.9.  The monitoring 

requirements are summarized below.  

 

         

Source 

No. 

Dust Collector 

No. 

CAM 

Condition 

# 24781 

Visual 

Inspection 

Frequency 

Pressure Drop 

Monitoring 

Frequency 

Dust 

Collector 

Inspection 

Source 

Test 

Frequency 

S-17 

 

A-436 Parts 1 

thru 11 

M22 - P/M 0.5- 10 inches 

water ï P/Q 

P/A P/every 5 

years 

S-19  

 

 

S-21 

A-10, A-447, A-

448, A-449 & 

A-450 

A-13 

Parts 1 

thru 11 

M22 - P/M 0.5- 10 inches 

water ï P/Q 

P/A P/every 5 

years 

S-45 

S-46 

S-47 

A-433 

A-434 

A-435 

Parts 1 

thru 11 

M22 - P/Q 0.5- 10 inches 

water ï P/Q 

P/A P/every 5 

years 

S-48 

 

S-49 

 

S-50 

 

S-74 

S-151 

S-153 

S-162 

S-163 

S-164 

S-165 

S-414 

A-420, A-421, 

A-422 & A-428 

A-423, A-424, 

A-427 & A-429 

A-425, A-426, 

A-427 & A-429 

A-58 

A-151 & A-152 

A-153 

A-162 

A-163 

A-164 

A-165 & A-190 

A-413 

Parts 1 

thru 11 

M22 - P/M 0.5- 10 inches 

water ï P/Q 

P/A P/every 5 

years 

 

Source 

No. 

Dust Collector 

No. 

CAM 

Condition 

# 24781 

Visual 

Inspection 

Frequency 

Pressure Drop 

Monitoring 

Frequency 

Dust 

Collector 

Inspection 

Source 

Test 

Frequency 

S-141 

S-142 

S-154 

 

S-161 

A-141 

A-142 

A-141, A-142, 

A-171 & A-172 

A-161 

Parts 23 

thru 33 

M22 - P/D 0.5- 10 inches 

water ï P/W 

P/A P/A 
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Source 

No. 

Dust Collector 

No. 

CAM 

Condition 

# 24781 

Visual 

Inspection 

Frequency 

PM 

Concentration 

Dust 

Collector 

Inspection 

Source 

Test 

Frequency 

S-143 

S-144 

A-143 

A-144 

Parts 34 

thru 44 

Parts 34 

thru 44 

Broken 

Bag Leak 

Detector 

instead of 

Visual 

Inspection 

- P/C 

< 10 

milligrams per 

cubic meter - 

P/C 

P/A 

P/A 

P/A 

S-210 

S-211 

S-218 

S-220 

S-230 

A-210 

A-211 

A-218 

A-220 

A-230 

P/every 5 

years 

 

¶ M22: EPA Method 22, P/M: Periodic per month, P/Q: Periodic per quarter, P/M: Periodic per month, 

P/W: Periodic per week, P/C: Periodic/continuous 

¶ Monthly visual inspection is based on the NESHAP Subpart LLL requirement 

¶ Pressure drop monitoring is based on the recommended monitoring for generally applicable 

requirement in Significant Impact Prevention (SIP) guideline dated June 24, 1999.  For dust collectors: 

If the uncontrolled PTE is between 25 to 300 TPY, quarterly monitoring frequency is recommended 

If the uncontrolled PTE is > 300 to 1,300 TPY, Monthly monitoring frequency is recommended 

If the uncontrolled PTE is > 1,300 TPY, Weekly monitoring frequency is recommended  

  

¶ All sources subject to 40 CFR, Part 60, Subpart OOO:  Standards of Performance for Nonmetallic 

Mineral Processing Plants are not exempt from CAM per 64.2(b)(1)(i) because the amended 

standards were proposed by the U.S. EPA after November 15, 1990, did not include the 

monitoring system for a baghouse.  However, Lehigh took a conservative approach claiming that 

since the original standards were promulgated prior to November 15, 1990, further analysis for 

CAM needed to be conducted.  After calculating the potential to emit (PTE) for these sources, it 

was determined that these sources had a PTE less than 100 tons per year except for 3 sources, 

which are abated by dust collectors.  These sources are subject to BAAQMD Condition #24781 

parts 12 through 22 for CAM. 

 

Source 

No. 

Dust Collector 

No. 

CAM 

Condition 

# 24781 

Visual 

Inspection 

Frequency 

Pressure Drop 

Monitoring 

Frequency 

Dust 

Collector 

Inspection 

Source 

Test 

Frequency 

S-121 

S-122 

S-384 

A-121 

A-122 

A-384 

Parts 12 

thru 22 

M22 - P/Q 0.5- 8 inches 

water ï P/Q 

P/A P/every 5 

years 

 

¶ S-383 and S-384 (both abated by A-384 Dust Collector Baghouse).  Lehigh submitted a CAM 

plan for these sources in Attachment 4 in Appendix D.  Lehigh proposed daily monitoring of 

pressure drop across the baghouse filters in A-384 and periodic visible inspection.   

¶ All sources subject to 40 CFR, Part 60, Subpart Y:  Standards of Performance for Coal 

Preparation Plants are not exempt from CAM per 64.2(b)(1)(i) because the amended standards 

were proposed by the U.S. EPA after November 15, 1990 did not include monitoring provisions 

for the sources.  However, Afer conducting the CAM analysis for these sources, it was 

determined that these sources had a PTE less than 100 ton per year prior except for 2 sources (S-

171 and S-172, Fuel Mills).  However, the abatement from S-171 and S-172 are being shared 

with S-154 Calciner Kiln; therefore, the CAM requirement of Dust Collectors A-171 and A-172 

are subject to NESHAP 40 CFR Part 60 Subpart LLL, the most stringent standards, as shown in 

the table below. took a conservative approach claiming that since the original standards were 

promulgated prior to November 15, 1990, further analysis for CAM needed to be conducted.  
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Lehigh calculated the potential to emit (PTE) for these sources and determined that these sources 

had a PTE less than 100 tons per year. except S-121 abated by A-121 Baghouse and S-122 abated 

by A-122 Baghouse.  Lehigh submitted a CAM plan for these sources in Attachment 3 in 

Appendix D.  Lehigh proposed daily monitoring of pressure drop across the baghouse filters in A-

121 and A-122 and periodic visible inspection.   

 

Source 

No. 

Dust Collector 

No. 

CAM 

Condition 

# 24781 

Visual 

Inspection 

Frequency 

Pressure Drop 

Monitoring 

Frequency 

Dust 

Collector 

Inspection 

Source 

Test 

Frequency 

S-171 

S-172 

A-172 

A-172 

Parts 23 

thru 33 

M22 - P/D 0.5- 14 inches 

water ï P/W 

P/A P/A 

 

¶ All other sources abated by dust collectors are exempt from CAM per 64.2(a)(3) because the PTE 

are less than 100 ton/yr.  They are required to take quarterly pressure drop readings per Condition 

# 20751, Part 3 and a source test every 5 years per Condition # 24621, Part 2 to make sure they 

are in compliance with the Title V permit. 

¶ S-176 Rock Plant 1 Storage Pile, S-187 Sand Hopper and Storage Bin, S-201 Primary Crusher,  

S-202 Secondary Crusher, S-207, S-208, S-209 Cold cleaners, S-300 Wet Aggregate Storage 

Piles, S-344 Wet Screening Feed Conveyor, S-350 Wet Screening and Conveying, S-360 Wet 

Aggregate Loadout, S-370 Class 2 Additive Transfer System, S-380 Sand Transfer Class 2 

Hopper, S-381 Sand Storage Pile and Conveyor, S-382 Water Clarifier Fines Shipment, S-501 

and S-502 Emergency Diesel Engines and S-600 Quarry Blasting and Mobile Operations, S-606 

and S-607 Storage Piles are exempt from CAM per 64.2(a)(2) because they do not use a control 

device. 

¶ S-154 Kiln fuel combustion pollutants such as NOx, SO2, CO, VOC do not use control devices; 

therefore, CAM is not applicable per 64.2(a)(2). 

¶ S-1, Gasoline Dispensing Station, is exempt from CAM per 64.2(a)(3) because the potential pre-

control emissions are not greater than 100 ton/yr as required by CAM. 

 

District permit applications not included in this proposed permit 

This facility sends submits a large number of permit applications to the District every year.  Evaluation 

Review of the following permit applications was not completed in time for the result to be included the 

results in this Title V permits renewal.  The Title V permit will be revised periodically during the five-

year term of the permit to incorporate these applications as permit revisions following the procedures in 

Regulation 2, Rule 6, Major Facility Review. 

 

 

Application # Project Description 

TBD/NSR 16612 Alternate Biofuels to reduce Greenhouse Gases ï on hold until 

further notice from Lehigh.  

TV 22594/NSR 

22594 

Activated Carbon Injection System ï under permit review 

 

Changes to permit:  

¶ Table IV and Table VII have been combined.   

¶ The description of Section VII has been added to Section IV Source-Specific Applicable 

Requirements, Emission Limits & Compliance Monitoring Requirements.  For periodic 

monitoring, the frequency of the monitoring has also been shown, either annual (A), quarterly 

(Q), monthly (M), weekly (W), daily (D), or on an event basis (E).  No monitoring (N) has been 
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required if the current applicable rule or regulation does not require monitoring, and the operation 

is unlikely to deviate from the applicable emission limit based upon the nature of the operation. 

¶ A column for Recordkeeping Protocol, R, has been added to Table IV & Table VII for 

completeness. 

¶ The dates of adoption or approval of the rules and their ñfederal enforceabilityò status in the 
combined Table IV & Table VII have also been updated. 

¶ The ñToxic Risk [Management] Policyò basis for permit conditions has been updated to District 

Regulation 2-5 New Source Review Regulation for Toxic Air Contaminants because the 

regulation was adopted. 

¶ BAAQMD Regulation 6, Particulate Matter and Visible Emissions has been designated as SIP 

Regulation 6, and the BAAQMD rule has been renamed and renumbered as Regulation 6, Rule 1, 

Particulate Matter, General Provisions 

¶ The description of the BAAQMD 6-1-301 and SIP 6-301 and limit has been corrected to say ñfor 

< 3 min/hr.ò 

¶ The ñtype of limitò has been changed to ñOpacityò for BAAQMD Regulation 6-1-301, since it is 

an opacity standard. 

¶ The ñtype of limitò has been changed to ñFilterable Particulateò for BAAQMD Regulation 6-1-

310 and 6-1-311, since it is a filterable particulate standard. 

¶ All BAAQMD Regulation 10 was modified from ñNò for Federal Enforceable (FE) to ñYò. 

¶ Visible inspection by Method 9 or Method 22 are visible emission observations. 

¶ All conditions with Ringelmann 0.5 were changed to Ringelmann 1.0 for consistency with 

Regulation 6-1-301.    

 

Table IV & Table VII ï Facility Wide 

¶ Added Facility Wide, Condition #24621 Part 1 to require Lehigh to operate and maintain a 

District approved Fugitive Dust Control Plan for sources that are not regulated under NESHAP 

Subpart LLL.  Added Condition #24621, Part 2 to require Lehigh to perform source tests at least 

once every five years on abatement devices that currently have a pressure monitor or a baghouse 

leak detection system 

 

Table IV & Table VII ï A, S-1 Gasoline Dispensing Facility 

¶ BAAQMD 8-7-116 was deleted. Periodic testing exemption does not apply to S-1 per NSR 

Application # 20199  

¶ BAAQMD 8-7-301.6 Monitoring Type was corrected to ñAnnual Check for Vapor Tightness and 

Proper Operation of Vapor Recovery Systemò 

¶ BAAQMD 8-7-302.5 (Leak free and vapor tight) Emission Limit, Monitoring Requirement 

Citation, Monitoring Frequency, and Monitoring Type requirements were deleted and replaced 

with Condition # 24298 in NSR Application # 20199 

¶ Future effective dates (1/1/09) for BAAQMD 8-7-302.12: Liquid Retain Limitation and 8-7-

302.13: Nozzle Spitting Limitation were deleted since the dates have passed 

¶ BAAQMD 8-7-302.14 (backpressure) Emission Limit, Monitoring Requirement Citation, 

Monitoring Frequency, and Monitoring Type requirements  were replaced with Condition # 

24298 in NSR Application # 20199 

¶ BAAQMD 8-7-316 was deleted, aboveground storage tank requirement does not apply to 

underground storage tank per NSR Application # 20199 

¶ BAAQMD Condition # 20666 Part 2 was separated into two sections for clarity.  The limit and 

Monitoring Citations were updated to be consistent with NSR Application # 20199. 

¶ BAAQMD Condition # 24297 was added per NSR Application # 20199 

¶ BAAQMD Condition # 24298 was added per NSR Application # 20199 
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Table IV & Table VII ï B, S-17 Clinker Transfer Area abated by A-436 Dust Collector 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311and SIP 6-311 operating parameters were modified from ñnoneò to 

ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and per 

EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(7) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted. 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted. 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition #16109.  Part 5 description was corrected from cement loads < 70,000 

trucks/year to cement loads < 70,000 trucks/rolling 12 month period. 

¶ BAAQMD Condition# 16109 part 2 was deleted as a monitoring citation since it is redundant to 

BAAQMD Condition # 20751 Part 3b 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 
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¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï C, S-19 Clinker Storage Area Abated by A-10, A-447, A-448, A-449, and A-450 

Dust Collectors 

¶ BAAQMD Regulation 6-302 was deleted because this source is not required to have an opacity 

sensing device and is not subject to this requirement 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures were was added since they were it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(a) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A-Standard of 

Performance for New Stationary Sources, General Provisions 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 20751 Part 2, operating range was added to ensure compliance 
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¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï D S-21 Roll Press Clinker Surge Bin (6-SS-1) and Feeder (6-WF-1) abated by A-

13 Dust Collector  (renumbered from Table IV & Table VII ï C-1) 

¶ BAAQMD 6-302 and 6-501 were deleted since this source does not require an opacity sensing 

device 

¶ Monitoring Citation for BAAQMD 6-1-301 and SIP 6-301 monitoring citation, monitoring 

protocol and frequency, reporting protocol were was added since they were previously omitted.  

S-21/A-13 were added to Condition# 20751 and 20753 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to conduct an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(a) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1342 Standards:  General, was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1348 Opacity Limit, was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1349(b)(2) Opacity initial performance tests was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1349(c) Opacity periodic performance tests was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(a) Operations and malfunction (O&M) plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1350(b) Compliance with operations and maintenance plan was added 

since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 
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¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(3) Opacity test notification was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(2) Opacity observation reporting was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements was added since 

it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1355 Recordkeeping Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1356(a) Exemption from 40 CFR, Part 60, subpart F was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition# 20751 and 20753 were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV ï D and Table VII ï D were split into two tables, Table IV &VII ï E for silos and Table 

IV&VII - F for cement loadout and packers 

¶ S-56 Cement Packer #3 was deleted because the source was removed from service 

 

Table IV & Table VII ï E, S-45 West Silo Top Cement Distribution Tower abated by A-433 Dust 

Collector, S-46 Middle Silo Top Distribution Tower abated by A-434 Dust Collector, S-47 East Silo Top 

Distribution Tower abated by A-435 Dust Collector 

¶ Opacity limit, monitoring citation, protocol & frequency, reporting protocol, recordkeeping 

protocol were added to BAAQMD Regulation 6-1-301 and SIP Regulation 6-301 since they were 

previously omitted 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP operating parameters were modified from ñnoneò to 

ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and per 

EPA comment for sources that are not required to perform an annual source test 
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¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(8) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ Opacity limit, monitoring citation, protocol & frequency, reporting protocol, recordkeeping 

protocol were added to NESHAP 40 CFR, Part 63.1348 since there were previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition# 16109 part 2 was deleted as a monitoring citation since it is redundant to 

BAAQMD Condition # 20751 Part 3b 

¶ BAAQMD Condition# 16109 part 5 was deleted since S-45, S-46, and S-47 are used for onsite 

delivery of cement to silos and not subject to the facility export throughput limit of 70,000 

cement trucks/year  

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 
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Table IV & Table VII ï F, S-48 Bulk Cement Loadout Tank #1 & 2 abated by A-420, A-421, A-422, and 

A-428 Dust Collectors, S-49 Bulk Cement Loadout Tank #28 abated by A-423, A-424, A-427, and A-429 

Dust Collectors, S-50 Bulk Cement Loadout Tank #29 abated by A-425, A-426, A-427, and A-429 Dust 

Collectors, S-54 Cement Packer #1 abated by A-430 Dust Collector, S-55 Cement Packer #2 abated by A-

431 Dust Collector 

¶ Opacity limit, monitoring citation, protocol & frequency, reporting protocol, recordkeeping 

protocol were added to BAAQMD Regulation 6-1-301 and SIP Regulation 6-301 since they were 

previously omitted 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(8) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ Opacity limit, monitoring citation, protocol & frequency, reporting protocol, recordkeeping 

protocol were added to NESHAP 40 CFR, Part 63.1348 since there were previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 
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¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added for S-48, S-49 and 

S-50 

¶ BAAQMD Condition# 16109 part 2 was deleted as a monitoring citation since it is redundant to 

BAAQMD Condition # 20751 Part 3b 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted, specify this 

condition only apply to S-54 and S-55 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

for S-48, S-49 and S-50 

 

 

Table IV ï E & Table VII ï E, S-57 Cement Packer #4 abated by A-451 Dust Collector was deleted 

because the source was removed from service 

 

Table IV & Table VII ï G (renumbered from Table IV ï F & Table VII ï F), S-74 Type II Mechanical 

transfer System abated by A-58 Dust Collector  

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(8) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ Opacity limit, monitoring citation, protocol & frequency, reporting protocol, recordkeeping 

protocol were added to NESHAP 40 CFR, Part 63.1348 since there were previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 
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¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 6655 Part 8 cement throughput limit was corrected from 1.6 million 

tons/year to 1.44 million tons/year 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï H, S-100 Precalciner Kiln Fuel Handling System abated by A-100 Water Sprays 

¶ Table of requirements was added for this new source (NSR Application # 15342) 

 

Table IV & Table VII ï I (renumbered from Table IV & Table VII ï G), S-111 Rail Unloading System 

abated by A-111 Dust Collector, S-112 Additive Hopper Transfer System abated by A-112 Dust 

Collector, S-113 Additive Bin Transfer Facilities abated by A-113 and A-114 Dust Collectors, S-115 

Additive Storage abated by A-115 Dust Collector 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ NESHAP 40 CFR Part 60 Subpart A, General Provisions:  Sections 60.18 General Control 

Device Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 60 Subpart Y 60.252(c), Monitoring citation frequency and reporting were 

added since theses sources are required to be monitored by BAAQMD Conditions  

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20753 Part 1.  Deleted description of condition ñfor A-10ò since it applies 

to all abatement devices in this table. 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï J (renumbered from Table IV & Table VII ï H and I),  
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S-121 Tertiary Scalping Screen (2-VS-1, 2-VS-2) abated by A-121 Dust Collector,  

S-122 Tertiary Crusher (2-cr-1) abated by A-121 and A-122 Dust Collectors,  

S-123 Rock Conveying System abated by A-122 and A-123 Dust Collectors,  

S-131 Rock Sampling System abated by A-131 Dust Collector,  

S-132 Preblend abated by A-132 and A-133 Dust Collectors, 
S-134 Preblend Storage Bin (4-S-1, 4-S-2) abated by A-134 Dust Collector  
S-135 High Grade Storage Bin (4-S-3, 4-S-4) abated by A-135 Dust Collector 

¶ S-121 and S-122 were moved to Table IV & Table VII ï J ï 1 because they are subject to 40 

CFR, Part 64 CAM 

¶ Descriptions of S-134 was corrected 

¶ A-133 was added to S-132 since it was previously omitted 

¶ Added S-135 to Table IV & Table VII ï J because it is subject to the same regulations and permit 

conditions as the sources already in this table 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311and SIP 6-311 operating parameters were modified from ñnoneò to 

ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and per 

EPA comment for sources that are not required to perform an annual source test 

¶ NSPS 40 CFR Part 60 Subpart A General Provisions, Sections 60.7 Notification and 

Recordkeeping, 60.8 Performance Testing Requirements, 60.10 State Authority and Delegation, 

60.11 Compliance with Standards and Maintenance Requirements, 60.12 Circumvention, 60.13 

Monitoring Requirements, 60.19 Recordkeeping Requirements were added since they were 

previously omitted 

¶ NSPS 40 CFR Part 60 Subpart F Section 60.62(c), Monitoring citation frequency and reporting 

were added since theses sources are required to demonstrate compliance by initial performance 

test 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï J - 1  

S-121 Tertiary Scalping Screen (2-VS-1, 2-VS-2) abated by A-121 Dust Collector,  

S-122 Tertiary Crusher (2-cr-1) abated by A-121 and A-122 Dust Collectors 

¶ Table of requirements were added because these sources are subject to 40 CFR, Part 64 CAM 

¶ Description of S-121 was corrected 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñannual source testò per Condition # 24781 as part of the TV permit renewal review and per 

EPA comment 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ NSPS 40 CFR Part 60 Subpart A General Provisions, Sections 60.7 Notification and 

Recordkeeping, 60.8 Performance Testing Requirements, 60.10 State Authority and Delegation, 

60.11 Compliance with Standards and Maintenance Requirements, 60.12 Circumvention, 60.13 
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Monitoring Requirements, 60.19 Recordkeeping Requirements were added since they were 

previously omitted 

¶ NSPS 40 CFR Part 60 Subpart F Section 60.62(c), Monitoring citation frequency and reporting 

were added since these sources are required to demonstrate compliance by initial performance 

test 

¶ 40 CFR Part 64 CAM requirements and CAM plan were added 

¶ BAAQMD Condition # 20751 Part 2, operating range was added, frequency of pressure drop 

reading was changed to daily to be consistent with the CAM plan 

¶ BAAQMD Condition # 20751 Part 3c was added since it was previously omitted 

¶ BAAQMD Condition #20751 Parts 2-6 and #20753 Part 1 & 3 were replaced by Condition 

#24781 

¶ BAAQMD Condition # 24781 was added to incorporate the CAM requirement per TV permit 

renewal review  

 

Table IV & Table VII ï K (renumbered from Table IV & Table VII ï J) 

S-141 Raw mill (4-GM-1) abated by A-141 Dust Collector,  

S-142 Raw mill 2 (4-GM-2) abated by A-142 Dust Collector 

¶ BAAQMD Regulation 6-1-301 and 310 and SIP 6-301 and 310 Monitoring citation BAAQMD 

condition #11780, part E was removed since this condition does not apply to opacity 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and 310 and SIP 6-311 and 310 monitoring citation BAAQMD 

Condition # 2786 B was added for annual source test requirement per Title V permit review 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 9-1-301 monitoring citation was deleted and the monitoring citation was 

added to 9-1-304 since the CEM is in the kiln/inline raw mills baghouse exhaust stack, and not 

required to monitor ground level concentration of SO2 at the fencelines 

¶ BAAQMD Regulation 9-1-302 was deleted since the source is subject to 9-1-304 instead.  

¶ BAAQMD Regulation 9-1-304 Correct reporting of SO2 CEM data to once per month 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ Reg. 11-1 lead requirements for P-141 and P-142 for S-141 and S-142 Raw Mills were moved 

from Table VII ï UU. Added the annual source test requirement in Condition #603, Part 8 as a 

way to demonstrate compliance with the lead limit of Regulation 11-1 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 
¶ NESHAP 40 CFR Part 63.1340(b)(1) Applicability (in-line kiln/raw mill) was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1343(a) General was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1343(b)(1) description of limit was added since it was previously 

omitted 
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¶ NESHAP 40 CFR Part 63.1343(b)(3) D/F description of limit was added since it was previously 
omitted 

¶ NESHAP 40 CFR Part 63.1344 (a) and (b) monitoring protocol & frequency was changed from 
every 2.5 years to continuous with a thermocouple 

¶ NESHAP 40 CFR Part 63.1344 (f) Good Combustion Practices to minimize THC from fuel 
combustion since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1349(b)(3) D/F initial performance test was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1349(c) description was changed to add periodic performance testing 

for PM10 
¶ NESHAP 40 CFR Part 63.1349(d) D/F periodic source test requirements was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1350(c)(3) Compliance with opacity limit was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1351(a) and (b) compliance dates were added since they were 

previously omitted 
¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 
¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 
¶ NESHAP 40 CFR Part 63.1354(b) replaced specific subsections because the facility is subject to 

the whole section 
¶ NESHAP 40 CFR Part 63.1356(a) Exemption from NSPS 40 CFR, Part 60 Subpart F and Subpart 

OOO was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 603 was added per NSR Application # 18535 and was removed because 

Condition #603 was added by mistake 

¶ BAAQMD Condition # 2786 Part A1 description was detailed to include limit of 423 lb SO2/hr if 

coal emissions are not monitored.  Monitoring protocol was corrected to CEM from in stack 

monitoring 

¶ BAAQMD Condition # 2786 Part A3 description was corrected to continuous from in-stack 

monitoring 

¶ BAAQMD Condition # 2786 Part B PM Annual Source Test was added per Title V renewal 

review 

¶ BAAQMD Condition # 2786 Part B1 Monitoring citation was changed from pressure drop 

monitoring to PM Annual Source Test per Title V renewal review 

¶ BAAQMD Condition # 2786 Part F requirement for broken bag leak detection device was 

removed because Part F is not applicable to S-141 or S-142.  Part F is applicable to A-143 and A-

144. 

¶ BAAQMD Condition # 11780 Part C(1) limit was corrected from ñorò to ñand.ò 

¶ BAAQMD Condition # 11780 Part C basis was corrected from Cumulative Increase to RACT 

¶ BAAQMD Condition # 11780 Part D(3) was updated with the Exhaust Flow Rate calculation for 

enhanced monitoring since Lehigh installed and certified four new flow meters in December 2009  

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3a was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 
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¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

Table IV & Table VII ï L (renumbered from Table IV & Table VII ï K) 

S-143 Raw mill 1 Separator system (4-SE-3) abated by A-143 Dust Collector,  

S-144 Raw mill 2 Separator Circuit (4-SE-4) abated by A-144 Dust Collector 

¶ BAAQMD Regulation 6-1-301 and 6-1-310 and SIP Regulation 6-301 and 6-310 monitoring 

citation was corrected from BAAQMD condition #2786  part F and BAAQMD condition # 13900 

parts 1&4 to BAAQMD condition #2786 part F, part 1 because condition 13900 does not apply to 

these sources 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform  an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(3) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-143 and S-

144 are equipped with bag leak detection systems was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 
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¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 2786 Part D and Part F limit, monitoring citation, protocol & frequency, 

reporting protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï M (renumbered from Table IV & Table VII ï I) 

S-151 Homogenizer (5-S-1, 5-S-2) abated by A-151 and A-152 Dust Collectors,  

S-153 Kiln Feed System abated by A-153 Dust Collector 

¶ S-135 was moved to Table IV & Table VII ï J 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20753 Part 1 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(a) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 
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¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 2786 Part D Monitoring citation was changed to Condition # 11780, Part 

E(2) 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï N (renumbered from Table IV & Table VII ï L) 

S-154 Precalciner Kiln abated by A-141 and A-142 Dust Collectors, and A-171 and A-172 Baghouses  

¶ SIP Regulation 1-522 was added 

¶ BAAQMD Regulation 6-1-301 and 310 and SIP 6-301 and 310 Monitoring citation BAAQMD 

condition #11780 part E was removed since this condition does not apply to opacity and 

Monitoring citation was corrected for A-141, A-142, A-171, and A-172 

¶ BAAQMD Regulation 6-1-311 and 310 and SIP 6-311 monitoring citation BAAQMD Condition 

# 2786 B was added for annual source test requirement per Title V permit review 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 9-1-301 monitoring citation was deleted and the monitoring citation was 

added to 9-1-304 since the CEM is in the kiln/inline raw mills baghouse exhaust stack, and not 

required to monitor ground level concentration of SO2 at the fence lines 

¶ BAAQMD Regulation 9-1-302 was deleted since the source is subject to 9-1-304 instead 

¶ BAAQMD Regulation 9-1-304 Correct reporting of SO2 CEM data to once per month 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ Reg. 11-1 lead requirements for P-141, P-142, P-171, and P-172 for S-154 Precalciner Kiln were 

moved from Table VII ï UU.  Added the annual source test requirement in Condition #603, Part 

8 as a way to demonstrate compliance with the lead limit of Regulation 11-1 
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¶ Added 40 CFR 60, Appendix B, Performance Specification 2 (Specifications and Test Procedures 

for SO2 and NOx CEM) and Performance Specification 3 (Specifications and Test Procedures for 

O2 CEM and 40 CFR 60, Appendix F, Procedure 1 (Quality Assurance Requirements for gas 

CEM).  The plant does not currently operate an O2 monitor, but will be with the regulatory 

acceptance of the new CEM in 2013  

¶ NESHAP 40 CFR, Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 
¶ NESHAP 40 CFR Part 63.1340(b)(1) Applicability was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1343(a) General was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1343(b)(1) description of limit was added since it was previously 

omitted 
¶ NESHAP 40 CFR Part 63.1343(b)(3) D/F description of limit was added since it was previously 

omitted 
¶ NESHAP 40 CFR Part 63.1344 (a) and (b) monitoring protocol & frequency was changed from 

every 2.5 years to continuous with a thermocouple 
¶ NESHAP 40 CFR Part 63.1344 (f) Good Combustion Practices to minimize THC from fuel 

combustion since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1349(b)(3) D/F initial performance test was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1349(c) description was changed to add periodic performance testing 

for PM10 
¶ NESHAP 40 CFR Part 63.1349(d) D/F periodic source test requirements was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1350(c)(3) Compliance with opacity limit was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1351(a) and (c) compliance dates were added since they were 

previously omitted 
¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 
¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1354(b) replaced specific subsections because the facility is subject to 

the whole section 
¶ NESHAP 40 CFR Part 63.1356(a) Exemption from NSPS 40 CFR Part 60, Subpart F and Subpart 

OOO was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 603 was assigned to S-154 and added per Application # 18535 

¶ BAAQMD Condition #603, Part 6 sulfur and trace metal content analysis of coke required 

quarterly was deleted and replaced with Part 8 annual source test requirement at the kiln exhaust  

¶ BAAQMD Condition # 603, Parts 11-15 were added per NSR A/N 21753 Lime Slurry Injection 

System  
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¶ BAAQMD Condition # 2786, Part A(1) emission limit description was abbreviated, and 

monitoring type was corrected to CEM 

¶ BAAQMD Condition # 2786 Part A3 description was corrected to continuous from in-stack 

monitoring 

¶ BAAQMD Condition # 2786 Part B PM Annual Source Test was added per Title V renewal 

review 

¶ BAAQMD Condition # 2786 Part B1 Monitoring citation was changed from pressure drop 

monitoring to PM Annual Source Test per Title V renewal review 

¶ Throughput Condition # 11780 was corrected from Part D to Part B 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

Table IV & Table VII ï O (renumbered from Table IV & Table VII ï M) 

S-161 Clinker Cooler (5-CC-1) ABATED BY A-161 AND A-190 DUST COLLECTORS 

¶ Remove all references of A-190 Dust Collector because A-190 is abating the Clinker Transfer 

Systems (S-165) not the Clinker Cooler (S-161)  

¶ BAAQMD Regulation 6-1-301 and 310 and SIP Regulation 6-301 and 310 Monitoring citation 

was corrected to BAAQMD condition # 20751, part 3a for A-161; part 3b for A-190 

¶ BAAQMD Regulation 6-1-311 and 310 and SIP 6-311 and 310 monitoring citation BAAQMD 

Condition # 2786 B was added for annual source test requirement per Title V permit review 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 
¶ NESHAP 40 CFR Part 63.1340(b)(2) Applicability was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 
¶ NESHAP 40 CFR Part 63.1343(a) General was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 
¶ NESHAP 40 CFR Part 63.1351(a) compliance date was added since it was  they were previously 

omitted 
¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 
¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A was added since it was 

previously omitted 
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¶ NESHAP 40 CFR Part 63.1354(b) replaced specific subsections because the facility is subject to 
the whole section 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 2786 Part B PM Annual Source Test was added per Title V renewal 

review 

¶ BAAQMD Condition # 2786 Part B3 Monitoring citation was changed from pressure drop 

monitoring to PM Annual Source Test per Title V renewal review 

¶ BAAQMD Condition # 2786 Part D Monitoring citation was changed to Condition # 11780, Part 

E(2) 

¶ Throughput Condition # 11780 was corrected from Part D to Part B 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Parts 3a and 3b were added since they were previously omitted 

¶ BAAQMD Condition # 20753 Part 2 was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï P (renumbered from Table IV & Table VII ï N) 

S-162 Clinker Silo (5-S-11) abated by A-162 Dust Collector,  

S-163 Clinker Silo (5-S-12) abated by A-163 Dust Collector,  

S-164 Free lime Storage Bin abated by A-164 Dust Collector 

S-165 Clinker Transfer System abated by A-165 and A-190 Dust Collectors 

¶ Added all references of A-190 Dust Collector because A-190 is abating the Clinker Transfer 

Systems (S-165) 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 
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¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 2786 Part D Monitoring citation was changed to Condition # 11780, Part 

E(2) 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï P-1 

S-167 Lime Bin abated by A-167 Dust Collector 

¶ New table, added per NSR A/N 21753 Lime Slurry Injection System  

 

Table IV & Table VII ï Q (renumbered from Table IV & Table VII ï O and P) 

S-171 Kiln Fuel Mill System abated by A-171 Baghouse, Pulse Jet Dust Collector 

S-172 Precalciner Fuel Mill System abated by A-172 Baghouse, Pulse Jet Dust Collector 

¶ Added S-172 to this table because these are related systems subject to the same requirements 

¶ Description of S-172 changed to Precalciner Fuel Mill System 

¶ BAAQMD Regulation 6-1-311 and 310 and SIP 6-311 monitoring citation BAAQMD Condition 

# 2786 B was added for annual source test requirement per Title V permit review 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 
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¶ Reg. 11-1 lead requirements for P-171 and P-172 for S-171 and S-172 Kiln Fuel Mill System and 

Precalciner Fuel Mill System were moved from Table VII ï UU.  Added the annual source test 

requirement in Condition #603, Part 8 as a way to demonstrate compliance with the lead limit for 

S-171 and S-172 

¶ NSPS 40 CFR Part 60 Subpart A General Provisions, Sections 60.7 Notification and 

Recordkeeping, 60.8 Performance Testing Requirements, 60.10 State Authority and Delegation, 

60.11 Compliance with Standards and Maintenance Requirements, 60.12 Circumvention, 60.13 

Monitoring Requirements, 60.19 Recordkeeping Requirements were added since they were 

previously omitted 

¶ NSPS 40 CFR Part 60 Subpart Y Section 60.252(c) Monitoring citation frequency and reporting 

were added since these sources are required to be monitored by BAAQMD Conditions  

¶ NSPS 40 CFR Part 60 Subpart Y Section 60.253 Monitoring of Operations was deleted because 

this section does not apply to this source 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 603 was added per NSR Application # 18535 

¶ BAAQMD Condition # 804 was deleted because Part 1 (abatement requirement) is redundant  

with Condition # 603 Part 1 and Condition # 804 Part 2 (PM mass limit) is redundant with 

Condition # 2786 Part B 

¶ BAAQMD Condition # 1004 was deleted and the S-172 was added to Condition # 603 with the 

same conditions  

¶ BAAQMD Condition # 2786 Part B PM Annual Source Test was added per Title V renewal 

review 

¶ BAAQMD Condition # 2786 Part B2 Monitoring citation was changed from pressure drop 

monitoring to PM Annual Source Test per Title V renewal review 

¶ BAAQMD Condition # 2786 Part D Monitoring citation was changed to Condition # 11780, Part 

E(2) 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 20751 Parts 2-6 were removed since the requirements were consolidated 

into the CAM Condition 

¶ BAAQMD Condition # 20753 Parts 1 & 3 were removed since the requirements were 

consolidated into the CAM Condition 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV ïQ and Table VII ï Q 

¶ Deleted S-173 since sources S-173 Kiln Fuel System abated by A-175 and S-174 Precalciner Fuel 

System abated A-174 DCE Volks Dust Collector were removed from service 

 

Table IV & Table VII ï S (renumbered from Table IV & Table VII ï R) 
S-176 Rock Plant 1 Storage Pile 
 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD 6-310 and 6-311 were deleted since these are fugitive dust sources not subject to these 

requirements 

 

 Table IV & Table VII ï T (renumbered from Table IV & Table VII ï S) 
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S-187 (aka S-387) Hopper and Storage Bin 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 10 (Standards of Performance for New Stationary Sources), Part 1(Subpart 

A) and Part 66 (Subpart OOO) was deleted because this source is not subject to this regulation or 

NSPS since the date of original construction or last modification was prior to the effective date 

(August 31, 1983) of this regulation S-187 is included in the Permit Shield Table IX A-1. 

 

Table IV & Table VII ï U (renumbered from Table IV & Table VII ï T) 

S-201 Primary Crusher 

S-202 Secondary Crusher 

(This Table will be replaced by Table IV & Table VII ï U-1 and Table IV & Table VII ï SS upon startup 

of S-605 Jaw Crusher, which replaces S-201, from NSR Application #15572)  

(The permits to operate for grandfather sources S-601, S-602 and S-603 were granted under A/N 15572.  

S-605, S-606, A-4502, A-4503 and A-4504 were not built because this application was submitted under 

the old owner (Hanson Permanente).  Lehigh will submit new changes when it is appropriate. S-203 was 

shut down along with the mineral aggregate plant).  

 

Table IV & Table VII ï U-1 

S-202  Symmons 7ô Cone Crusher (9-CR-13) abated by Torit Shaking Baghouse Filter A-4502 
S-604  Vibrating Screen (9-VS-2) abated by Torit Shaking Baghouse Filter A-4502 

(This Table will replace Table IV & Table VII ï U upon startup of S-605 Jaw Crusher, which replaces S-

201, from NSR Application #15572) 

¶ A-4502 and S-604 (previously S-203 Screen) and A-4502 was added in NSR Application # 15572 

¶ BAAQMD Regulation 6-302 was deleted since this source is not required to have an opacity 

sensing device and therefore is not subject to this section 

¶ BAAQMD Regulation 6-1-301 and 310, and SIP Regulation 6-301 and 310 monitoring citation, 

protocol & frequency, reporting protocol, recordkeeping protocol were added since the abatement 

device is monitored by a broken bag leak detection device 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Condition # 23896 Part 1:  Abatement requirement, Part 2: Ringelmann 1.0 limitation, 

Part 4:  Recordkeeping requirements, Part 5 Baghouse Monitoring requirement, Part 6:  Records 

retention requirement, Part 8:  Startup condition 

¶ BAAQMD Regulation 10 Standards of Performance for New Stationary Sources, Part 1:  Subpart 

A ï General Provisions, and Part 66 Subpart OOO ï Standards of Performance for Non-metallic 

Mineral Processing Plants was added since the sources are now abated by the same baghouse and 

emissions cannot be distinguished between the sources.  S-202 was listed in the Permit Shield 

from NSPS requirements, however, since emissions will be emitted through the same stack as S-

604, which is subject to NSPS, S-202 will now be subject to NSPS requirements. 

¶ NSPS 40 CFR, Part 60, Subpart OOO:  Standards of Performance for Non-metallic Mineral 

Processing Plants was added 

 

Table IVðU and Table VII ï U for S-103, S-104, S-205, S-206, S-214, S-215 were deleted since these 

sources were removed 

 

Table IVðV and Table VII ï V for S-207, S-208, and S-209 Solvent cold cleaners were deleted since the 

facility now uses exempt solvents, and these sources were move to Table II-C  
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Table IV & Table VII ï V (renumbered from Table IV & Table VII ï W) 

S-210 Finish Mill (6-GM-1) abated by A-210 Dust Collector 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-210 is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 779, Part 3 monitoring citation was added to detail where clinker 

production is required to be monitored 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï W (renumbered from Table IV & Table VII ï X) 

S-211 Separator (6-SE-2) abated by A-211 Dust Collector 
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¶ Description of source changed by capitalizing ñse.ò 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-211 is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 4996 Parts 3, 4, 5, and 6 were updated to reflect changes made in NSR 

Application # 17354 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï X (renumbered from Table IV & Table VII ï Y) 

S-216 Clinker Cake Conveyor (6-BC-13) abated by A-216 Dust Collector,  

S-217 Clinker Cake Conveyor (6-BC-15) abated by A-217 Dust Collector 

S-221 Clinker Cake Feeder (6-WF-2) abated by A-221 Dust Collector,  
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S-231 Pressed Cake Bin (6-SS-2) abated by A-231 Dust Collector ,  

S-242 Clinker Cake Feeder (6-WF-3) abated by A-242 Dust Collector 

¶ Description (6-SS-2) moved to decribe S-231 

¶ BAAQMD Regulation 6-1-301 and SIP 6-301 description of monitoring protocol changed from 

manometer to monitoring for consistency 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted. 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ BAAQMD Condition # 4996 was updated to reflect changes made in NSR Application #17534 

¶ BAAQMD Condition # 20751 Part 2, operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï Y (renumbered from Table IV & Table VII ï Z)  

S-218 Air Separator (6-SE-1) abated by A-218 Dust Collector  
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¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-210 is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ Added BAAQMD condition # 20751 because it was previously omitted 

¶ BAAQMD condition # 4997, part 5 monitoring citation for recordkeeping of clinker production 

was corrected from continuous to daily 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï Z (renumbered from Table IV & Table VII ï AA)  

S-220 Finish Mill (6-GM-2) abated by A-220 Dust Collector 
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¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-220 is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï AA (renumbered from Table IV & Table VII ï BB)  

S-222 Gypsum feeder (6-WF-4) abated by A-222 Dust Collector,  

S-240 Additive Conveyor/bins abated by A-240 Dust Collector,  

S-243 6-GM-1 Gypsum Feeder (6-WF-9) abated by A-243 Dust Collector,  

S-244 Pozzolan Feeder (6-WF-7) abated by A-244 Dust Collector,  

S-245 6-GM-1 Clay Feeder (6-WF-5) abated by A-245 Dust Collector 
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¶ BAAQMD Regulation 6-1-301 and SIP Regulation 6-301 monitoring citation added BAAQMD 

condition # 20751, part 3b since it was previously omitted 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted. 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted. 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted. 

¶ BAAQMD Condition # 20751 Part 2 operating range was added 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï BB (renumbered from Table IV & Table VII ïCC) 

S-230 Hydraulic Roller Press (6-RP-1) abated by A-230 Dust Collector 

¶ Description of source changed by capitalizing ñRPò 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 
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¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR, Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a) 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity  testing exemption because the source is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 4999 Part 5 Monitoring Type changed from ñHours of Operationò to 
ñrecord keepingò for consistency  

¶ BAAQMD Condition # 4999 Part 6 deleted from Table IV & VII because it was a startup 

condition for an initial source test that was completed 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

 

 

Table IV & Table VII ï CC (renumbered from Table IV & Table VII ïDD) 

S-300 Rockplant Wet Aggregate Storage Piles abated by A-300 Water Spray System 

¶ BAAQMD 6-310 and 6-311 were deleted since this is a fugitive dust source not subject to these 

requirements 
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¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) Standard for Particulate Matter limit for 

fugitive emissions from any crusher was replaced with 60.672(b) for fugitive emissions from a 

transfer point or other affected facility 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) Standard for Particulate Matter limit 

was deleted because it applied to stack emissions 

¶ Changed monitoring citation to BAAQMD Condition #7252 Part 6 where record keeping of 

compliance with surface wet and throughput limitation is monitored 

 

Table IV & Table VII ï DD (renumbered from Table IV & Table VII ïEE) 

S-301 Rail Loadout System abated by A-301 Rail Loadout Dust Collector 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required an annual source test 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1348 future effective date (6/14/02) was deleted since the date has 

passed 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 
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¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted. 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ BAAQMD Condition # 7837 Part 1 and Part 2 reporting protocol changed to annually 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï EE (renumbered from Table IV & Table VII ïFF) 

S-340 Coarse Rock Withdrawal System abated by A-340 Baghouse,  

S-341 Screens abated by A-341 Baghouse,  
S-343 Crushed Rock Conveyors abated by A-341 Baghouse,  

¶ S-390 Conveyor abated by A-390 Baghouse was moved to Table IV & Table VII ï EE-1 since it 

is not subject to NSPS 40 CFR Part 60 Subpart OOO because it was constructed prior to Aug. 31, 

1983 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required an annual source test 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was updated to 60.672(a) and the 

monitoring citation was updated to 60.11 and 60.675 for specificity 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) fugitive emissions opacity limitation was 

replaced with Section 60.672(b), and Section 60.672(a) opacity limitation from stack emissions 

was added since these sources are abated by baghouses and have stack emissions 

¶ NSPS 40 CFR Part 60.672, Monitoring citation frequency and reporting were added since these 

sources are required to demonstrate compliance by initial performance test 

¶ Changed description of BAAQMD Condition 7247 Part 7 from Hour of Operation to Hours of 

Operation 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï EE-1 

S-390 Conveyor abated by A-390 Baghouse 

¶ S-390 Conveyor abated by A-390 Baghouse was separated from Table IV & Table VII ï FF since 

it is not subject to NSPS 40 CFR Part 60 Subpart OOO because it was constructed prior to Aug. 

31, 1983 

¶ S-390 has been granted a Permit Shield from NSPS 40 CFR Part 60 Subpart OOO because it was 

constructed prior to Aug. 31, 1983 
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¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï FF (renumbered from Table IV & Table VII ïGG) 

S-342 Rock Crushers abated by A-342 Baghouse 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required an annual source test 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was updated to Section 60.672(a) and 

monitoring citation was updated to 60.11 and 60.675 for specificity 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(b) is replaced with 60.672(a) opacity 

limitation since the source is abated by a baghouse and has stack emissions 

¶ Corrected Basis for BAAQMD Condition # 7246 Part 10 from NESHAPs to NSPS 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï GG (renumbered from Table IV & Table VII ïHH) 

S-344 Rockplant Wet Screen Feed Conveyor abated by A-350 Water Spray System 

¶ BAAQMD 6-310 and 6-311 were deleted since this is a fugitive dust source not subject to these 

requirements 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was deleted since this source does not 

have stack emissions 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) fugitive emissions opacity limitation from 

crushers was replaced with Section 60.672(b) fugitive emissions opacity limitation for other 

sources since this is not a crusher and monitoring citation was updated to 60.11 and 60.675 

 

Table IV & Table VII ï HH (renumbered from Table IV & Table VII ïII)  

S-350 Rockplant Wet Screen and Conveying abated by A-350 Water Spray System 

¶ BAAQMD 6-310 and 6-311 were deleted since these are fugitive dust sources not subject to these 

requirements 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 
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¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was deleted since this source does not 

have stack emissions 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) fugitive emissions opacity limitation from 

crushers was replaced with Section 60.672(b) fugitive emissions opacity limitation for other 

sources since this is not a crusher and monitoring citation was updated to 60.11 and 60.675 

 

Table IV & Table VII ï II (renumbered from Table IV & Table VII ïJJ) 

S-360 Rockplant Wet Aggregate Loadout System abated by A-360 Water Spray System 

¶ BAAQMD 6-310 and 6-311 were deleted since these are fugitive dust sources not subject to these 

requirements 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was deleted since this source does not 

have stack emissions 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) fugitive emissions opacity limitation from 

crushers was replaced with Section 60.672(b) fugitive emissions opacity limitation for other 

sources since this is not a crusher and monitoring citation was updated to 60.11 and 60.675 

 

Table IV & Table VII ï JJ (renumbered from Table IV & Table VII ïKK) 

S-380 Sand Transfer Hopper,  

S-381 Sand Storage Pile,  

S-382 Water Clarifier Fines System  

S-380, S-381, And S-382 Also Abated by A-370 Haul Road Sprinkler System 

¶ S-370 Aggregate Additive Transfer System with Silo abated by A-370 Water SprayHaul Road 

Sprinkler System was moved to Table IV & Table VII ï JJ-1 since it is not subject to NSPS 40 

CFR Part 60 Subpart OOO because it was constructed prior to Aug. 31, 1983 

¶ BAAQMD 6-310, 6-311 were deleted since these are fugitive dust sources not subject to these 

requirements 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.670(f) was placed as a separate requirement to 

identify applicable Subpart A requirements 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(a)(1) was deleted since this source does not 

have stack emissions 

¶ NSPS 40 CFR Part 60 Subpart OOO Section 60.672(c) fugitive emissions opacity limitation from 

crushers was replaced with Section 60.672(b) fugitive emissions opacity limitation for other 

sources since this is not a crusher and monitoring citation was updated to 60.11 and 60.675 

¶ The abatement description was corrected from ñWater Sprayò to ñA-370 Haul Road Sprinkler 

Systemò  

 

 

Table IV & Table VII ï JJ-1 

S-370 Aggregate Additive Transfer System with Silo abated by A-370 Water SprayHaul Road Sprinkler 

System 
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¶ S-370 Aggregate Additive Transfer System with Silo abated by A-370 Water SprayHaul Road 

Sprinkler System  was separated from Table IV & Table VII ï KK since it is not subject to NSPS 

40 CFR Part 60 Subpart OOO because it was constructed prior to Aug. 31, 1983 

¶ S-370 has been granted a Permit Shield from NSPS 40 CFR Part 60 Subpart OOO because it was 

constructed prior to Aug. 31, 1983 

¶ S-370, The abatement description was corrected from ñWater Sprayò to Haul Road Sprinkler 

Systemò  

 

Table IV & Table VII ï KK (renumbered from Table IV & Table VII ïLL)  

S-383 Rock Plant 2 Conveyors abated by A-384 Baghouse,  

S-384 Rock Plant 2 Screens abated by A-384 Baghouse 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñannual source testò per Condition # 24781 as part of the TV permit renewal review and per 

EPA comment 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ NSPS 40 CFR Part 60 Subpart OOO was deleted because the sources were constructed prior to 

Aug. 31, 1983 

¶ S-383 and S-384 have been granted a Permit Shield from NSPS 40 CFR Part 60 Subpart OOO 

because they were constructed prior to Aug. 31, 1983 

¶ 40 CFR Part 64 CAM requirements and CAM plan were added for S-384 

¶ BAAQMD condition # 20751 Parts 2 to 6 and # 20753 Parts 1 & 3 were was deleted added and 

replaced  by Condition #24781 

¶ BAAQMD Condition # 24781 was added to incorporate the CAM requirement 

 

Table IV & Table VII ï LL (renumbered from Table IV & Table VII ïMM) 

S-412 FINISH MILL (6-GM-3) ABATED BY A-218 DUST COLLECTOR 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b)(4) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1347 monitoring citation, protocol & frequency, reporting protocol, 

recordkeeping protocol updated to reflect compliance with 63.1350(m) 
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¶ NESHAP 40 CFR Part 63.1347 monitoring citation corrected from BAAQMD condition # 

139000 to 13900 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1350(e), (e)(1), and (e)(2) were deleted because CFR 63.1350(m) 

exempts these daily Method 22 testing requirements 

¶ NESHAP 40 CFR Part 63.1350(m) Daily M22 opacity testing exemption because S-412 is 

equipped with bag leak detection system was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3a was added since it was previously omitted 

¶ BAAQMD Condition # 24621 Part 2 was added to require source test every 5 years per TV 

permit renewal review 

 

Table IV & Table VII ï MM (renumbered from Table IV & Table VII ï NN) 

S-414 Kiln Dust Additive Bin abated by A-413 Dust Collector 

¶ For Monitoring Protocol, Pressure Drop Manometer was changed to Pressure Drop Monitoring 

for consistency 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 6-1-301, 310, 311 and SIP 6-301, 310, 311 monitor citation were modified 

to add CAM Condition #24781 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.1 Applicability, 63.2 

Definitions, 63.3 Units and Abbreviations, 63.5 Preconstruction review and notification 

requirements, 63.9 Notification Requirements were added since they were previously omitted 

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions:  Sections 63.11 Control Device 

Requirement was deleted because the abatement device is not a flare; therefore, it is not 

applicable 

¶ NESHAP 40 CFR Part 63.1340(b) Applicability was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1341 Definitions was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1349(a) Initial Compliance with emission limit was added since it was 

previously omitted 
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¶ NESHAP 40 CFR Part 63.1350(j) Monitor opacity according to O&M plan was added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1351 Compliance date June 14, 2002 was added since it was 

previously omitted 

¶ NESHAP 40 CFR Part 63.1353(a) Notification Requirements was added since it was previously 

omitted 

¶ NESHAP 40 CFR Part 63.1353(b)(5) Notification of Compliance Status for affected sources that 

become subject to a relevant standard was added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(a) Reporting Requirements of Subpart A 

¶ NESHAP 40 CFR Part 63.1354(b)(4) Semiannual reporting of O&M and SSM (startup, 

shutdown, malfunction) actions consistent with the plans reporting requirements added since it 

was previously omitted 

¶ NESHAP 40 CFR Part 63.1354(b)(5) Notification of actions not consistent with O&M and SSM 

plans reporting requirements added since it was previously omitted 

¶ NESHAP 40 CFR Part 63.1358 Implementation and Enforcement was added since it was 

previously omitted 

¶ 40 CFR Part 64 Compliance Assurance Monitoring requirements were added 

¶ BAAQMD Condition # 13982 Part 1 Ringelmann limit citation was corrected to 1.0 and the 

monitor frequency is changed from quarterly to monthly per NSR A/N 21217 

¶ BAAQMD Condition # 13982 Part 2 emission limit citation was corrected to outlet grain loading 

limitation and the monitor frequency is changed from quarterly to monthly per NSR A/N 21217 

¶ BAAQMD Condition # 13982 Part 5 the monitor frequency is changed from quarterly to monthly 

per NSR A/N 21217 

¶ BAAQMD Condition # 13982 Part 6,7,8 and 9 added the pressure drop inspection, inspection 

record, initial and every five year source test per NSR A/N 21217 

¶ BAAQMD Condition # 20751 was removed because Condition #13982 replaced it per NSR A/N 

21217 

¶ BAAQMD Condition # 24781 was added to require Compliance Assurance Monitoring (CAM) 

¶ BAAQMD Condition # 20751 Part 2 limit, monitoring citation, protocol & frequency, reporting 

protocol, recordkeeping protocol were added since they were previously omitted 

¶ BAAQMD Condition # 20751 Part 3b was added since it was previously omitted 

 

Table IV & Table VII ï NN (renumbered from Table IV & Table VII ïWW) 

S-415 Finish Mill Building Conveyor abated by A-415 Dust Collector 

¶ BAAQMD Regulation 6-1-301 and 3-1-310, and SIP 6-301 and 6-310 limit, monitoring citation, 

protocol & frequency, reporting protocol, recordkeeping protocol were added since they were 

previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP Regulation 6-311 monitoring protocol& frequency were 

changed to ñNo monitoringò because these sections do not have monitoring requirements 

¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 6-1-311 and SIP 6-311 operating parameters were modified from ñnoneò 

to ñsource test every 5 yrsò per Condition # 24621 as part of the TV permit renewal review and 

per EPA comment for sources that are not required to perform an annual source test 

¶ BAAQMD Regulation 10:  Standards of Performance for New Stationary Sources Part 1 and Part 

10 were removed because this source is exempt from NSPS 40 CFR Part 60 Subpart F per 

NESHAP 40 CFR Part 63.1356(a). 
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¶ 40 CFR Part 60 Subpart OOO:  Standards of Performance for Nonmetallic Mineral Processing 

Plants was removed because this source is not subject to this regulation.   

¶ NESHAP 40 CFR Part 63 Subpart A, General Provisions was added since this source is subject to 

NESHAPs 

¶ NESHAP 40 CFR Part 63 Subpart LLL, National Emissions Standards for Hazardous Air 

Pollutants From the Portland Cement Manufacturing Industry was added since it was previously 

omitted 

¶ BAAQMD Condition # 20751 was added to require installation of manometer and quarterly 

pressure drop recordkeeping per Title V renewal review 

¶ BAAQMD Condition # 21345 Part 1 description abbreviated and throughput limit moved to 

Limit column 

¶ BAAQMD Condition # 21345 Part 3 description changed and ñoutletò grain loading.  Monitoring 

citation, monitoring protocol & frequency, reporting protocol, and recordkeeping protocol were 

added since the facility is required to have pressure drop monitoring for this baghouse per 

BAAQMD Condition # 21345 Part 2 

¶ BAAQMD Condition # 24621 Part 2 was added to require a source test every 5 years per TV 

permit renewal review 

 

 

Table IV ï OO, PP, QQ, RR and Table VII ï OO, PP, QQ, RR were removed because sources S-440, 

441, 442, and 443 were removed. 

 

Table IV & Table VII ï OO is a newly permitted source 

S-444 Emergency Clinker Conveyor abated by A-444 Water Spray 

¶ This table was added for existing source per NSR Application # 15217 

 

Table IV & Table VII ï PP (renumbered from Table IV & Table VII ïSS) 

S-501 Emergency Diesel Generator 

S-502 Emergency Diesel Generator 

¶ BAAQMD Regulation 9-1-301 Ground Level Concentration (SO2) was added since it was 

previously omitted 

¶ BAAQMD Regulation 9-8-330 sections were added since the regulation was amended on 

7/25/2007 and these sections are now applicable.  Monitoring citations were updated 

¶ SIP Regulation 9-8 was added for the federally enforceable section.  This regulation excluded 

emergency standby engines 

¶ Applicable requirement of CARB Stationary Diesel ATCM is added since it was omitted 

¶ Condition # 18855 was deleted and replaced with Condition # 22820 since these engines are 

subject to the CARB Stationary Diesel ATCM 

 

Table IV & Table VII ï PP-1 

S-503 Portable Compressor Driver 

S-504 Portable Compressor Driver 

S-505 Portable Pump Driver 

¶ New table, added per NSR # 21387 for Loss of Exemption and low use equipment 

 

Table IV ï TT and Table VII ï TT were removed because the source (S-166) was removed. 

 

Table IV & Table VII ï QQ (renumbered from Table IV & Table VII ïVV) 

S-600 Quarry Blasting and Mobile Operations 

¶ BAAQMD Regulation 1 ï 301 was added since it was previously omitted. 
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¶ BAAQMD Regulation 6-1-601 and SIP Regulation 6-601:  Particulate Matter, Sampling, 

Sampling Facilities, Opacity Instruments and Appraisal of Visible Emissions, which refers to the 

Manual of Procedures was added since it was previously omitted 

¶ BAAQMD Regulation 10 Parts 1 and 10 (NSPS Subpart A and F) were deleted since this source 

is not subject to this regulation 

¶ Monitoring citation for BAAQMD Condition # 21025 Part 3 was removed because it was 

repetitive (Part 3 is a recordkeeping requirement) 

 

Table IV & Table VII ï RR  

S-601  Rock Hopper (9-DH-1) abated by Water Spray A-4501 

(This Table will be effective upon startup of S-601, from NSR Application #15572) 

¶ S-601 was a grandfathered source that was permitted in NSR Application # 15572 

¶ This source was constructed prior to August 31, 1983, therefore it is not subject to NSPS 40 CFR 

Part 60 Subpart OOO Standards of Performance for Nonmetallic Mineral Processing Plants 

¶ BAAQMD Regulation 6-1 and SIP Regulation 6 were added 

¶ BAAQMD Condition # 23896 Part 1:  Abatement requirement, Part 2: Ringelmann 1.0 limitation, 

Part 4:  Recordkeeping requirements, Part 6:  Records retention requirement 

 

Table IV & Table VII ï SS  

S-602  Conveyor System (9-PAF-1, 9-BC-1, 9-BC-2) abated by Torit Shaking Baghouse Filters A-4502, 

A-4503, A-4504 

S-603  Vibrating Grizzly (9-VG-1) abated by Torit Shaking Baghouse Filter A-4503 

S-605  Jaw Crusher (9-CR-1) abated by Torit Shaking Baghouse Filter A-4503 

(This Table will replace Table IV & Table VII ï U upon startup of S-605 Jaw Crusher, which replaces S-

201, from NSR Application #15572) 

¶ S-602 and S-603 were grandfathered sources that were permitted in NSR Application # 15572 

¶ S-605 is a new source permitted in NSR Application # 15572 

¶ BAAQMD Regulation 6-1 and SIP Regulation 6 were added 

¶ BAAQMD Regulation 10 Standards of Performance for New Stationary Sources, Part 1:  Subpart 

A ï General Provisions, and Part 66 Subpart OOO ï Standards of Performance for Non-metallic 

Mineral Processing Plants was added since the sources are now abated by the same baghouse and 

emissions cannot be distinguished between the sources.  S-202 was listed in the Permit Shield 

from NSPS requirements, however, since emissions will be emitted through the same stack as S-

604, which is subject to NSPS, S-202 will now be subject to NSPS requirements. 

¶ NSPS 40 CFR Part 60 Subpart OOO:  Standards of Performance for Non-metallic Mineral 

Processing Plants was added 

 
Table IV & Table VII ï TT 
S-606 Storage Piles Area 1 abated by A-606 Water Spray 
S-607 Storage Piles (Area 2) abated by A-607 Water Spray 

¶ Table of requirements was added for these new sources (NSR Application # 19385) 

 

Table IV & Table VII ï UU 

P-111 for S-111 Rail Unloading System, 

P-112 for S-112 Additive Hopper Transfer System,  

P-113 and P-114 for S-113 additive Bin Transfer Facilities, 

P-115 for  S-115 Additive Storage,  

 

¶ S-173 and S-174, A-175 and A-174 were removed from service 
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¶ Reg. 11-1 lead requirements for P-141 and P-142 for S-141 and S-142 Raw Mills were moved to 

Table IV & VII ï K 

¶ Reg. 11-1 lead requirements for P-141, P-142, P-171, and P-172 for S-154 Precalciner Kiln were 

moved to Table IV & VII ï N  

¶ Reg. 11-1 lead requirements for P-171 and P-172 for S-171 and S-172 Kiln Fuel Mill System and 

Precalciner Fuel Mill System were moved to Table IV & VII ï Q 

¶ SIP Regulation 11, Rule 1 was added for completeness 

 

V.  Schedule of Compliance 

A schedule of compliance is required in all Title V permits pursuant to BAAQMD Regulation   2-6-

409.10 which provides that a major facility review permit shall contain the following information and 

provisions: 

 

ñ409.10 A schedule of compliance containing the following elements:   

10.1 A statement that the facility shall continue to comply with all applicable requirements 

with which it is currently in compliance; 

10.2 A statement that the facility shall meet all applicable requirements on a timely basis as 

requirements become effective during the permit term; and 

10.3 If the facility is out of compliance with an applicable requirement at the time of issuance, 

revision, or reopening, the schedule of compliance shall contain a plan by which the 

facility will achieve compliance.  The plan shall contain deadlines for each item in the 

plan.  The schedule of compliance shall also contain a requirement for submission of 

progress reports by the facility at least every six months.  The progress reports shall 

contain the dates by which each item in the plan was achieved and an explanation of why 

any dates in the schedule of compliance were not or will not be met, and any preventive 

or corrective measures adopted.ò 

 

Since the District has not determined that the facility is out of compliance with an applicable requirement, 

the schedule of compliance for this permit contains only sections 2-6-409.10.1 and 2-6-409.10.2. 

 

The BAAQMD Compliance and Enforcement Division has conducted a review of compliance over the 

past year and there is no evidence of on-going non-compliance and recurring pattern of violations that 

would warrant consideration of a Title V permit compliance schedule.  The compliance report is 

contained in Appendix A of this permit evaluation and statement of basis. 

 

V. Permit Conditions 

During the Title V permit development, the District has reviewed the existing permit conditions, deleted 

the obsolete conditions, and, as appropriate, revised the conditions for clarity and enforceability.  Each 

permit condition is identified with a unique numerical identifier, up to five digits. 

 

When necessary to meet Title V requirements, additional monitoring, recordkeeping, or reporting 

requirements have been added to the permit. 

 

All changes to existing permit conditions are clearly shown in ñstrike-out/underlineò format in the 

proposed permit.  When the permit is issued, all ñstrike-outò language will be deleted and all ñunderlineò 

language will be retained, subject to consideration of comments received. 

 

The existing permit conditions are derived from previously issued District Authorities to Construct (A/C) 

or Permits to Operate (P/O).  Permit conditions may also be imposed or revised as part of the annual 

review of the facility by the District pursuant to California Health and Safety Code (H&SC) § 42301(e), 
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through a variance pursuant to H&SC § 42350 et seq., an order of abatement pursuant to H&SC § 42450 

et seq., or as an administrative revision initiated by District staff.  After issuance of the Title V permit, 

permit conditions will be revised using the procedures in Regulation 2, Rule 6, Major Facility Review. 

 

The District has reviewed and, where appropriate, revised or added new annual and daily throughput 

limits on sources so as to help ensure compliance with District rules addressing preconstruction review.  

The applicability of preconstruction review depends on whether there is a ñmodified sourceò as defined in 

District Rule 2-1-234.  Whether there is a modified source depends in part on whether there has been an 

ñincreaseò in ñemission level.ò   2-1-234 defines what will be considered an emissions level increase, and 

takes a somewhat different approach depending on whether a source has previously permitted by the 

District. 

 

Sources that were modified or constructed since the District began issuing new source review permits will 

have permits that contain throughput limits, and these limits are reflected in the Title V permit.  These 

limits have previously undergone District review, and are considered to be the legally binding ñemission 

levelò for purposes of 2-234.1 and 2-1-234.2.  By contrast, for older sources that have never been through 

preconstruction review (commonly referred to as ñgrandfatheredò sources), an ñincreaseò in ñemission 

levelò is addressed in 2-1-234.3.  A grandfathered source is not subject to preconstruction review unless 

its emission level increases above the highest of either: 1) the design capacity of the source, 3) the 

capacity listed in a permit to operate, or 3) highest capacity demonstrated prior to March 2000.  However, 

if the throughput capacity of a grandfathered source is limited by upstream or downstream equipment 

(i.e., is ñbottleneckedò), then the relaxing of that limitation (ñdebottleneckingò) is considered a 

modification.     

 

The District has written throughput limits into the Title V permit for grandfathered sources.  As discussed 

above, these limits are written for the purpose of determining whether an increase in emission levels has 

occurred.  The purpose of these limits is to facilitate implementation of preconstruction review program.  

If these limits are exceeded, the facility would be expected to report the exceedance, and the District 

would treat the reported exceedance as presumptively establishing the occurrence of a modification.  The 

facility would then be expected to apply for a preconstruction permit addressing the modification and the 

District would consider whether an enforcement action was appropriate.   

 

It is important to note the presumptive nature of throughput limits for grandfathered sources that are 

created in the Title V permit.  These limits are generally based upon the Districtôs review of information 

provided by the facility regarding the design capacity or highest documented capacity of the 

grandfathered source.  To verify whether these limits reflect the true design, documented, or 

ñbottleneckedò capacity (pursuant to 2-10234.1) of each source is beyond the resource abilities of the 

District in this Title V process.  Moreover, the District cannot be completely confident that the facility has 

had time or resources necessary to provide the most accurate information available in this regard.  

Creating throughput limits in the Title V permit for grandfathered sources is not required by either Part 70 

or the Districtôs Major Facility Review rules.  Despite the lack of such a requirement, and despite the 

resource and information challenges presented in the Title V process, the District believes that writing 

presumptive limits for grandfathered sources into the Title V permit will provide a measure of 

predictability regarding the future applicability of the preconstruction review program, and that this 

increased predictability is universally beneficial.   

 

It follows from the presumptive nature of these throughput limits for grandfathered sources that 

exceedance of these limits is not per se a violation of the permit.  Failure to report an exceedance would 

be a permit violation.  In this sense, the throughput limits function as monitoring levels, and are imposed 

pursuant to the Districtôs authority to required monitoring that provide a reasonable assurance of 

compliance. If an exceedance occurs, the facility would have an opportunity to demonstrate that the 
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throughput limit in fact did not reflect the appropriate limit for purposes of 2-1-234.3.  If the facility can 

demonstrate this, no enforcement action would follow, and the permit would be revised at the next 

opportunity.  It also follows that compliance with these limits is not a ñsafe harborò for the facility.  If 

evidence clearly shows that a grandfathered source has undergone a ñmodificationò as defined in  

2-1-234.3, the District would consider that a preconstruction review-triggering event, notwithstanding 

compliance with the throughput limit in the Title V permit.  In other words, the protection afforded the 

facility by complying with the throughput limit in the Title V permit is only as strong as the information 

on which it was based.  There is no Title V ñpermit shieldò associated with throughput limits for 

grandfathered sources, as they are being proposed. A shield may be provided if the District determines 

with certainty that a particular limit is appropriate for purposes of 2-1-234.3. 

  

 

Conditions that are obsolete or that have no regulatory basis have been deleted from the permit.   

 

Conditions have also been deleted due to the following: 

¶ Redundancy in recordkeeping requirements. 

¶ Redundancy in other conditions, regulations and rules. 

¶ The condition has been superseded by other regulations and rules. 

¶ The equipment has been taken out of service or is exempt. 

¶ The event has already occurred (i.e. initial or start-up source tests). 

 

The regulatory basis is listed following each condition.  The regulatory basis may be a rule or regulation.  

The District is also using the following terms for regulatory basis: 

¶ BACT:  This term is used for a condition imposed by the Air Pollution Control Officer (APCO) to 

ensure compliance with the Best Available Control Technology in Regulation 2-2-301. 

¶ Cumulative Increase:  This term is used for a condition imposed by the APCO that limits a  

sourceôs operation to the operation described in the permit application pursuant to BAAQMD 

Regulation 2-1-403. 

¶ Offsets:  This term is used for a condition imposed by the APCO to ensure compliance with the use 

of offsets for the permitting of a source or with the banking of emissions from a source pursuant to 

Regulation 2, Rules 2 and 4. 

¶ PSD:  This term is used for a condition imposed by the APCO to ensure compliance with a 

Prevention of Significant Deterioration permit issued pursuant to Regulation 2, Rule 2. 

¶ Regulation 2-5 or Toxics:  This term is used for a condition imposed by the APCO to ensure 

compliance with limits that arise from the Districtôs Regulation 2, Rule 5. 

 

Parametric monitoring requirement(s) has been added for each new abatement device (A- 4502, A-4503, 

A-4504, A-216, A-221, A-242) to assure compliance with the applicable requirements.  The parametric 

monitoring for these devices is a Triboflow broken bag leak detector or a manometer, which measures 

pressure drop across the baghouse.   

 

Changes to permit: 

¶ Language in each permit condition was changed to identify the owner/operator as the persons 

subject to the condition 

¶ Condition # 603 was modified per NSR # 18535.  Added ñat the exhaust dust collectors (A-141, 

A-142, A-171 and A-172)ò for clarification in Part 8 

¶ Condition # 603 was modified per NSR # 21753. Added Parts 11 through 15 

¶ Condition # 804 was deleted because Part 1 (abatement requirement) is redundant with Condition 

# 603 Part 1 and Condition # 804 Part 2 (PM mass limit) is redundant with Condition # 2786 Part 

B. 
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¶ Condition # 805 ï included explanation that Condition # 805 will be replaced by Condition # 

23896 with the startup of S-605 (which will replace S-201); S-202 will also be subject to 

Condition #23896 

¶ Condition # 1004 was deleted and S-172 was combined in Condition # 603 

¶ Condition # 1545 description of A-211 was corrected 

¶ Condition # 1720 was deleted since all sources subject to this condition were deleted 

¶ Condition # 2786 B was added PM annual source test requirement for Title V review 

completeness and descriptions of sources were changed from ñFeed Millsò to ñRaw Millsò for  

S-141 and S-142 and ñCoal Dryingò to ñFuel Dryingò for S-171 and S-172. 

¶ Condition # 2786 source descriptions were corrected, Part A.1. Basis was added as Cumulative 

Increase, Part A.4. ñKaiserò was deleted 

¶ Condition #4996 Part 3 was corrected to limit PM10 from existing baghouses A-217 and A-231 

¶ Condition #4996 Part 4 was added to limit PM10 from new baghouses abating S-216, S-221, and 

S-242 to BACT level of 0.0013 gr/dscf per NSR Application # 17534 

¶ Condition #4996 Part 5 was added per NSR Application # 17534 

¶ Condition #4996 Part 6 was modified to require recordkeeping of pressure drop across each 

baghouse along with hours of operation per NSR Application # 17534 

¶ Condition #7246, Part 1 was added per EPA comment to require emission units with control shall 

not operate unless the control equipment is also operating 

¶ Condition # 11780 name of facility was changed to Lehigh Southwest Cement Company, NOx 

was written out, Part C.2. ñeffectedò was corrected to ñaffectedò, Part E.1. reference to Part (d)(1) 

was corrected to Part D.1. in NSR Application # 18535, Part B.1 was added per EPA comment to 

require emission units with control shall not operate unless the control equipment is also 

operating 

¶ BAAQMD Condition # 13982 Parts 1 through 5 was modified and added parts 6 through 9 per 

NSR A/N 21217 

¶ Condition # 16109:  S-56 was deleted.  Part 2a was changed to Part 2.  Part 2b was deleted since 

these requirements are redundant to Condition # 20751 Parts 1, 2, and 3b.  Part 5 was detailed to 

include source numbers for cement loadout sources (S-45, S-46, and S-47 are used for onsite 

delivery of cement to silos). 

¶ Condition # 16109: S-167 Lime Bin was added and Parts 5 and 6 were modified per NSR # 

12753 

¶ Condition # 17352 was deleted since the sources subject to this condition are now exempt 

¶ Condition # 17918 was deleted since all sources subject to this condition were deleted 

¶ Condition # 18474 was deleted since the source was deleted 

¶ Condition # 18855 was deleted and replaced with Condition # 24375 since these emergency 

standby diesel engines are subject to California Health and Safety Code Title 17, Section 93115:  

Airborne Toxic Control Measure for Stationary Compression Ignition Engines 

¶ Condition # 20026 was deleted since the source was deleted 

¶ Condition # 20751:   

o S-21/A-13 was added since it was previously omitted 

o S-111, 112, 113, 115, 121, 122, 123, 131, 132, 134, 135, 141, 142, 143, 144, 151, 153, 

154, 161, 162, 163, 164, 165, 171, 172, 218 were added since they were previously 

omitted  

o S-415/A-415 was added to part 1 and Part 3b to require installation of manometer and 

quarterly pressure drop recordkeeping per Title V renewal review 

o S-56, S-57, S-166, S-173, S-174, S-203, S-214, S-215, S-441, S-442 and their abatement 

devices were deleted since the sources were deleted 
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o A-10, A-13, A-58, A-121, A-122, A-141, A-142, A-143, A-144, A-151, A-152, A-161, 

A-165, A-190, A-218, A-414, A-420 to A-431, A-433 to A-436, A-447 to 450 were 

removed from Parts 2, 3a, 3b and 3c because Condition # 24781 replaced the CAM 

requirements 

o Part 1 was added per EPA comment to require emission units with control shall not 

operate unless the control equipment is also operating 

o Part 2 was replaced with the pressure drop limits for each baghouse 

¶ Condition # 20753 

o S-21/A-13 were added since they were previously omitted 

o S-173, S-174, S-203, S-214, S-215, were deleted since the sources were deleted 

o S-414 was deleted since Condition # 13982 has duplicated requirements per NSR A/N 

21217 

o S-19, S-21, S-112, S-122, S-143, S-144, S-151, S-153, S-154, S-162, S-163, S-164, S-

165, S-171 and S-172 were deleted because Condition # 24781 replace the CAM 

requirements  

¶ Condition # 21345 Part 2 requirement to equip baghouse with manometer was deleted and moved 

to Condition # 20751 Part 1 for consistency per Title V renewal review 

¶ Condition # 23416 was added per TV # 16867/NSR # 15217 

¶ Condition # 23896 was added per NSR #15572 

¶ Condition # 23942 was added per TV # 17734/NSR #15342 

¶ Condition # 24375 replaces Condition # 18855 

¶ Condition # 24297 was added per NSR# 20199 

¶ Condition # 24298 was added per NSR# 20199 

¶ Condition #24557 was added for S-503, S-504 and S-505 Portable Drivers per NSR A/N 21387   

¶ Condition #24621, Facility Wide, Part 1 was added to require Lehigh operates and maintains a 

Districtôs approved Fugitive and Dust Control Plan for sources that are not regulated under 

NESHAP Subpart LLL.  Condition #24621, Part 2 to require Lehigh performs source tests at least 

once every five years for abatement devices that currently have pressure monitors or baghouse 

leak detection system 

¶ Condition #24626 was added per NSR # 21754 Lime Slurry Injection System 

¶ Condition # 24781 was added to incorporate CAM requirement for S-17, S-19, S-21, S-45, S-46, 

S-47, S-48, S-49, S-50, S-74, S-121, S-122, S-141, S-142, S-143, S-144, S-151, S-153,S-154, S-

161, S-162, S-163, S-164, S-165,S-171, S-172,  S-210, S-211, S-218, S-220, S-230, S-384 and S-

414.   

 

VII.  Applicable Limits and Compliance Monitoring Requirements 

This section was deleted and combined with Section IV. 

 

The combined Section IV and VII of the permit is a summary of numerical limits and related monitoring 

requirements for each source.  The summary includes a citation for each monitoring requirement, 

frequency of monitoring, and type of monitoring.   

 

The District has reviewed all monitoring and has determined the existing monitoring is adequate with the 

following exceptions. 

 

The tables below contain only the limits for which there is no monitoring or inadequate monitoring in the 

applicable requirements.  The District has examined the monitoring for other limits and has determined 

that monitoring is adequate to provide a reasonable assurance of compliance.  Calculations for potential to 

emit will be provided in the discussion when no monitoring is proposed due to the size of a source.   
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Monitoring decisions are typically the result of a balancing of several different factors including: 1) the 

likelihood of a violation given the characteristics of normal operation, 2) degree of variability in the 

operation and in the control device, if there is one, 3) the potential severity of impact of an undetected 

violation, 4) the technical feasibility and probative value of indicator monitoring, 5) the economic 

feasibility of indicator monitoring, and 6) whether there is some other factor, such as a different 

regulatory restriction applicable to the same operation, that also provides some assurance of compliance 

with the limit in question. 

 

These factors are the same as those historically applied by the District in developing monitoring for 

applicable requirements.  It follows that, although Title V calls for a re-examination of all monitoring, 

there is a presumption that these factors have been appropriately balanced and incorporated in the 

Districtôs prior rule development and/or permit issuance.  It is possible that, where a rule or permit 

requirement has historically had no monitoring associated with it, no monitoring may still be appropriate 

in the Title V permit if, for instance, there is little likelihood of a violation.  Compliance behavior and 

associated costs of compliance are determined in part by the frequency and nature of associated 

monitoring requirements.   As a result, the District will generally revise the nature or frequency of 

monitoring requirements only when it can support a conclusion that existing monitoring is inadequate. 

No additional criteria pollutant monitoring was required for the pre-calciner kiln (S-154), however, to 

quantify the emissions of NOx, CO, and SO2, the District required installation of six new flow meters for 

S-141, S-142, S-154, S-171 and S-172. 

 

PM Sources  

 

 

S# & Description 

Emission Limit 

Citation 

Federally Enforceable 

Emission Limit 

 

Monitoring  

S-141, S-142, 

154, S-161, S-

171, S-172 

SIP 6-311 FILTERABLE 

PARTICULATE 

4.10P
0.67 

lb/hr
. 
where P is 

process weight, ton/hr 

Annual Source Test 

S-141, S-142, 

154, S-161, S-

171, S-172 

BAAQMD 

Condition # 2786 B 

S-141, S-142, S-154 = 36 

lbs/hr & 0.02 gr/dscf; 

S-161 = 8 lbs/hr & 0.01 

gr/dscf; 

S-171, S-172 = 6.6 lbs/hr 

& 0.02 gr/dscf  

Annual Source Test 

S-100, S-444, S-

600, S-606, S-607 
SIP 6-301 OPACITY 

Ringelmann 1.0 for < 3 

min/hr 

N-Water Spray 

S-501 and S-502 SIP 6-303 OPACITY 

Ringelmann 2.0 for < 3 

min/hr 

N-Water Spray 

S-17, S-19, S-21, 

S-45, S-46, S-47, 

S-48, S-49, S-50, 

S-54, S-55, S-74, 

S-111,  

S-112, S-113,  

S-115, S-121,  

 

 

 

SIP 6-310 and 

 

 

SIP 6-311 

 

 

 

 

FILTERABLE 

PARTICULATE 

0.15 gr/dscf  

 

 

 

Source Test Every 

Five Years per 

Condition # 24621, 

part 2 
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PM Sources  

 

 

S# & Description 

Emission Limit 

Citation 

Federally Enforceable 

Emission Limit 

 

Monitoring  

S-122, S-123,  

S-131, S-132,  

S-134, S-135,  

S-143, S-144,  

S-151, S-153,  

S-162, S-163,  

S-164, S-165,  

S-210, S-211,  

S-216, S-217,  

S-218, S-220,  

S-221, S-222,  

S-230, S-231,  

S-240, S-242,  

S-243, S-244,  

S-245, S-301,  S-

340,  

S-341, S-342,  

S-343, S-383,  

S-384, S-390,  

S-412, S-414,  

S-415, S-501, S-

502, S-600, S-

602,  

S-603. S-604,  

S-605 

 

FILTERABLE 

PARTICULATE 

4.10P
0.67 

lb/hr
. 
where P is 

process weight, ton/hr 

N 

 

 

PM Discussion: 

 

The addition of annual PM source test for sources S-141, S-142, S-154, S-161, S-171 and S-172 were 

required as a result of the Title V renewal review.  The annual source test requirement is adequate 

because previous source tests have consistently demonstrated compliance with the applicable 

requirement.  

 

S-100, S-176, S-187, S-201, S-202, S-444, S-601, S-606, S-607 are subject to opacity standards in SIP 

 6-301.  No monitoring is required since these sources are abated by water sprays and are expected to 

continue to comply with the opacity standards. 

 

Particulate Weight Limitation and Allowable Rate of Emissions Based on Process Weight 

Rate.  BAAQMD Regulation 6-310 limits filterable particulate (FP) emissions from any source 

to 0.15 grains per dry standard cubic foot (gr/dscf) of exhaust volume. These are the ñgrain loadingò 

standards. 

 

S-17, S-19, S-45, S-46, S-47, S-48, S-49, S-50, S-54, S-55, S-111, S-112, S-113, S-115, S-121, S-122, S-

123, S-131, S-132, S-134, S-135, S-143, S-144, S-151, S-153, S-162, S-163, S-164,  



  

Permit Evaluation and Statement of Basis:  Site A0017, Lehigh Southwest Cement Company 

24001 Stevens Creek Boulevard Cupertino, CA  95014 

 

 
 

 66 

S-165, S-210, S-211, S-216, S-217, S-218, S-220, S-221, S-222, S-230, S-231, S-240, S-242,  

S-243, S-244, S-245, S-340, S-341, S-342, S-343, S-383, S-384, S-390, S-412, S-414, S-415,  

S-501, S-502, S-602, and S-603. S-604 and S-605 are subject to particulate weight limitations in  

SIP 6-310 and SIP 6-311.  These sources are abated by baghouses/dust collectors, which typically comply 

with the grain loading of 0.15 grains per dry standard cubic foot (gr/dscf) of exhaust volume in SIP 6-310 

and the particulate weight limitations in SIP 6-311.  Pressure drop monitoring and/or broken bag leak 

detection are used to monitor baghouse function and a source test every five years is expected to be 

adequate for compliance with the particulate weight limitations in SIP 6-310 and SIP 6-311.  Some of 

these sources are subject to CAM condition # 24781, which satisfied the CAM requirement of 40 CFR 

Subpart 64. 

 

S-600 is subject to opacity standards in SIP 6-301 and particulate weight limitations in  

SIP 6-310 and SIP 6-311.  The source is expected to be in compliance with these requirements because 

the blasting operation is below surface level and the plume is contained within the pit.  No visible 

emissions can be viewed above surface level. 

 

Diesel Backup Generators (S-501 and S-502) Monitoring for Regulation 6-310 

Reference:  Order Item III.G.5.c on page 38 of the order. 

 

BAAQMD Regulation 6-310 limits grain loading to 0.15 grains per dry standard cubic foot.  As discussed 

below, periodic monitoring is not justified for the engines.  Diesel engines S-501 and S-502 are for 

emergency backup purposes.  S-501 and S-502 provide emergency electrical power to the control room.   

 

No periodic monitoring is justified for these engines for three reasons: (1) potential to emit is low, (2) 

grain loading is unlikely to exceed the Regulation 6-310 limit, and (3) CAPCOA/CARB/EPA Region IX 

guidance does not recommend periodic monitoring for this type of source.  Each of these reasons is 

discussed in greater detail below. 

 

First, the potential to emit (PTE) for particulate for these engines is low.  The following table shows the 

emissions using the factor of 0.0022 lb PM10/hp-hr for diesel engines in Chapter 3, Stationary Internal 

Combustion Engines, of AP-42, Compilation of Air Pollutant Emission Factors, Volume 1, Stationary 

Point and Area Sources, Fifth Edition.  Each engine is assumed to operate for 500 hours, using the 

guidance in John Seitz' memo of September 6, 1995 entitled Calculating Potential to Emit (PTE) for 

Emergency Generators, which states that "é500 hours is an appropriate default assumption for 

estimating the number of hours that an emergency generator could be expected to operate under worst-

case conditions." 

 

Diesel Engine Potential to Emit ï Particulate Matter 

Source # HP lb/yr @ 500 hr/yr tons/yr @ 500 hr/yr 

501 1100 1,210 0.605 

502 2168 2,385 1.192 

Total   1.797 

 

The emissions would likely be lower than the above estimates because engines in California generally use 

low-sulfur fuel containing less than 0.05% S, which lowers emissions, but by an unknown amount.  In 

addition, all four engines are subject to BAAQMD Regulation 9-8-330 that limits the non-emergency 

hours of operation to no more than 100 hours.  (EPA makes the point on page 39 of the order that the 

limit on hours of operation is not federally enforceable.  It should be noted that in the 1995 National 

Mining Association v. EPA case, the court decided that limits did not have to be federally enforceable to 

limit potential to emit.  EPAôs treatment of a state-only limit as ineffective is contrary to case law.)  
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Moreover, the recently enacted California Air Resources Board Airborne Toxics Control Measure for 

Stationary Compression Ignition Engines will significantly reduce the S-243 engine hours of operation for 

maintenance and reliability purposes.  In a good year (i.e. one with no fires or power outages), total 

engine operation could be 20% (or less) of the 500 hours per year used in the Potential to Emit 

calculations above. 

 

Second, grain loading is not likely to exceed the limit in BAAQMD Regulation 6-310.  

BAAQMD Regulation 6-310 limits PM emissions to 0.15 gr/dscf.  If it is assumed that the Diesel engine 

exhaust gases contain 15% excess oxygen under normal operating conditions, the BAAQMD Regulation 

6-310 limit can be compared to the AP-42 PM emission factor as follows: 

 

From 40 CFR 60, Appendix A, Method 19, Table 19-1, a stoichiometric dry gas combustion 

factor of 9,190 dscf/MMBTU is given for distillate oil combustion. At 15% excess O2 this factor 

becomes: 

 

9,190 x [21%/(21% - 15%)] = 32,165 dscf (combustion products)/MMBTU 

 

The conversion of 0.15 gr/dscf @ 15% O2 to lb/MMBTU is then: 

 

(32,165 dscf/MMBTU) x (0.15 gr/dscf) x (lb/7,000 gr) = 0.689 lb/MMBTU 

 

In the absence of actual emissions data for these engines, the District considers the AP-42 PM10 emission 

factor for diesel IC engines to be representative.  From AP-42 Table 3.3-1, ñEmission Factors For 

Uncontrolled Gasoline And Diesel Industrial Enginesò, the PM10 emission factor (based on fuel 

consumption) is 0.31 lb/MMBTU. Since this assumed emission factor is well below the converted 

BAAQMD Regulation 6-310 emission rate, compliance is assumed. 

 

Third, the "CAPCOA/CARB/EPA Region IX Recommended Periodic Monitoring for Generally 

Applicable Grain Loading Standards in the SIP: Combustion Sources" dated July 2001 recommends that 

the only monitoring necessary for grain-loading for non-utility distillate-oil-fueled emergency piston-type 

IC engines is recordkeeping for fuel usage, which is already required for these engines. 

 

 

SO2 Sources  

 

 

S# & Description 

Emission Limit 

Citation 

Federally Enforceable 

Emission Limit 

 

Monitoring  

S-154, S-501, S-

502 
BAAQMD 9-1-301 Ground level 

concentrations of SO2 

shall not exceed:  0.5 ppm 

for 3 consecutive minutes 

AND 0.25 ppm averaged 

over 60 consecutive 

minutes AND 0.05 ppm 

averaged over 24 hours 

N 

S-501, S-502 BAAQMD 9-1-304 Sulfur content of fuel < 

0.5% by weight 

N 
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SO2 Discussion: 
 
BAAQMD Regulation 9-1-301 

 

Area monitoring to demonstrate compliance with the ground level SO2 concentration requirements of 

Regulation 9-1-301 is at the discretion of the APCO (per BAAQMD Regulation 9-1-501).  S-501 and  

S-502 Emergency Standby Diesel Generators are required by the California Air Resources Board to use 

diesel with a sulfur limit of 0.0015% by weight.  These engines are only run periodically and with ultra 

low sulfur diesel, so compliance with 9-1-301 and 9-1-304 is expected. 

 

This facility has a CEM to monitor SO2 from S-154 Precalciner Kiln, and compliance with permit 

condition # 2786 (limiting SO2 emissions).  The fuel used at S-154 is subject to Regulation 9-1-304 

(limiting sulfur content of fuel), which requires an annual source test at the exhaust.  Therefore, 

compliance with 9-1-301 ground level concentrations of SO2 is expected.   

 

Lead Discussion: 

 

Lead Sources  

 

 

S# & Description 

Emission Limit 

Citation 

Federally Enforceable 

Emission Limit 

 

Monitoring  

P-111, P-112, P-

113, P-115 
BAAQMD 11-1-

301 

Lead from emission points  

<15 pounds per day 

N 

 

 

P-111, P-112, P-113, P-115 are subject to lead standards in BAAQMD Regulation 11-1-301.  These 

sources are abated by baghouses/dust collectors, which typically perform with a grain loading less than 

0.02 gr/dscf.  With this level of control efficiency, lead emissions are not expected to be greater than 15 

pounds per day. Lehigh is subject to the annual source test for lead in Condition # 603. 

 

THC Discussion: 

 

THC Sources  

 

 

S# & Description 

Emission Limit 

Citation 

Federally Enforceable 

Emission Limit 

 

Monitoring  

S-154 NESHAP 40 CFR 

Part 63, Subpart 

LLL Section 

63.1344(f) 

24 parts per million by 

volume (ppmv), averaged 

over 30 days, or alternatively 

9 ppmv of total organic HAP 

(Effective 9/9/2013) 

 

 Minimize THC from fuel 

combustion 

CEMS 

(Effective 9/9/2013) 

 

 

 

 

N 

 

S-154 is expected to be in compliance with NESHAP 40 CFR Part 63, Subpart LLL Section 63.1344(f) 

since the source is inspected as part of NESHAP requirements under §63.1350(i) and reported semi-
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annually per §63.1354(b)(9)(iv).  Lehigh is conducting the following Annual Combustion System 

Inspection to ensure good combustion:  Inspect the combustion system of the kilns (S-154) and in-line 

kiln/raw mills (S-141 and S-142) at least once per year to ensure the specific components of the 

combustion system are sufficient for maintaining good combustion practices.  Inspect burner pipe for 

erosion, corrosion, plugging, or other alterations that may adversely affect performance.   Inspect the 

closed-loop milling systems grinding balls, grinding rings, and other parts for wear.   

 

VII.  Test Methods 

This section of the permit lists test methods that are associated with standards in District or other rules.  It 

is included only for reference.  In most cases, the test methods in the rules are source test methods that 

can be used to determine compliance but are not required on an ongoing basis.  They are not ñapplicable 

requirementsò as defined by Regulation 2-6-202.   

 

If a rule or permit condition requires ongoing testing, the requirement will also appear in Section IV of 

the permit. 

 

Changes to Permit: 

¶ Test method citations were corrected from MOP, Volume VI to Volume IV 

¶ Test method for 8-7-302 (Vapor Tight) was added since it was previously omitted 

¶ Condition # 804 was deleted because Part 1 (abatement requirement) is redundant with Condition 

# 603 Part 1 and Condition # 804 Part 2 (PM mass limit) is redundant with Condition # 2786 Part 

B. 

¶ Condition # 1720 was deleted because the sources were deleted 

¶ Condition # 16109 Part 2 was deleted from Test Methods because the condition was redundant to 

Condition # 20751 

¶ Condition # 17918 were deleted because the sources were deleted 

¶ Condition # 18474 was deleted because the sources were deleted 

¶ Condition # 20026 was deleted because the sources were deleted 

¶ Condition # 24298 was added with CARB Executive Order VR-203 for test methods for vapor 

integrity requirements for Phase II Vapor Recovery System 

¶ Added EPA test method, performance specifications and quality assurance requirements for 

continuous emission monitoring systems 

 

VIII . Permit Shield: 

The District rules allow two types of permit shields.  The permit shield types are defined as follows:  (1) 

A provision in a major facility review permit explaining that specific federally enforceable regulations 

and standards do not apply to a source or group of sources, or (2) A provision in a major facility review 

permit explaining that specific federally enforceable applicable requirements for monitoring, 

recordkeeping and/or reporting are subsumed because other applicable requirements for monitoring, 

recordkeeping, and reporting in the permit will assure compliance with all emission limits.   

 

The second type of permit shield is allowed by EPAôs ñWhite Paper 2 for Improved Implementation of 

the Part 70 Operating Permits Program.ò  The District uses the second type of permit shield for all 

streamlining of monitoring, recordkeeping, and reporting requirements in Title V permits.  The Districtôs 

program does not allow other types of streamlining in Title V permits. 

 

This facility has the first type of permit shield. 

This permit has no streamlining. 

 

Following is the detail of the permit shields that were requested by the applicant. 
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1. The following permit shields are allowed:   
 

 

Table VIII  A-1  

Permit Shield for Non-applicable Requirements 

S-176 ROCK PLANT 1 STORAGE PILE , S-187 (AKA S-187) HOPPER AND STORAGE BIN , 

S-201 PRIMARY CRUSHER, S-202 SECONDARY CRUSHER, S-370 Aggregate Additive 

Transfer System with Silo abated by A-370 Water Spray , S-383 Rock Plant 2 Conveyors 

abated by A-384 Baghouse, S-384 Rock Plant 2 Screens abated by A-384 Baghouse, S-390 

Conveyor abated by A-390 Baghouse, S-601  Rock Hopper (9-DH-1) abated by Water 

Spray A-4501 

 

 

Citation 

Title or Description 

(Reason not applicable) 

NSPS 40 CFR, 

Part 60, 

Subpart OOO 

Standards of Performance for Nonmetallic Mineral Processing Plants 

(Date of original construction or last modification prior to the effective date 

(August 31, 1983) of this regulation.) 

 

 
Table VIII  A-2  

Permit Shield for Non-aApplicable Requirements 
S-17 CLINKER TRANSFER AREA, S-19 CLINKER STORAGE AREA, S-21 ROLL PRESS 

CLINKER SURGE BIN AND FEEDER, S-45 WEST SILO TOP CEMENT DISTRIBUTION TOWER, 
S-46 M IDDLE SILO TOP DISTRIBUTION TOWER,  

S-47 EAST SILO TOP DISTRIBUTION TOWER, S-48 BULK CEMENT LOAD OUT TANK #1 &  2, 
S-49 BULK CEMENT LOADOUT TANK #28, S-50 BULK CEMENT LOADOUT TANK #29,  

S-54 CEMENT PACKER #1, S-55 CEMENT PACKER #2,  
 S-74 TYPE II  MECHANICAL TRANSFER SYSTEM , S-141 RAW MILL (4-GM -1), S-142 

RAWMILL 2 (4-GM-2), S-143 RAWMILL 1 SEPARATOR SYSTEM  
(4-SE-3), S-144 RAWMILL 2 SEPARATOR CIRCUIT (4-SE-4), S-151 HOMONGENIZER  

(5-S-1-2), S-153 K ILN FEED SYSTEM , S-154 PRECALCINER K ILN , S-161 CLINKER COOLER 

(5-CC-1), S-162 CLINKER SILO (5-S-11), S-163 CLINKER SILO (5-S-12), S-164 FREE LIME 

STORAGE BIN , S-165 CLINKER TRANSFER SYSTEM , S-210 FINISH M ILL , S-211 SEPARATOR 

(6-SE-2), S-216 CLINKER  CAKE CONVEYOR (6-GM-1),  
S-217 CLINKER CAKE CONVEYOR (6-GM-1), S-218 AIR SEPARATOR (6-GM-1),  

S-220 FINISH M ILL (6-GM-2), S-221 CLINKER CAKE FEEDER (6-GM -2),  
S-222 6-GM -2 GYPSUM FEEDER (6-WF-4), S-230 HYDRAULIC ROLLER PRESS (6-RP-1),  

S-231 CLINKER CEMENT PRESSED CAKE BIN , 240 ADDITIVE CONVEYOR /BINS,  
S-242 CLINKER CAKE FEEDER (6-GM -1), S-S-243 GYPSUM FEEDER (6-GM -1),  

S-244 POZZOLAN FEEDER, S-245 CLAY FEEDER (6-WF-9), S-301 RAIL LOADOUT SYSTEM , 
S-412 FINISH M ILL ADDITIVE BIN  (6-GM-3), S-414 K ILN DUST ADDITIVE BIN . S-415 FINISH 

M ILL BUILDING CONVEYOR , S-444 EMERGENCY CLINKER CONVEYOR  

 

Citation 

Title or Description 

(Reason not applicable) 

NSPS 40 CFR, 

Part 60 Subpart 

F et.al 

Standards of Performance for Portland Cement Plants 

(NESHAP 40 CFR, Part 63 Subpart LLL et.al.superceeds the is more 

stringent than NSPS ) 
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Changes to permit: 

¶ The standard language in the Section IX, Permit Shield, was updated. 

¶ Table VIII  A-1:   

o S-201 was deleted from Permit Shield because the source was deleted.  

o S-202 was deleted from Permit Shield because the source shares an abatement device 

with a new source and emissions cannot be emissions cannot be distinguished between 

the sources.  S-202 was listed in the Permit Shield from NSPS requirements, however, 

since emissions will be emitted through the same stack as S-604, which is subject to 

NSPS, S-202 will now be subject to NSPS Subpart OOO requirements. 

o S-370, S-383, S-384, S-390, and S-601 were added since they are grandfathered sources 

and the dates of original construction were prior to the effective date of NSPS Subpart 

OOO (August 31, 1983) 

¶ Table VIII  A-2: 

o S-21, S-415 were added since they were previously omitted 

o S-444 was added because it was a new source 

o S-56 and S-57 were deleted because the sources were deleted 

o S-154 and S-161 were deleted because the PM standards of NSPS  Subpart F apply to S-

541 and S-161 until 9/9/2013 when the new PM standards of  NESHAP Subpart LLL 

become effective  
 
 

IX. Glossary 

Changes to permit: 

 

¶ Added definition of Recordkeeping, R:  The owner/operator shall keep the records onsite for 

at least five years and shall make the records available to District staff upon request. 

¶ Added definition of CARB E.O. = California Air Resources Board Executive Order 
 

X. Revision History 

 

Changes to permit: 

¶ Application 16867, Minor Revision was added 

¶ Application 17947, Title V renewal was added 

 

XII.  State Implementation Plan 
 
Changes to permit: 

This section has been deleted.  The address for EPA's website is now found in Sections III and IV. 
 

D. Alternate Operating Scenarios: 
 
No alternate operating scenario has been requested for this facility. 
 

E. Compliance Status: 

 

An inter-office memorandum from the Director of Compliance and Enforcement, to the Director of 

Engineering Division, presents a review of the compliance record of Lehigh Southwest Cement Company 

(Site #A0017).  The Compliance and Enforcement Division staff has reviewed the records for Lehigh 

Southwest Cement Company for the period between July 1, 2004 through June 30, 2009.  This review 

was initiated as part of the District evaluation of an application by Lehigh Southwest Cement Company 

for a Title V permit renewal.  During the period subject to review, activities known to the District include: 
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¶ There were 18 Notices of Violation issued during this review period. 

¶ The District received 15 alleged air pollution complaints, but none of these complaints were 

confirmed. 

¶ The District received 4 notifications for reportable compliance activities (including 1 monitor excess 

and 3 inoperative monitors). 

¶ The facility is not operating under a Variance or an Order of Abatement from the District Board. 

 

The owner certified that all equipment was operating in compliance on November 26, 2008, and amended 

by Lehigh on July 23, 2009.  There is no evidence of on-going non-compliance and no recurring pattern 

of violations that would warrant consideration of a Title V compliance schedule. 

 

Between July 1, 2009 and June 30, 2010, there were additional five Notices of Violations.  Please refer to 

Appendix A for the attached BAAQMD Compliance Report from the Compliance and Enforcement  

Division for details.  

 

F. Differences between the Application and the Proposed Permit: 

 

None. 
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APPENDIX A  

 

BAAQMD COMPLIANCE REPORT  
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