Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

The following table summarizes the facility’s compliance with the monitoring requirements of Tables VII - A and VII - BQ Plus any changes made to the permit since the
last semi-annual report. (See Permit Condition LF)

L Monitoring | Monitoring . .
Source and Citation of _ a Monitoring Compliance
Type of Limit Limit Limit ﬂme.::”.aa:» Frequency Type Summary
Citation (P/IC/N)
857, 58,59 AND 65. .
BUMPER TOPCOAT BOOTH,
BUMPER TOPCOAT OVEN,
BUMPER PRIME BOOTH,
BUMPER PRIME OVEN
voC BAAQMD Flexible Parts Primer VOC <490 | BAAQMD P/M Records This source was in compliance with applicable
8-13-307.1 g/l (4.1 Ib/gal) 8-13-503 requirement during this reporting period.
BAAQMD | Color Topcoat VOC <450 g/l (3.8 | BAAQMD PM Records This source was in compliance with applicable
8-11-307.2 Ib/gal) 8.13-503 requirement during this reporting period.
vocC BAAQMD | Basecoat/Clearcoat VOC < 540 g/l | BAAQMD PM Records This source was in compliance with applicable
8-13-307.3 (4.5 Ib/gal) 8.13-503 requirement during this reporting period.
POC BAAQMD Emissions < 173 TPY BAAQMD P/M Records This source was in compliance with applicable
Condition# Condition # ' requirement during this reporting period.
10320 10320
Part 9 Part 14
BAAQMD VQOC limit < for following BAAQMD P/M Records This source was in no,.ﬂv_mwunm with applicable
Condition # materials applied at sources 57, 58, | Condition # requirement during this reporting period.
10320 59 and 65: 10320
Part 10 Primer (solventborne): 4.10 lbs/gal | Part 14
Primer (waterborne): 1.27 lbs/gal
(inc. water) .
Non-metallic high solids 4.70
1bs/gal
Basecoat 4.70 lbs/gal
Clearcoat 4.20 lbs/gal
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o Monitoring | Monitoring . .
Source and Citation of .. ) Monitoring Compliance
L. .. Limit Requirement | Frequency
Type of Limit Limit L. Type Summary
Citation P/ICN) ]
BAAQMD | VOC limit < for following BAAQMD P/M Records This source was in compliance with applicable
Condition# | materials applied at S1070 & 1071: | Condition # requirement during this reporting period.
10320 Topcoat (solventborne): 6.70 10320
Part 42 Ibs/gal Part 14
Topcoat (waterborne): 2.93 ibs/gal
BAAQMD | AS71 Temperature > 1400 °F BAAQMD P/C Temperature | This source was in compliance with applicable
Condition # Condition # requirement during this reporting period.
10320 10320
Part 19 Part 22
BAAQMD | A571 Destruction Efficiency > BAAQMD P/A Source Test | This source was in compliance with applicable
Condition# | 98.5%, if inlet concentration of | Condition # requirement during this reporting period.
10320 VOC = 500 ppmv, as methane; or 10320
Part 20 AS571 Destruction Efficiency > Part 23
95%, if inlet concentration of VOC
< 500 ppmv, as methane or if the
NMHC outlet concentration is < 10
ppmv
NOx BAAQMD | $57+S58+559+565+$1070+$1071 | BAAQMD PM Records This source was in compliance with applicable
Condition # Emissions < 26.16 TPY Condition # requirement during this reporting period.
10320 10320
Part 4 Part 7
NOx BAAQMD [ NOx from A571 < 1.72 tons/menth | BAAQMD PM Records This source was in compliance with applicable
Condition # Condition # requirement during this reporting period.
10320 10320
Part 21 Part 25
CcO BAAQMD | S$57+S58+859+S65+S1070+51071 | BAAQMD P/M Records This source was in compliance with applicable
Condition # Emissions < 4648 TPY Condition # requirement during this reporting period.
10320 10320
Part 5 Part 7




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring . ]
Source and Citation of Monitoring Compliance
" Limit Requirement | Frequency
Type of Limit Limit . . Type Summary
Citation (P/C/N)

PM10 BAAQMD Capture/Control Efficiency of BAAQMD P/E Record of This source was in ooﬂv:mnow with applicable
Condition # AS593 > 98% Condition # scrubber requirement during this reporting period.
10320 10320 system
Part 15 Part 30 downtime

Fuel Usage BAAQMD | S57+858+859+565+51070+S1071 | BAAQMD PM Records This source was in compliance with applicable
Condition # Natural Gas Usage < 3.16 MM Condition # 3.353305 during this reporting period.
10320 Therms/Yr 10320
Part 2 A Part 2

S61 - PASSENGER . )

BLACKOUT CIIASSIS

BooTH w/POS

vVOC BAAQMD Spray Primer VOC < 1.80 kg/l BAAQMD P/M Records This source was not operated during the reporting period.
8-13-302.1 (15.01b VOC/gal of applied solids) | 8-13-503 "
BAAQMD Primer Surfacer VOC < 1.80 rm.\_ BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.2 (15.01b VOC/gal of applied solids) | 8-13-503
BAAQMD Topcoat VOC < 1.80 kg/l (15.01b | BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.3 VOC/gal of applied solids) 8-13-503
BAAQMD Total Emissions < 110.1 TPY B .P>O?nu. P/M Records This source was not operated during the reporting period.
Condition # Condition # 207
207 Part 5(b) -
Part 1{a)
BAAQMD | Blackout Chassis Emissions < 18.1 | BAAQMD PM Records This source was not operatcd during the reporting period.
Condition# | TPY Condition # 207
207 Part 5(b)
Part 1(d) )
BAAQMD Blackout Chassis VOC < 3.02 BAAQMD P/M Records This source was not operated during the reporting period.
Condition # Ib/gal Condition # 207
207 Part 5(b)
Part 2(a)




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o Monitoring | Monitoring L. .
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Wma_.:..o.Ea:q Frequency Type Summary
. Citation (P/C/N)

Opacity BAAQMD 6- |Ringelmann 1 for < 3 minutes in None N None
301 any hour

FP BAAQMD 6- | 0.15 gr/dscf None N None
310

FP BAAQMD 6- | 4.10P 0.67 lbs/hr where P is None N None
311 process weight, ton/hr

S§71 - PASSENGER CAVITY

Wax BOOTH

vOC BAAQMD Spray Primer VOC < 1.80 kg/l BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.1 (15.0 1b VOC/gal of applied solids) | 8-13-503
BAAQMD Primer Surfacer VOC < 1.80 kg/l |BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.2 (15.0 1b VOCl/gal of applied solids) |8&-13-503
BAAQMD Topcoat VOC <1.80 kg/l (15.01b | BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.3 VOC/gal of applied solids) 8-13-503
BAAQMD Total Emissions < 110.1 TPY BAAQMD PM Records This source was not operated during the reporting period.
Condition # Condition # 207
207 Part 5(b) :
Part 1(a)
BAAQMD Cavity Wax Emissions < 8.7 TPY | BAAQMD P/M Records This source was not operated during the reporting period.
Condition # Condition #
24057 Part 24057 Part
1(a) 2(a)(3)
BAAQMD | Hinge Wax Emissions <49 TPY | BAAQMD PM Records This source was not operated during the reporting period.
Condition # Condition # 207
207 Part 5(b)
Part 1(d)




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o Monitoring | Monitoring | - .
Source and Citation of . Monitoring Compliance
oo L. Limit Requirement | Frequency )
Type of Limit Limit Type Summary
Citation (P/IC/N)
BAAQMD Cavity Wax VOC < 3.40 Ib/gal BAAQMD P/M Records This source was not operated during the reporting period.
Condition # Condition #
24057 24057 Part
Part 1(b) 2(a)1)
BAAQMD Hinge Wax VOC < 5.01 1b/gal BAAQMD P/M Records This source was not operated during the reporting period.
Condition # Condition # 207
207 Part 5(b)
Part 2(a)
Opacity BAAQMD 6- | Ringelmann ! for < 3 minutes in None N None
. 301 any hour
FP BAAQMD 6- |0.15 gr/dscf None N None
310 .
{FP BAAQMD 4.10P0.67 Ib/hr, where P is process | None N None
6-311 weight, ton/hr
5592 — NPS Passenger
ELPO Resin Storage Tank
vOoC None None Regulation 8-5- | P/E Records \| This source was not operated during the reporting period.
501
BAAQMD Throughput < 420,000 gals/yr BAAQMD P/E Records This source was not operated during the reporting period.
Condition # Condition #
22544 Part 1 22544
Part 5
BAAQMD Throughput < 294 Ibs for any BAAQMD P/E Records This source was not operated during the reporting period.
Condition # consecutive 12 month period Condition #
. 22544 Part 4 22544
Part 5




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring )
Source and Citation of . . Monitoring Compliance
. Limit Requirement | Frequency
Type of Limit Limit o Type Summary
Citation (P/C/N)
§593 — NPS Passenger
ELPO Pigment Storage ,
Tank . '
voC None None Regulation 8-5- [ P/E Records This source was not operated during the reporting period.
501
BAAQMD Throughput < 42,000 gals/yr BAAQMD P/E Records This source was not operated during the reporting period.
Condition # Condition #
22545 Part 1 22554
Part 5
BAAQMD Throughput < 387 Ibs for any BAAQMD P/E Records This source was not operated during the reporting period.
Condition # consecutive 12 month period Condition #
22545 Part 4 22545
Part 5
S801 — STAMPING PLANT
FUGITIVE SOLVENT
EMISSIONS
voC BAAQMD Emissions < 15 Ib/day or < 300 N N/A - No monitoring required.
Regulation 8- | ppmv
2-301
BAAQMD Fugitive Emissions from Body & | BAAQMD PM Xecords This scurcc was not operated during the reporting period.
Condition# | Assembly (S801+ 804+ 805+ 813} [ Condition # 207
207 <63.6 TPY Part 5(b)
Part 1(b)




Major Facility Review Permit - Semiannual Monitoring Report

Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

SOURCE AND Citation of Limit Monitoring Monitoring ;| Monitoring § Compliance
TYPE OF LIMIT Limit Requirement Frequency | Type Summary
Citation (P/CIN)
S804 — PASSENGER
FUGITIVE REPAIR PRIMING
VvOC BAAQMD Spray Primer VOC < 1.80 kg/l BAAQMD PM Records This source was not operated during the reporting period.
8-13-302.1 (15.0 1b VOC/gat of applied solids) | 8-13-503
BAAQMD Primer Surfacer VOC < 1.80 kg/l BAAQMD PiM Records N/A — Primer Surfacer is not used on this line.
8-13-302.2 (15.0 b VOC/gal of applied solids) | 8-13-503
vOC BAAQMD Topcoat VOC < 1.80 kg/l (15.01b | BAAQMD PM Records N/A — Topcoat is not used on this line.
8-13-302.3 VOC/gal of applied solids) 8-13-503
BAAQMD Total Emissions < 110.1 TPY BAAQMD PM Records This source was not operated during the reporting period.
Condition # Condition # 207
207 Part 5(b)
Part 1(a)
BAAQMD Fugitive Emissions from Body & BAAQMD PM Records This source was not operated during the reporting period.
Condition # Assembly (§801+ 804+ 805) < Condition # 207
207 63.6 TPY Part 5(b)
Part 1(b)
BAAQMD Underbody Black BAAQMD PM Records This source was not operated during the reporting period.
Condition # (5801+S5804+S805) Emissions < Condition # 207
207 5.5 TPY Part 5(b)
“Part 1(d)




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o . Monitoring | Monitoring
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)

BAAQMD Underbody Black VOC <3.02 BAAQMD PM Records This source was not operated during the reporting period.
Condition # 1b/gal Condition # 207
207 Part 5(b)
Part 2(a)

Opacity BAAQMD 6- | Ringelmann 1 for < 3 minutes in None N None
301 any hour

FP BAAQMD 6- }0.15 gr/dscf None N None
310

FP BAAQMD 4.10P0.67 !b/hr, where P is process | None N None
6-310 weight, ton/hr

§805 - Bopy SHop

ASSEMBLY AREAS

voC BAAQMD | Spray Primer VOC < 1.80 kg/l BAAQMD PM Records This source was in compliance with applicable
813-302.1 | (15.0 Ib VOC/gal of applied solids) | 8-13-503 requirement during this reporting period.
BAAQMD | Total Emissions < 110.1 TPY BAAQMD PM Records This source was in compliance with applicable
Condition # Condition # 207 requirement during this reporting period.
207 Part 5(b)
Part 1(a)
BAAQMD | Fugitive Emissions from Body & | BAAQMD PM Records This source was in compliance with applicable
Condition # | Assembly (§801+S804+S805) < Condition # 207 requirement during this reporting period.
207 63.6 TPY Part 5(b)
Part 1(b)
BAAQMD | Final Repair Emissions < 2.0 TPY |BAAQMD PIM Records This source was in compliance with applicable
Condition # Condition # 207 requirement during this reporting period.
207 Part 5(b)
Part 1{d)




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

’ . . Monitoring | Monitoring
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit xnam_:.o.:.o:n Frequency Type Summary
Citation (P/C/N)

BAAQMD | Repair Primer Emissions < 5.1 BAAQMD P/M Records This source was in compliance with applicable
Condition # TPY Condition # 207 requirement during this reporting period.
207 Part 5(b)
Part 1{d)
BAAQMD Underbody Black BAAQMD PM Records This source was in compliance with applicable
Condition# | (S801+S804+S805) Emissions < | Condition # 207 requirement during this reporting period.
207 5.5 TPY Part 5(b)
Part 1(d)
BAAQMD | Final Repair VOC < 6.41 Ib/gal BAAQMD PM Records This source was in compliance with applicable
Condition # Condition # 207 requirement during this reporting period.
207 Part 5(b)
Part 2(a)
BAAQMD | Repair Primer VOC < 5.83 Ib/gal | BAAQMD P/M Records This source was in compliance with applicable
Condition # , Condition # 207 requirement during this reporting period.
207 Part 5(b)
Part 2(a)
BAAQMD | Underbody Wax (S805+5807) BAAQMD PM Records This source was in compliance with applicable
Condition# | VOC < 1.04 Ib/gal Condition # 207 requirement during this reperting period.
207 Part 5(b)
Part 2(a)
BAAQMD Underbody Black VOC < 3.02 BAAQMD PM Records This source was in compliance with applicable
Condition # Ib/gal Condition # 207 requirement during this reporting period.
207 _ Part 5(b)
Part 2(a)

Opacity BAAQMD 6- | Ringelmann 1 for'< 3 minutes in None N None
301 any hour

FP BAAQMD 6- |0.15 gr/dscf None N None
310

FP BAAQMD 4.10P0.67 Ib/hr, where P is process | None N None
6-310 weight, ton/hr




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

L. Monitoring | Monitoring .
Source and Citation of L. . Monitoring Compliance
. L. Limit Requirement | Frequency
Type of Limit Limit L Type Summary
Citation (P/IC/N)
S-1504 Cold Cleaning
Tank
Source 2007 Cold
Cleaner
POC BAAQMD Emissions < 5,068 lbs/yr, or BAAQMD PM Records This source was not operated during the reporting period.
Condition # Usage < 160 gal/yr Safety Kleen Condition #
16780 105, and 16780 Part 3
Part 1 & Part | < 60 gal/yr SystemOne Ashland
2 Solvent, and
< 500 gal/yr NUMMI Solvent IV
S826 — PASSENGER '
BAYCO PARTS
CLEANING OVEN
Opacity BAAQMD Ringelmann No. 1 N This source was not operated during the reporting pertod.
6-301
FP BAAQMD 0.15 grains/dscf N This source was not operated during the reporting period.
6-310
FP BAAQMD 4.10P0.67 Ib/hr, where P is process N This source was not operated during the reporting period.
6-311 weight, ton/hr
SO, BAAQMD 9- | Ground Level Contamination limit N This source was not operated during the reporting period.
1-301 of 0.3 ppm for 3 min or 0.25 ppm
for 60 min or 0.05 ppm for 24
hours
: BAAQMD 9- | SO, shall not exceed 300 ppm (dry) N N/A - No monitering required.
1-302
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Major Facility Review Permit - Semiannual Monitering Report
Tesla Motors Inc., Facility # A1438
July 1, 2612 to December 31, 2012

L Monitoring | Monitoring . . )
Source and Citation of . . Monitoring Compliance
Type of Limit . Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)

$964 — CoLD CLEANER,

S1072 - GENERAL ’

CLEANING & PAINT

CLEANING

81509 — PROTECTOSEAL

CLEANING TANK )

POC BAAQMD Emissions < 134.59 TPY BAAQMD PM Records This source was not operated during the reperting period.
Condition # Condition #
10320 10320
Part 31 Part 34

. BAAQMD Cleanup Solvent BAAQMD PIM Records - This source was not operated during the reporting period.

Condition # Collected/Recovered > 77%, or Condition #
10320 compliance with Condition # 10320 { 10320
Part 32 Part 31 Part 34

$965 — PLASTIC PLANT

THINNER STORAGE

TANK

5992 — PLASTIC PLANT

THINNER STORAGE

TANK

vOC None None Regulation P/E Records This source was in compliance with applicable

8-5-501 requirement during this reporting period.

S1001 - TRUCK Ep BATH )

voC BAAQMD Electrophoretic Primer VOC < 145 | 8-13-503 P/M Records This source was in compliance with applicable
Regulation 8- | g/t (1.2 Ib/gal) . requirement during this reporting period.
13-306
40 CFR60 | Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records This source was in compliance with applicable
Subpart MM | kg/l of applied coating solids, when | Subpart MM requirement during this reporting period.
Section Solids Turnover Ratio (Ry) > 0.16 | Section 60.393

- 160392

(a)1)

11




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

. Monitoring | Monitoring .
Source and Citation of L. . Monitoring Compliance
L. L. Limit Requirement | Frequency
Type of Limit Limit . Type Summary
Citation (P/C/N)
40 CFR60 | Prime Coat Operation VOC < 0.17 {40 CFR 60 P/M Records This source was in compliance with applicable
Subpart MM | x 350 (***%,) ke/l of applied Subpart MM requirement during this reporting period.
Section coating solids, when Solids Section 60.393
60.392 Tumover Ratio (R} > 0.04and< |
(a}2} 0.16 .
40 CFR60 | Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records This source was in omeu_wmsﬁ with applicable
Subpart MM | kg/l of applied coating solids, when | Subpart MM requirement during this reporting period.
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
60.392
(X3}
BAAQMD | Truck Vehicle Line' Emissions BAAQMD PM Records This source uﬁ.s omau__msﬁ with applicable
Condition # from non-combustion operations < | Condition # requirement during this reporting period.
9156 779.17 TPY 9156
Part 5 Part 4
BAAQMD | ELPO Primer VOC <0.59 Ib/gal | BAAQMD PM Records This source was in compliance with applicable
Condition # Regulation requirement during this reporting period.
9257 8-13-503
Part 1
BAAQMD | ELPO Primer Usage BAAQMD P/M Records This source was in compliance with applicable
Condition # < 107,371 galiyr; Condition # requirement during this reporting period.
9257 < 11,167 gal/mon; or compliance 9257
Part 2 with Condition # 9257 Part 5 Part 3

! Truck Vehicle Line sources include all of the following:
$1008, Truck Prime Booth w/POS
$1009, Truck Primer Surfacer Oven Heater

$1001, Truck Ed Bath
S$1002, Truck £d Oven

$1003, Truck Ed Dry Sand Booth
$1004, Truck Metal Repair Booth
$1005, Truck PVC Undercoat Booth
$1006, Truck Anti Chip Booth
$1007, Truck Sealer Oven

$1010, Truck Off-Line Repair
51011, Truck Dry Sand Booth
$1012, Truck Touch Up Booth
S1014, Truck Topcoat Booth
$1015, Truck Topcoat Oven

12

$1017, Truck Touch UP Booth

51018, Truck Blackout Booth

$1019, Truck Cavity Wax Booth

$1020, OFF-Line Assembly Paint Hospital

$1021, Truck Underbody, Engine & Exterior Wax Booth
S$1056 Truck ASH, Boiler #1

51057 Truck ASH, Bailer #2




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o L. Monitoring | Monitoring .
Source and Citation of . . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)
BAAQMD | Emissions < 0.99 ton/mon; BAAQMD P/IM Records This source was in compliance with applicable
Condition# | < 9.5 ton/yr Condition # requirement during this reporting period.
9257 9156
Part 5 Part 4
Opacity m.>>O§U 6- | Ringelmann 1 for <3 minutes’in None N None
301 any hour
FP BAAQMD 6- |0.15 gr/dscf None N None
310 )
FP BAAQMD 6- |{4.10P0.67 Ib/hr, where P is process | None N None
311 weight, ton/hr .
Fuel Usage BAAQMD Truck Vehicle Line'* Natural Gas | BAAQMD PM Records This source was in compliance with applicable
Condition # Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
2156 9156
Part 8 Part §
Toxics BAAQMD | (for Truck Vehicle Line'®) BAAQMD P/A Records This source was in compliance with applicable
Condition # Benzene < 157 lb/yr Condition # requirement during this reporting period.
9156 1,4 Dioxane < 141.0 lb/yr 9156
Part6 - Formaldehyde < 3342 Ib/yr Part 6
Methylene Chloride < 684.8 1b/yr
Perchloroethylene < 1341.9 tb/yr
Vinyl chloride < 2.8 Ib/yr
S$1002 - TRUCK ED .
.OVEN
vOC BAAQMD Electrophoretic Primer VOC < 145 | 8-13-503 P/M Records This source was in compliance with appiicable
Regulation 8- | g/l (1.2 Ib/gal) requirement during this reporting period.
13-306

13




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

L Monitoring | Monitoring ]
Source and Citation of L. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)
40 CFR 60 | Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records This source was in compliance with applicable
Subpart MM | kg/l of applied coating solids, when | Subpart MM requirement during this reporting period.
Section Solids Turnover Ratio (R) > 0.16 | Section 60.393
60.392
(ax1)
40 CFR60 | Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records This source was in compliance with applicable
Subpart MM | x 350 (**%) ke/l of applied Subpart MM requirement during this reporting period.
Section coating solids, when Solids Section 60.393
60.392 Tumover Ratio (Rt) > 0.04 and <
{a)(2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records This source was in compliance with applicable
Subpart MM | kg/] of applied coating solids, when | Subpart MM requirement during this reporting period.
Section Solids Turnover Ratio (R1) < 0.04 | Section 60.393
60.392
(@)3)
BAAQMD | Truck Vehicle Line Emissions< | BAAQMD PM Records This source was in compliance with applicable
Condition # 779.17 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 : Part 4
BAAQMD Temperature > 1400 °F, or BAAQMD P/C Temperature This source was in ooEc:w:oo. with applicable
Condition # compliance with Condition # 9158 | Condition # requirement during this reporting period.
9158 Parts 9 & 10 o158
Part 2 Part3 .
a




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o Monitoring | Monitoring .
Source and Citation of L. . Monitoring Compliance
Type of Limit Limit Limit xoa_:..m._sai Frequency Type Summary
: Citation P/C/N)
BAAQMD | Destruction Efficiency > 98%, if | BAAQMD P/A Source Test | This source was in compliance with applicable
Condition # VOC concentration > 1200 ppm as | Condition # . requirement during this reporting period.
9158 Cl; or 9158
Part 2 Destruction Efficiency > 95-98%, |Part4
bandec if VOC concentration > 500 ppm
and < 1200 ppm {linearly)

BAAQMD Emissions < 0.33 ton/mon; BAAQMD PM Records This source was in compliance with applicable
Condition # <321 tonlyr Condition # requirement during this reporting peried.
9158 Part 8 9156 Part 4

NOx BAAQMD | Emissions < 0.1 [t/MMBTU BAAQMD P/A Source Test | This source was in compliance with applicable
Condition # Condition # H@ESE@E during this reperting period.
9158 Part 7 9158 Part 4a

Opacity BAAQMBD 6- | Ringelmann 1 for < 3 minutes in N N/A - No monitoring required.
301 any hour

FP BAAQMD 6- | 0.15 gr/dscf ) N N/A - No monitoring required.
310

FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process N N/A - No monitoring required.
311 weight, ton/hr

Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD P/M Records This source was in compliance with applicable
Condition# | Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 Part 8 9156 Part §

Toxics BAAQMD (for Truck Vehicle Line'®) BAAQMD P/A Records This source was in compliance with applicable
Condition# | Benzene < 157 lbfyr Condition # requirement during this reporting period.
9156 1,4 Dioxane < 141.0 tb/yr 9156
Part 6 Formaldehyde < 3342 lb/yr Part 6

Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ibfyr
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring
Source and Citation of - .. . Monitoring Compliance
L. o Limit Requirement | Frequency
Type of Limit Limit . Type Summary
Citation (P/C/N)
§1003 - Ep DRY SAND
BoOTH, $1004 - METAL
REPAIR BOOTII,
§$1011 - DrY SAND
BoOTH
voC BAAQMD Truck Vehicle Line Emissions < BAAQMD PM Records q.Em.mOE.on Ewm.mz ooin:wsoo with mvv:amv_n
Condition # 27917 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 Part 4
Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD PM Records This source was in compliance with applicable
Condition# | Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 9156
Part 8 Part 8
Opacity BAAQMD 6- | Ringelmann 1 for < 3 minutes in None N None
301 any hour
FP BAAQMD 6- | 0.15 gr/dscf None N None
310
FP BAAQMD 6- |4.10P0.67 Ib/hr, where P is process | None N None
311 weight, ton/hr
Toxics BAAQMD (for Truck Vehicle Line'") BAAQMD P/A Records This source was in compliance with applicable
Condition # Benzene < 157 Ib/yr Condition # requirement during this reporting period. .
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6

Methylene Chloride < 684.8 lbfyr
Perchloroethylene < 1341.9 lb/yr
Vinyl chloride < 2.8 lh/yr

S§1005 - TRUCK PVC
UNDERCOAT BOOTH

16




Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31,2012

Monitering | Monitoring .
Source and Citation of . . Monitoring Compliance
Type of Limit Limit Limit -ﬂan..:!m:..euﬂ Frequency Type m:E:.ﬁQ
Citation (P/C/N)
vOoC BAAQMD Spray Primer VOC < 1.8 kg/1 {15.0 | 8-13-503 PM Records This source was in compliance with applicable
Wn.mim:e: 8- | Ib/gal) applied coating solids requirement during this reporting period.
13-302.1
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A - Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) = 0.16 | Section 60.393
60.392 ,
(1)
40 CFR 60 Prime Coat Operation VOC < 0.17 {40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | x 350 (***®,) kg/l of applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Turnover Ratio {Rq) > 0.04 and <
(a)2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/1 of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
60.392
(@3)
40 CFR 60 Guide Coat VOC < 1.40 kg/l of 40 CFR 60 PM Records N/A - Guide Coat is not used at this source.
Subpart MM | applied coating solids Subpart MM
Section Section 60.393
60.392
() .
40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 P/M Records N/A — Topcoat is not used at this source.
Subpart MM | kg/l of applied coating solids Subpart MM
Section Section 60.393
60.392
(c)
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Ine., Facility # A1438
July 1, 2012 to December 31, 2012

.. Monitoring | Monitoring
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit | Limit Requirement | Frequency Type Summary
Citation P/IC/N)

VOC BAAQMD | Truck Vehicle Line Emissions< | BAAQMD PM Records This source was in compliance with applicable
Condition # 779.17 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 Part 4
BAAQMD PVC Undercoat VOC 8-13-503 P/M Records This source was in compliance wiih applicable
Condition # < 0.6 Ib/gal requirement during this reporting period.
9159
Part 1
BAAQMD PVC Undercoat Usage BAAQMD PM Records This source was in compliance with applicable
Condition# | < 291,757 gallyr: Condition # requirement during this reporting period.
9159 < 30,343 gal/mon; or compliance 9159
Part 2 with Condition # 9159 Part 5 Part 3
BAAQMD | Emissions < 2.73 ton/mon; BAAQMD PM Records This source was in compliance with applicable
Condition # <26.3 ton/yr Condition # requirement during this reporting period.
9159 9156
Part 5 Part 4

Opacity BAAQMD 6- | Ringelmann 1 for < 3 minutes in None N None
301 any hour

FP BAAQMD 6- | 0.15 gr/dscf None N None
310

Fp BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process | None N None
3t weight, ton/hr

Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD PM Records This source was in compliance with applicable
Condition # Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 9156
Part 8 Part 8
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

oo Monitoring | Monitoring .
Source and Citation of . ] Monitoring Compliance
. L. Limit Requirement | Frequency
Type of Limit Limit ) Type Summary
Citation (P/C/N)
PM,, BAAQMD Capture/Control Efficiency BAAQMD P/w N/A — No monitoring required.
Condition # <99% Condition 9159
9159 Part 11
Part 8§
Toxics BAAQMD (for Truck Vehicle Line'®) BAAQMD P/A Records This source was in compliance with applicable
Condition # Benzene < 157 lbfyr Condition # requirement during this reporting period.
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 ib/yr Part 6
Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
51006 — Truck
AnTICHIP BOOTH W/POS
vOoC BAAQMD Spray Primer VOC < 1.8 kg/1 (15.0 | 8-13-503 PM Records This source was in compliance with applicable
Regulation 8- | Ib/gal) applied coating solids requirement during this reporting period.
13-302.1
voC 40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) > 0.16 | Section 60.393
60.392
(ax1)
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
-Subpart MM | x 350 (*'*%;) kg/l of applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Tumover Ratic (Rr) > 0.04 and <
(a)2) 0.16
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Major Facility Review Permit - Semiannual Menitoring Report -

Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31,2012

Monitoring | Monitoring )
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
60.392
(a)3)
40 CFR 60 Guide Coat VOC < 1.40 kg/i of 40 CFR 60 P/M Records N/A — Guide Coat is not used at this source.
Subpart MM | applied coating solids Subpart MM
Section Section 60.393
60.392
®
40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 PM Records N/A — Topcoat is not used at this source.
Subpart MM | kg/l of applied coating solids Subpart MM
Section Section 60.393
60.392
©
BAAQMD Truck Vehicle Line Sources < BAAQMD P/M Records ,;wm.mocqon was in oc?u:w:oo with applicable
Condition # 77917 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 Part 4
BAAQMD Anti-Chip 1 VOC < 4.06 Ib/gal; BAAQMD P/M Records ;mm.mocqon Emm.m; oo.dt:m:ow with mnﬁ:omw_m
Condition # | Anti-Chip IT < 1.42 Ib/gal; Regulation requirement during this reporting period.
9161 Repair Primer VOC < 4.63 Ib/gal | 8-13-503
Part 1
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc,, Facility # A1438
July 1, 2012 to December 31,2012

Monitoring | Monitoring L )
Source and Citation of . Monitoring Compliance
L. Limit Requirement | Frequency
Type of Limit Limit . Type Summary
Citation (P/C/N)
BAAQMD | Anti-Chip [ Usage < 11,628 gal/yr, | BAAQMD P/M Records This source was in compliance with applicable
Condition # 1,200 gal/mon Condition # requirement during this reporting period.
9161 Anti-Chip II Usage < 29,413 galyr, | 9161
Part 2 3,059 gal/mon Part 3
Repair Primer Usage < 233 gallyr,
24 gal/mon;
or compiiance with Condition #
] 9161 Part 5
BAAQMD Emissions < 3.20 ton/mon or BAAQMD P/M Records This source was in compliance with applicable
Condition# | < 30.76 TPY Condition # requirement during this reporting period.
9161 9156
Part 5 Part 4 .
Fuel Usage BAAQMD | Truck Vehicle Line Natural Gas | BAAQMD P/M Records This source was in compliance with applicable
g Condition # | Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 9156
Part § Part 8
Opacity BAAQMD 6- | Ringelmann 1 for <3 minutes in None N None
301 any hour
FP BAAQMD 6- |0.15 gr/dscf None N None
310
FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process | None N None
311 weight, ton/hr
Toxics BAAQMD {for Truck Vehicle Line) BAAQMD P/A Records This source was in compliance with applicable
Condition# | Benzene < 157 Ib/yr Condition # 8@&.3302 during this reporting period.
9156 1,4 Dioxane < 141.0 Ib/yr 8156
Part 6 Formaldehyde < 3342 1b/yr Part 6

Methylene Chloride < 684.8 1b/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
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Maj _c.. Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring
Source and Citation of L. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)

S1007 - TRUCK SEALER This source is inactive has not

OVEN eperated since December 2005.

vOoC BAAQMD Spray Primer VOC < 1.8 kg/1{15.0 | 8-13-503 P/M Records N/A — Spray Primer is not used at this source.
Regulation 8- | 1b/gal) applied coating solids
13-302.1
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records N/A ~ Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) >0.16 | Section 60.393
60.392
(aX1)
40 CFR 60 Prime Coat Operation VOC < 0.17 140 CFR 60 PM Records N/A - Prime coat is not used at this source.
Subpart MM [ x 350 (*'*®}) kg/l of applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Turnover Ratio (R1) > 0.04 and <
(a)(2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 [ 40 CFR 60 P/M Records N/A — Prime coat is not used at this source,
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
60.392
(@)3)
40 CFR 60 Guide Coat VOC < 1.40 kg/I of 40 CFR 60 P/M Records N/A — Guide Coat is not used at this source.
Subpart MM | applied coating solids Subpart MM
Section Section 60.393
60.392

(b)
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

o Monitoring | Monitoring ) .
Source and Citation of . ] Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency | Summary
Citation {PIC/N)

40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 PM Records N/A — Topcoat is not used at this source.
Subpart MM | kg/i of applied coating solids Subpart MM
Section Section 60.393
60.392
(c)
BAAQMD Truck Vehicle Line Sources < BAAQMD PM Records This source was not operated during the reporting period.
Condition# | 779.17 TPY Condition #

] 9156 9156
Part 5 Part 4
BAAQMD Temperature > 1400 °F, or BAAQMD P/A Temperature This source was not operated during the reporting period.
Condition # compliance with Condition # 9158 | Condition # .
9158 Part 9 & 10 9158
Part 2a Part 3
BAAQMD | Destruction Efficiency > 98%, if | BAAQMD P/A Source Test | This source was not operated during the reporting period.
Condition # VOC concentration > 1200 ppm as | Condition #
9158 Cl;or 9158
Part 2 Destruction Efficiency > 95-98%, |Part4
b&ec if VOC concentration > 500 ppm

and < 1200 ppm (linearly)
BAAQMD Emissions < 1.31 ton/mon; BAAQMD PM Records This source was not operated during the reporting period.
Condition # <12.56 TPY Condition #
9158 9156
Part § Part 4
NOx BAAQMD Emissions < 0.1 [b/MMBTU BAAQMD P/A Source Test This source was not operated during the reporting period.
Condition # Condition #
9158 9158
Part 7 Part 4a
Opacity BAAQMD 6- | Ringelmann | for < 3 minutes in N N/A - No monitoring required.

301 any hour
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Major Facility Review Permit - Semiannual Monitoring Report

Tesla Motors Inc., Facility # A1438

July 1,2012 to December 31, 2012

L Monitoring | Monitoring L .
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit —ﬂmn_._:.n.:ﬁ__n Frequency Type Summary
Citation {P/C/N)
FP BAAQMD 6- |0.15 gr/dscf N
310
FP BAAQMD 6- | 4.10P0.67 ib/hr, where P is process N
31t weight, ton/hr
Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD P/M Records This source was not operated during the reporting period.
Condition # Usage < 8,600,000 therm/yr Condition #
9156 9156
Part 8 Part 8
Toxics BAAQMD (for Truck Vehicle E:ouov BAAQMD P/A Records This source was not operated during the reporting period.
Condition# | Benzene < 157 Ib/yr Condition #
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6
Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
$1008 — TRUCK PRIME
BoOTH
vOC BAAQMD Spray Primer VOC < 1.8 kg/l (15.0 | 8-13-503 PM Records This source was in compliance with applicable
Regulation 8- | Ib/gal) applied coating solids requirement during this reporting period.
13-302.2
VOC 40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records N/A ~ Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) > 0.16 | Section 60.393
60.392
(ay1)
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring
Source and Citation of . . . Monitoring Compliance
Type of Limit Limit Limit zmnﬂ:nm.aga Frequency Type Summary
Citation (P/C/N)
40 CFR 60 Prime Coat Operation VOC <0.17 |40 CFR 60 PM Records N/A — Prime coat is not used at this source.
Subpart MM | x 350 (*'**;) kg/l of applied Subpart MM
Section coating sotids, when Solids Section 60.393
60.392 Turnover Ratio (Ry) > 0.04 and <
@)2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 [ 40 CFR 60 PM Records N/A — Prime coat is not used at this source.
' Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
’ 60.392
(a)(3)
40 CFR 60 Guide Coat VOC < 1.40 kg/i of 40 CFR 60 P/M Records This source was in compliance with applicable
Subpart MM | applied coating solids Subpart MM requirement during this reporting period.
Section , Section 60.393
- 60.392

(b)
40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 P/M Records N/A — Topcoat is not used at this source.
Subpart MM | kg/l of applied coating solids Subpart MM
Section - Section 60.393
60.392 ,
{c)
BAAQMD | Truck Vehicle Line Emissions< | BAAQMD PM Records This source was in compliance with applicable
Condition # | 779.17 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 Part 4

vOC BAAQMD | Primer VOC < 4.08 Ib/gal 8-13-503 P/M. Records This source was in compliance with applicable
Condition# | Int. Color VOC < 4.46 Ib/gal requirement during this reporting period.
9163 Others-Repair < 4.63 1b/gal
Part 1 Soft-Chip < 7.09 ib/gal
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monritoring | Monitoring . .
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)
BAAQMD Primer Usage < 62,129 gal/yr, BAAQMD PM Records ,E:m.mo_:on Emm.mz oo_.d_u:m:om with wcc_mnm_u_o
Condition# | 6,461 gal/mon Condition # requirement during this reporting period.
9163 Int. Color Usage < 26,973 gal/yr, 9163 Part 3
Part 2 2,805 gal/mon ’
Others-Repair Usage < 233 gal/yr,
24 gal/mon
Soft-Chip Usage < 9,908 gal/yr,
1,030 gal/mon; or compliance with
Condition # 9163 Part 5 :
BAAQMD Emissions < 11.01 ton/mon; BAAQMD PM Records ,::m.mos.oa was in compliance with applicable
Condition # <105.9 TPY Condition # requirement during this reporting period.
9163 9156
Part 5 Part 4
BAAQMD Temperature > 1400 °F, or BAAQMD P/C Temperature | [his source was in compliance with applicable
Condition# | compliance with Condition 9163 Condition # requirement during this reporting period.
’ 9163 Part 17 and 18 9163
Part 10a Part 11
BAAQMD Destruction Efficiency of Thermal | BAAQMD P/A Source Test | This source was in compliance with applicable
Condition# | Oxidizers > 98.5%, if VOC Condition # requirement during this reporting period.
9163 concentration > 1200 ppm as C1; or | 9163
Part 10 Destruction Efficiency > 95-98.5%, | Part 14
b&c if VOC concentration > 500 ppm
and < 1200 ppm (linearly)
voC BAAQMD | VOC Reduction Efficiency of BAAQMD P/A Source Test | This source was in compliance with applicable
Condition # Activated Carbon System Condition # requirement during this reporting period.
9163 (A10082) > 90% wt 9163
Part 12 Part 13
Fuel Usage BAAQMD | Truck Vehicle Line Natural Gas | BAAQMD PIM Records This source was in compliance with applicable
Condition# | Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 Part 8 9156 Part 8
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

. L Monitoring | Monitoring . )
Source and Citation of Monitoring Compliance
L. .. Limit Requirement | Frequency
Type of Limit Limit Type Summary
Citation (P/C/N)
PMI0O BAAQMD Capture/Control Efficiency None N None
Condition# |<98%
9163 Part 8
FP BAAQMD 6- | 0.15 gr/dscf None N None
310
FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process | None N None ’
311 weight, ton/hr
Toxics BAAQMD (for Truck Vehicle Line™) BAAQMD P/A Records This source was in compliance with applicable
Condition# | Benzene < 157 Ib/yr Condition # requirement during this reporting period.
9156 1,4 Dioxane < 141.0 lb/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6
Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
S51009 — TRUCK PRIMER
SURFACER OVEN .
VOC BAAQMD Primer Surfacer VOC < 1.8 kg/l 8-13-503 P/M Records This source was in compliance with applicable
Regulation 8- | (15.0 Ib/gal) applied coating solids requirement during this reporting period.
13-302.2
40 CFR 60 Prime Coat Operation VOC <0.17 |40 CFR 60 B/M Records N/A — Prime coat is not used at this source,
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Ry) > 0.16 | Section 60.393
60.392
(a)1)
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | x 350 (*'**)) kg/1 of applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Tumover Ratio (Ry) > 0.04 and < ]
(@)2) 0.16
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Monitoring | Monitoring ..
Source and Citation of L. . Monitoring Compliance
. Limit Requirement | Frequency
Type of Limit Limit . Type Summary
Citation (P/C/N)
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (R1) < 0.04 | Section 60.393
60.392
@03)
40 CFR 60 Guide Coat VOC < 1.40 kg/l of 40 CFR 60 PM Records This source was not operated during the reporting period.
Subpart MM | applied coating solids Subpart MM
Section Section 60.393
60.392
b
40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 PM Records N/A — Topcoat is not used at this source.
Subpart MM | kg/l of applied coating solids Subpart MM
Section Section 60.393
60.362
©
BAAQMD Truck Vehicle Line Emissions < BAAQMD PM Records This source was in compliance with applicable
Condition # 779.17 TPY Condition # requirement during this reporting period.
9156 9156
Part 5 Part 4
BAAQMD Temperature > 1400 °F, or BAAQMD P/C Temperature | This source was in non.zv:.m:nw with applicable
Condition # | compliance with Condition # 9158 | Condition # requirement during this reporting period.
9158 Parts 9 & 10 9158
Part 2 Part 3
a
BAAQMD | Destruction Efficiency > 98% wt, if | BAAQMD P/A Source Test | This source was in compliance with applicable
Condition # | inlet VOC > 1200 ppm as C1; or Condition # requirement during this reporting period.
9158 Destruction Efficiency > 95-98% | 9158
Part 2 wt, if inlet VOC > 500-1200 ppm | Part 4
bandc as C1
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

. Monitoring | Monitoring .
Source and Citation of Monitoring Compliance
L. . Limit Requirement | Frequency
» Type of Limit Limit Type Summary
-Citation (P/C/N)
BAAQMD Emissions < 0.53 ton/mon; BAAQMD P/M Records This source was in compliance with applicable
Condition # | < 5.09 TPY Condition # requirement during this reporting period.
9158 Part 8 9156 Part 4
Opacity BAAQMD 6- | Ringelmann 1 for <3 minutes in N N/A - No monitoring required.
301 any hour g
FP BAAQMD 6- {0.15 gr/dscf N N/A - No monitoring required.
310
FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process N N/A - No monitoring required.
311 weight, ton/hr
Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD P/M Records ﬁ:m.mo:qom Emm.m: no?t:w:om with m.nu:nmw_m
Condition # | Usage < 8,600,000 therm/yr Condition # requirement during this reporting period.
9156 Part 8 9156 Part 8
NOx BAAQMD | Emissions < 0.1 It/MMBTU BAAQMD P/A Source Test | This source was in compliance with applicable
Condition # Condition # 395.8305 during this reporting period.
9158 Part 7 9158 Part 4a
Toxics BAAQMD | (for Truck Vehicle Line) BAAQMD P/A Records This source was in compliance with applicable
Condition# | Benzene < 157 ib/yr Condition # requirement during this reporting period.
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6 '
Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
51010 - TRUCK OFF-
LINE REPAIR, §1017 -
Truck ToucH Up
BOOTH
vVOC BAAQMD Spray Primer VOC < 1.80 kg/l BAAQMD PM Records This source was not operated during the reporting period.
8-13-302:1 (15.0 Ib VOC/gal of applied solids) | 8-13-503
vOoC BAAQMD ' | Primer Surfacer VOC < 1.80 kg/l |[|BAAQMD P/M Records N/A — Primer Surfacer is not used at this source. -
) 8-13-302.2 (15.0 1b VOC/gal of w_u_u_.mma solids) | 8-13-503
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

) . Monitoring | Monitoring .
Source and Citation of L. . Monitoring Compliance
Type of Limit Limit Limit wan“_:.o:ﬁﬂ Frequency Type Summary
Citation (P/C/N)
wgogd Topcoat VOC < 1.80 kg/l (15.01b | BAAQMD P/M Records This source was not operated during the reporting period.
8-13-302.3 VOC/gal of applied solids) 8-13-503
40 CFR 60 Prime Coat Operation VOC <0.17 |40 CFR 60 P/M Records N/A - Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (Rr) > 0.16 | Section 60.393
60.392
@)
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 PM Records N/A — Prime coat is not used at this source.
Subpart MM | x 350 (*'%}) kg/l of applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Turnover Ratio (Ry) > 0.04 and <
(a)2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Tumover Ratio (R1) < 0.04 | Section 60.393
60.392
(a)3)
40 CFR 60 Guide Coat VOC < 1.40 kg/t of 40 CFR 60 P/M Records N/A — Guide Coat is not used at this source.
Subpart MM | applied coating solids Subpart MM
Section Section 60.393
60.392
(b
40 CFR 60 Topcoat Operation VOC < 1.47 40 CFR 60 PM Records This source was not operated during the reporting period.
Subpart MM | kg/l of applied coating solids Subpart MM
Section Section 60.393
60.392 (c)
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

L. Monitoring | Monitoring .
Source and Citation of L. . Monitoring Compliance
Type of Limit Limit Limit -ﬂna“:_.m.:-mun Frequency Type Summary
Citation P/ICMN)
BAAQMD Truck Vehicle Line Emissions < BAAQMD PM Records This source was not operated during the reporting period.
Condition # 779.17 TPY Condition #
9156 9156
Part 5 Part 4
BAAQMD | Repair Primer VOC < 4.63 Ib/gal | 8-13-503 PM Records This source was not operated during the reporting period.
Condition# | Solids (repair) VOC < 3.54 |b/gal
10011 Base Coat (repair) VOC < 4.79
Part 1 Ib/gal .
Clear Coat {repair) VOC < 4.12
1b/gal
Solids (lacg. Repair) VOC < 6.32
Ib/gal
Base Coat (lacq. repair) VOC <
6.41 Ib/gal
Clear Coat (lacq. Repair) VOC <
6.30 tb/gal
Adhesion Promoter VOC < 6.61
b/gal

Anti-Chip I VOC< 4.06 1b/gal
Anti-Chip I VOC < 1.42 Ib/gal
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Major Facility Review Permit - Semiannual Monitoring Report
Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

L. Monitoring | Monitoring . ,
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)
VOC BAAQMD Repair Primer Usage < 837 gal/yr, | BAAQMD PM Records This source was not operated during the reporting period.
Condition # 87 gal/mon Condition #
10011 Solids (repair) Usage < 606 gal/yr, | 10011
Part 2 63 gal/mon Part 3
Base Coat (repair) Usage < 857
gal/yr, 89 gal/mon
Clear Coat (repair) Usage < 1,665
gal/yr, 173 gal/mon
Solids (lacq. Repair) Usage < 691
gal/yr, 72 gal/mon
Base Coat (lacq. repair) Usage <
963 gal/yr, 100 gal/mon
Clear Coat (lacq. Repair) Usage <
1,576 gal/yr, 164 gal/mon
Adhesion Promoter Usage < 1,238
gal/yr, 128 gal/mon
Anti-Chip I Usage= 38 gal/yr, 4
gal/mon
Anti-Chip II Usage < 10 gal/yr, 1
gal/mon; or compliance with
Condition # 10011 Part 4
BAAQMD Emissions < 2.38 ton/mon; BAAQMD P/M Records This source was not operated during the reporting period.
Condition # <2291 TPY Condition #
10011 9156
Part 4 Part 6
Fuel Usage BAAQMD Truck Vehicle Line Natural Gas BAAQMD PM Records This source was not operated during the reporting period.
Condition # Usage < 8,600,000 therm/yr Condition #
9156 9156
Part § Part 8
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Tesla Motors Inc., Facility # A1438
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s Monitoring | Monitoring
Source and Citation of i . Monitoring Compliance
. . Limit Requirement | Frequency
Type of Limit Limit L. Type Summary
Citation (PIC/N)
Opacity BAAQMD 6- | Ringeimann | for <3 minutes in Nene N None
301 any hour
FP BAAQMD 6- | 0.15 gr/dscf None N None .
310
FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process | None N None
311 weight, ton/hr
Toxics BAAQMD (for Truck Vehicle Line) BAAQMD P/A Records This source was not operated during the reporting peried.
Condition # | Benzene < 157 lb/yr Condition # ,
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6
’ Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 lb/yr
Vinyl chloride < 2.8 Ib/yr
S1012 - Truck ToucCH
Ur BooTH
voC BAAQMD Topcoat VOC < 1.80 kg/l (15.01b | BAAQMD PM Records This source was in compliance with applicable
8-13-302.2 VOC/gal of applied solids) 8-13-503 requirement during this reporting period.
40 CFR 60 Prime Coat Operation VOC < 0.17 {40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of apptied coating solids, when | Subpart MM
Section Solids Tumover Ratio (Ry) >0.16 | Section 60.393
60.392
()1}
40 CFR 60 Prime Coat Operation VOC <0.17 |40 CFR 60 PM Records N/A — Prime coat is not used at this source.
Subpart MM | x 350 (*'*%)) xm\_\om applied Subpart MM
Section coating solids, when Solids Section 60.393
60.392 Tummover Ratio (Rt) > 0.04 and <
(a)2) 0.16 _
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) Monitoring | Monitoring L. .
Source and Citation of .. . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/C/N)

40 CFR 60 Prime Coat Operation VOC < 0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM
Section Solids Turnover Ratio (R7) < 0.04 | Section 60,393
60.392
(a)(3)
40 CFR 60 Guide Coat VOC < 1.40 kg/l of 40 CFR 60 PM Records N/A — Guide Coat is not used at this source.
Subpart MM | applied coating solids Subpart MM
Section Section 60,393
60.392
(®) :
40 CFR 60 | Topcoat Operation VOC < 1.47 40 CFR 60 P/M Records This source was in compliance with applicable
Subpart MM | kg/l of applied coating solids Subpart MM requirement during this reporting period.
Section Section 60.393
60.392 (¢)

voC BAAQMD | Truck Vehicle Line Emissions< | BAAQMD PM Records This source was in compliance with applicable
Condition # 779 17 TPY Condition # requirement during this reporting period.
9156 9156 Part 4
Part 5

Opacity BAAQMD 6- | Ringelmann 1 for < 3 minutes in None N None
301 any hour

FP BAAQMD 6- | 0.15 gr/dscf None N None
310

FP BAAQMD 6- | 4.10P0.67 Ib/hr, where P is process | None N None
310 weight, ton/hr

Fuel Usage BAAQMD Natural Gas Usage < 8,600,000 BAAQMD PM Records This source was in compliance with applicable
Condition # therm/yr Condition # requirement during this reporting period.
9156 Part 8 9156 Part 8
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Tesla Motors Inc., Facility # A1438
July 1, 2012 to December 31, 2012

Major Facility Review Permit - Semiannual Monitoring Report

) Monitoring | Monitoring .
Source and Citation of ) . Monitoring Compliance
Type of Limit Limit Limit Requirement | Frequency Type Summary
Citation (P/CIN)
Toxics BAAQMD {for Truck Vehicle Line) BAAQMD P/A Records This source was in compliance with applicable
Condition # Benzene < 157 Ib/yr Condition # requirement during this reporting period. .
9156 1,4 Dioxane < 141.0 Ib/yr 9156
Part 6 Formaldehyde < 3342 Ib/yr Part 6
Methylene Chloride < 684.8 Ib/yr
Perchloroethylene < 1341.9 Ib/yr
Vinyl chloride < 2.8 Ib/yr
§$1014 - TRUCK
TorcoaT BoOTI
BAAQMD Primer Surfacer VOC < 1.80 kg/l BAAQMD PM Records N/A — Prime coat is not used at this source,
8-13-302.2 (15.0 Ib VOC/gal of applied solids) | 8-13-503
BAAQMD Topcoat VOC < 1.80 kg/1 (15.01b | BAAQMD P/M Records This source was in compliance with applicable
8-13-302.3 VOC/gal of applied solids) 8-13-503 requirement during this reporting period.
40 CFR 60 Prime Coat Operation VOC <0.17 |40 CFR 60 P/M Records N/A — Prime coat is not used at this source.
Subpart MM | kg/l of applied coating solids, when | Subpart MM )
Section Solids Turnover Ratio (Ry) > 0.16 | Section 60.393
60.392
@)X
40 CFR 60 Prime Coat Qperation VOC <0.17 {40 CFR 60 PM Records N/A - Prime coat is not used at this source.
Subpart MM | x 350 (*'*®;) kg/l of applied Subpart MM ,
Section coating solids, when Solids Section 60.393
60.392 Turnover Ratio (Ry) > 0.04 and <
(a)(2) 0.16
40 CFR 60 Prime Coat Operation VOC < 0.17 {40 CFR 60 PM Records N/A — Prime coat is not used at this source. -
Subpart MM | kg/i of applied coating selids, when | Subpart MM
Section Solids Turnover Ratio (Ry) <0.04 | Section 60.393
60.392
()3
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