Table VII - A

Facility Name: SFPP. L.P. San Jose Terminal

Applicable Limits and Compliance Monitoring Requirements
S1, S28, 829, $30, S31, S32 — LoADING RACKS, 1,2, 3,4,5,6

Permit for Facility #: A4020
Page #1

Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Compliance Status

Future Monitoring | Monitoring | Monitoring Additional Information
X 3 3 during Period:
Type | Citationof | FE Effective Requireme | Frequency Type "Continuous™;
of Limit Y/N Date Limit nt Citation | (P/C/N) "Intermittent"’; or
Limit "Not in Compliance
POC {| BAAQMD | N 9.6 g/1000 liters (0.08 § BAAQMD P/9-15 Source test, Continuous
8-33-301.1 1b/1000 gallons) 8-33-309-4; months Recordkeeping
CARB
Certification
POC BAAQMD N 01/10/2011 0.04 1b/1000 galtons BAAQMD C: P/9-15 Parametric; Continuous
8-33-301.2 8-33-309-4; months Source test;
8-33-309.13; Recordkeeping
CARB ; Notification
Certification
BAAQMD N | 01/10/2011 | < 3,000 ppm as methane || BAAQMD C,; Infrared HC Continuous
8-33-308 or 6% of the lel 8-33-308.2; | P/weekley Analyzer;
BAAQMD Recordkeeping
Condition
#7492, part
5d, and part
9
POC BAAQMD N 01/10/2011 18 in. of water column BAAQMD P/during Pressurc Continuous
8-33-309.2 8-33-309.11, product gauge;
and loading Recordkeeping
BAAQMD
Condition
#7492, part

5b




Table VI - A

Facility Name: SFPP. L.P. San Jose Terminal

Applicable Limits and Compliance Monitoring Requirements
S1, 828, 829, S30, S31, 832 — LOADING RACKS, 1,2,3,4,5,6

Permit for Facility #: A4020
Page #2

Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Compliance Status

Future Monitoring { Monitoring | Monitoring . X Additional Information
e . during Period:
Type | Citation of | FE Effective Requireme | Frequency Type "Continuous";
of Limit Y/N Date Limit nt Citation | (P/C/N) ""Intermittent"’; or
Limit "Not in Compliance"
POC SIP 8-33- Y 9.6 g/1000 liters (0.08 CARB P/ 6 months; Source test, Continuous
301. 1b/1000 gallons) Certification | throughput | Recordkeeping
limit
revision
SIP 8-33- Y 3,000 ppm as methane || BAAQMD C Infrared HC Continuous
308 and 6.8 Kg (15 pounds) || Condition Analyzer
per day #7492, part
5d, and part
9
SIP 8-33- Y 46 cm (18 in.) of water || BAAQMD P/during | Pressure gauge Continuous
309 column 8-33-309, product
and loading
BAAQMD
Condition
#7492, part
5b
40 CFR Y 35 g/1000 liters 40 CFR P/6 months Source test Continuous
60.502(b) 60.503(c)
POC 40 CFR Y Vapor-tight gasoline 40 CFR P/during Vapor Continuous
60.502(c) tank trucks 60.505(b) product tightness
loading, and documents

within 2

weeks




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020

Page #3
Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013
Table VII - A
Applicable Limits and Compliance Monitoring Requirements
S1, $28, 529, S30, S31, S32 — LOADING RACKS, 1,2,3,4,5,6
Future Monitoring | Monitoring | Monitoring C':!rfilri;nlf:r?;:t-“s Additional Information
Type || Citation of | FE Effective Requireme | Frequency Type "Continuous";
of Limit YN Date Limit nt Citation | (P/C/N) "Intermittent"; or
Limit ""Not in Compliance”
POC 40 CFR Y Vapor-tight gasoline 40 CFR P/during Vapor Continuous
60.505(e)(ii) tank trucks electronic 60.505(b) product tightness
recordkeeping loading, and | documents
within 2
weeks
40 CFR Y 1/10/2011 80 mg/liters 40 CFR P/6 months Source test Continuous
63.11088(a) 63.11092(a)
40 CFR Y 1/10/2011 Vapor-tight gasoline 40 CFR P/annual Certification Continuous
63.11088(a) tank trucks 63.11092(f) test documents
)
BAAQMD Y Continuous Monitoring [ BAAQMD P/C Infrared HC Intermittent 2 Analyzer failures. See attached
Condition Condition Analyzer reports
#7492, part #7492, part
5 5c
BAAQMD Y 200 ppm as propane BAAQMD p/C Infrared HC Continuous
Condition Condition Analyzer
#7492, part #7492, part
7 Sc
Total { BAAQMD Y 200,000 gallons/hr BAAQMD P/H Record- Continuous
materia §{ Condition Condition keeping
1 #7492, part #7492, part
through 2 4
put
limit




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - A
Applicable Limits and Compliance Monitoring Requirements
S1, $28, S29, S30, S31, S32 — LOADING RACKS, 1, 2,3, 4,5, 6

Future Monitoring | Monitoring | Monitoring Compliance Status Additional Information
during Period:
Type | Citationof | FE Effective Requireme | Frequency Type "Continuous";
of Limit Y/N Date Limit nt Citation (P/IC/N) "Intermittent"; or
Limit "Not in Compliance”
Total || BAAQMD Y 4,000,000 gallons/day BAAQMD P/D Record Continuous
materia || Condition 1,519,400,000 gallon/yr || Condition keeping
i #7492, part #7492, part
through 3 4
put
fimit
POC {| BAAQMD | Y Operating temperature | BAAQMD C Record Continuous
Condition 600 degree Fahrenheit Condition Keeping
#7492, parts #7492, parts
13, and 14 15, and 17
POC BAAQMD Y Destruction efficiency BAAQMD C Record Continuous
Condition 98.5% Condition Kecping
#7492, part #7492, parts
12 13 and 17
POC (| BAAQMD | Y Opcrating Mode BAAQMD P/Mode Record Continuous
Condition Regulation change Keeping
#7492, part 2-6-409.7
18
POC | BAAQMD | Y Al equipment associated Inspection Continuous
8-18-305 with delivery and
loading operations shall
be maintained to be leak
free, vapor tight and in
good working order.




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Applicable Limits and Compliance Monitoring Requirements

Table VII- B

S2, S5, 819, S23, S26 - STORAGE TANKS - INTERNAL FLOATING ROOF

Type | Citation of | FE Future Limit Monitoring | Monitoring Frequency Monitoring C:ilzll?ilril:nlf:rsizzt‘us Additional Information
of Limit Y/N Effective Requirement (P/C/N) Type "Continuous";
Limit Date Citation ""Intermittent"’; or

""Not in Compliance"
POC | BAAQMD N PVV set within 10% of BAAQMD | Pitwice per year at 4 to 8 Inspection Continuous
8-5-303.1 max pressure or 25.8 8-5-403 & months interval Certification
mmHg (0.5 psia) 8-5-404
POC | BAAQMD N Gasket cover <0.32 cm BAAQMD | P/twice per year at 4 to 8 Inspection Continuous
8-320.3.1 (1/8 in) gap 8-5-402.3 & months interval Certification
8-5-404
POC [ BAAQMD N Inaccessible opening no BAAQMD | PAtwice per year at 4 to 8 Inspection Continuous
8-320.3.2 visiblc gap 8-5-402.3 & months interval Certification
8-5-404
POC [ BAAQMD N Solid sampling or BAAQMD | P/twice per yearat4 to 8 Inspection Continuous
8-5-320.4.2 gauging wells in closed 8-5-402.3 & months interval Certification
position with cover, seal 8-5-404
or lid €0.32 cm (1/8 in)
POC || BAAQMD N Solid sampling or BAAQMD | P/twice per year at 4 to 8 Inspection Continuous
8-5-320.4.3 gauging wells: Gap 8-5-402.3 & months interval Certification
between well and roof 8-5-404
shall be added to gaps
measured < 1.3 cm (1/2
in)
POC BAAQMD N Slotted sampling or BAAQMD | P/twice per year at 4 to 8 Inspection Continuous
8-5-320.5.2 gauging wells inclosed || 8-5-402.2 & months interval Certification
position with cover, seal 8-5-404
orlid < 1.3 cm (1/2 in)




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - B
Applicable Limits and Compliance Monitoring Requirements
S2, 85,819, §23, 826 - STORAGE TANKS - INTERNAL FLOATING ROOF

Type || Citation of | FE Future Limit Monitoring | Monitoring Frequency Monitoring Compliance Status | 5dgitional Information
of | Limit |YN | Effective Requirement (PICIN) Type Suring Periol:
Limit Date Citation "Intermittent"; or
"Not in Compliance'
POC || BAAQMD | N Slotted sampling or BAAQMD | P/twice per year at 4 to 8 Inspection Continuous
8-5-320.5.3 gauging wells: Gap 8-5-402.2 & months interval Certification
between well and roof 8-5-404
shall be added to gaps
measured < 1.3 cm (172
in)
POC | BAAQMD Y Emergency roof drain BAAQMD | P/twice per yearat 4 to 8 Inspection Continuous
8-5-320.6 with slotted membrane 8-5-402 & months interval Certification
fabric cover > 90% 8-5-404
opening area
POC || BAAQMD | N No holes, tears or other BAAQMD | P/twice per year at 4 to 8 Inspection Continuous
8-5-321.1 openings in the primary (| 8-5-4022 & months interval Certification
seal fabric 8-5-404
POC || BAAQMD | N Primary seal metallic BAAQMD P/10 yr Inspection Continuous
8-5-321.2 shoe or liquid mounted 8-5-402.1 P/10 yr Certification
type 8-5-404
POC || BAAQMD | N Primary seal metallic BAAQMD P/10 yr Inspection Continuous
8-5-321.3 shoe extends minimum 8-5-401, P/10 yr Certification
61 cm (24 in) for 8-5-404

external floating and 18
in for internal Floating
Roof tank above liquid

surface




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - B
Applicable Limits and Compliance Monitoring Requirements
S2, 85,819, S23, 826 - STORAGE TANKS - INTERNAL FLOATING ROOF

Type j Citation of | FE Future Limit Monitoring | Monitoring Frequency Monitoring C;’:gﬁ“g“;:r?::t_“s Additional Information
of Limit Y/N Effective Requirement (P/C/N) Type "Continuous";
Limit Date Citation "*Intermittent"'; or

""Not in Compliance"
POC (| BAAQMD N Gap between shoc and BAAQMD P/10 yr Inspection Continuous
8-5-321.3.1 tank shell is no greater 8-5-401, P/10 yr Certification
than 46 cm (18 in) 8-5-404
POC (| BAAQMD [ N For welded tanks, gap BAAQMD P/10 yr Inspection Continuous
8-5-321.3.2 between tank shell and 8-5-401, P/10 yr Certification
the primary seal < 3.8 8-5-404
cm (1 1/2 in). No
continuous gap > 0.32
cm ((1/8 in) shall exceed
10% of circumference.
The cumulative length of
all seal gaps exceeding
1.3 cm (1/2 in) < 10% of
circumference and the
cumulative length of all
scal gaps exceeding 0.32
cm (1/8 in) < 40% of
circumference
POC [ BAAQMD N No holes, tears, or other BAAQMD | P/twice per ycarat4 to 8 Inspection Continuous
8-5-322.1 openings 8-5-4022 & months intcrval Certification
8-5-404
POC || BAAQMD | N Secondary seal shall BAAQMD P/10yr Inspection Continuous
8-5-322.2 allow insertion up to 3.8 8-5-402, & P/10 yr Certification
cm (1 Y4 in) in width 8-5-404




Facility Name: SFPP.

L.P. San Jose Terminal

Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Applicable Limits and Compliance Monitoring Requirements
S2, 85,519, §23, S26 - STORAGE TANKS - INTERNAL FLOATING ROOF

Table VII - B

Type | Citationof | FE Future Limit Monitoring | Monitoring Freq y Monitoring Compliance §t“t.“5 Additional Information
of Limit Y/N Effective Requirement (P/IC/N) Type ::'Igl;l:tgml:‘e:‘::ﬂ,
Limit Date Citation ""Intermittent"; or

"Not in Compliance"
POC || BAAQMD N Gap between tank shell BAAQMD P/10 yr Inspection Continuous
8-5-322.3 and the secondary scal 8-5-402, & P/10 yr Certification
shall not exceed 1.3 cm 8-5-404
(1/2 i)
POC BAAQMD N Tank > 75 m’, Tank BAAQMD P/A Source Test Continuous
8-5-328.1.1 cleaning 90% control, 8-5-502
POC concentration <
10,000 ppm
POC SIP Y PVV set within 10% of SIP P/twice per year at 4 to 8 Inspection Continuous
8-5-303.1 max pressure or 25.8 8-5-403 & months interval Certification
mmHg (0.5 psia) 8-5-404
POC SIP Y Gasket cover <0.32 cm SIP P/twice per ycar at 4 to 8 Inspection Continuous
8-320.3.1 (1/8 in) gap 8-5-402.3 & months interval Certification
8-5-404
POC SIP Y Inaccessibic opening no SIP P/twice per year at 4 to 8 Inspection Continuous
8-320.3.2 visible gap 8-5-402.3 & months interval Certification
8-5-404
POC SIp Y Solid sampling or SIp P/twice per yearat 4 to 8 Inspection Continuous
8-5-320.4.2 gauging wells inclosed || 8-5-402.3 & months interval Certification
position with cover, seal 8-5-404
or lid <0.32 cm (1/8 in)




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020

Page #9

Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Applicable Limits and Compliance Monitoring Requirements

Table VII - B

S2, 85,519, S23, S26 - STORAGE TANKS - INTERNAL FLOATING ROOF

Compliance Status

Type | Citationof | FE Future Limit Monitoring | Monitoring Frequency Monitering during Period: Additional Information
of Limit Y/N Effective Requirement (P/C/N) Type "Continuous";
Limit Date Citation "'Intermittent"’; or

"Not in Compliance”
POC Nid Y Solid sampling or SIP P/twice per year at4 to 8 Inspection Continuous
8-5-320.4.3 gauging wells: Gap 8-5-4023 & months interval Certification
between well and roof 8-5-404
shall be added to gaps
measured < 1.3 cm (1/2
in)
POC SIP Y Slotted sampling or SIP P/twice per year at 4 to 8 Inspection Continuous
8-5-320.5.2 gauging wells in closed | 8-5-402.2 & months interval Certification
position with cover, seal 8-5-404
orlid<1.3 ¢cm (1/2 in)
POC Sip Y Slotted sampling or SIP P/twice per yearat 4 to 8 Inspection Continuous
8-5-320.5.3 gauging wells: Gap 8-5-402.2 & months interval Certification
between well and roof 8-5-404
shall be added to gaps
measured < 1.3 cm (1/2
in)
POC SIP Y Emergency roof drain SIp P/twice per yearat4 to 8 Inspection Continuous
8-5-320.6 with slottcd membrane 8-5-402 & months interval Certification
fabric cover > 90% 8-5-404
opcning arca
POC SIP Y No holes, tears or other SIP P/twice per yearat 4 to 8 Inspection Continuous
8-5-321.1 openings in the primary {f 8-5-402.2 & months interval Certification
seal fabric 8-5-404




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII1 - B
Applicable Limits and Compliance Monitoring Requirements
S2, 85, S19, $23, 526 - STORAGE TANKS - INTERNAL FLOATING ROOF

Compliance Status

Type i Citation of | FE Future Limit Monitoring | Monitoring Frequency Monitoring during Period: Additional Information
of Limit Y/N Effective Requirement (P/C/N) Type "Continuous";
Limit Date Citation "Intermittent"; or
"Not in Compliance"
POC SIp Y Primary sea! metallic SIp P/10 yr Inspection Continuous
8-5-321.2 shoe or liquid mounted 8-5-402.1 P/10 yr Certification
type 8-5-404
POC SIP Y Primary scal metallic Sip P/10 yr Inspection Continuous
8-5-321.3 shoe extends minimum 8-5-401, P/10 yr Certification
61 cm (24 in) for 8-5-404
external floating and I8
in for internal Floating
Roof tank above liquid
surface
POC SIP Y Gap between shoe and SIpP P/10 yr Inspection Continuous
8-5-321.3.1 tank shell is no greater 8-5-401, P/10 yr Certification
than 46 cm (18 in) 8-5-404




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - B
Applicable Limits and Compliance Monitoring Requirements
S2,S5, 819, S23, $26 - STORAGE TANKS - INTERNAL FLOATING ROOF

Type || Citation of | FE Future Limit Monitoring | Menitoring Frequency Monitoring C‘:;::.'-’il.ia";:r?;:t-us Additional Information
of Limit YIN Effective Requirement (P/C/N) Type "Congnuous";
Limit Date Citation "' Intermittent"; or

""Not in Compliance"
POC Sip Y For welded tanks, gap SIP P/10yr Inspection Continuous
8-5-321.3.2 between tank shell and 8-5-401, P/10 yr Certification
the primary seal <3.8 8-5-404
em (1 1/2in). No
continuous gap > 0.32
cm ((1/8 in) shall exceed
10% of circumference.
The cumulative length of
all seal gaps exceeding
1.3 em (1/2 in) < 10% of
circumference and the
cumulative length of atl
seal gaps exceeding 0.32
cm (1/8 in) < 40% of
circumference
POC SIP Y No holes, tears, or other SIP | Pitwice per yearat 4 to 8 Inspection Continuous
8-5-322.1 openings 8-5-402.2 & months interval Certification
8-5-404
POC SIP Y Secondary seal shall SIP P/10 yr Inspection Continuous
8-5-322.2 allow insertion up t0 3.8 8-5-402, & P/10 yr Certification
cm (1 % in) in width 8-5-404




Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Applicable Limits and Compliance Monitoring Requirements

Table VII - B

Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020

S2, S5, 819,523, S26 - STORAGE TANKS - INTERNAL FLOATING ROOF

Page #12

Type | Citationof | FE Future Limit Monitoring | Monitoring Frequency Monitoring C%‘::’iﬁ”“;:r?::fus Additional Information
of Limit Y/N Effective Requirement (P/ICIN) Type "Contginuous";
Limit Date Citation "Intermittent’'; or

"Not in Compliance'
POC SIpP Y Gap between tank shell SIP P/10 yr Inspection Continuous
8-5-322.3 and the secondary seal 8-5-402, & P/10 yr Certification
shall not exceed 1.3 cm 8-5-404
(12 in)
POC SIP Y Tank > 75 m’, tank None N None Continuous
8-5-328.1.1 cleaning shall have
liquid balancing with <
0.5 psia
POC SIp Y Tank > 75 m’, Tank SIP P/A Source Test Continuous
8-5-328.1.2 cleaning 90% control, 8-5-502
POC concentration <
10,000 ppm
Certific | BAAQMD Submit report within 60 || BAAQMD 8- Submittal Continuous
ation 8-5-404 days of inspection or 5-404
source test
BAAQMD Y Continuous
Regulation
8, Rule 5
(amended on
10/18/06)




Facility Name: SFPP. L.P. San Jose Terminal

Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,S7,S8, 89, S10, S14, 817, S18, $20, S22, $25, 527, S34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Citationof | FE | Future Limit Monitoring Monitoring Monitoring C(:I’:r!)igznl::r?;adt-us Additional Information
Type Limit Y/N | Effective Requirement Frequency Type "Continuous";
of Date Citation (P/C/N) "Intermittent"; or
Limit "Not in Compliance"
POC || BAAQMD N PVV set within 10% of max BAAQMD P/twice per year at Inspection Continuous
8-5-303.1 pressure or 25.8 mmHg (0.5 8-5-403 & 4 to 8 months Certification
psia) 8-5-404 interval
POC BAAQMD N Tanks shall be maintained to BAAQMD P/twice per ycar at Inspection Continuous
8-5-305.6 be leak free, vapor tight and 8-5-403 & 4 to 8§ months Certification
in good working order. 8-5-404 interval
POC BAAQMD N Gasket cover £0.32 cm (1/8 BAAQMD Pitwice per year at Inspection Continuous
8-320.3.1 in) gap 8-5-4023 & 4 to 8 months Certification
8-5-404 interval
POC BAAQMD N Inaccessible opening no BAAQMD P/twice per year at Inspection Continuous
8-320.3.2 visible gap 8-5-4023 & 4 to 8 months Certification
8-5-404 intcrval
POC BAAQMD N Solid sampling or gauging BAAQMD P/twice per year at Inspection Continuous
8-5-320.4.2 wells in closed position with || 8-5-402.3 & 4 10 8 months Certification
cover, seal or lid <0.32 cm 8-5-404 interval
(1/8 in)
POC || BAAQMD | N Solid sampling or gauging BAAQMD P/twice per year at Inspection Continuous
8-5-320.4.3 wells: Gap between well and 8-5-4023 & 4 to 8 months Certification
roof shall be added to gaps 8-5-404 intcrval
measured < 1.3 cm (1/2 in)




Facility Name: SFPP. L.P. San Jose Terminal

Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Table VII1 - C
Applicable Limits and Compliance Monitoring Requirements
$3,87, S8, 89, S10, S14, S17, S18, S20, S22, 825, 827, $34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Citationof | FE | Future Limit Monitoring Monitoring Monitoring C(:!mp.lianlfe §t:fus Additional Information
Type Limit Y/N | Effective Requirement Frequency Type .-::::ﬁnue‘::;u;
of Date Citation (P/CIN) ""Intermittent"; or
Limit "Not in Compliance"
POC (| BAAQMD { N Slotted sampling or gauging BAAQMD PAwice per year at Inspection Continuous
8-5-320.5.2 wells in closed position with || 8-5-402.2 & 4 to 8 months Certification
cover, seal or lid £ 1.3 cm 8-5-404 interval
(1/2 in)
POC || BAAQMD N Slotted sampling or gauging BAAQMD P/twice per ycar at Inspection Continuous
8-5-320.5.3 welis: Gap between well and |} 8-5-402.2 & 4 to 8 months Certification
roof shall be added to gaps 8-5-404 interval
measured < 1.3 cm (1/2 in)
POC BAAQMD N Emergency roof drain with BAAQMD P/twice per year at Inspection Continuous
8-5-320.6 slotted membrane fabric cover |  8-5-402 & 4 to 8 months Certification
> 90% opening area 8-5-404 interval
POC BAAQMD N No holes, tears or other BAAQMD P/twice per year at Inspection Continuous
8-5-321.1 openings in the primary seal || 8-5-402.2 & 4 to 8 months Certification
fabric 8-5-404 interval
POC || BAAQMD | N Primary seal metallic shoe or BAAQMD P/10 yr Inspection Continuous
8-5-321.2 fiquid mounted type 8-5-402.1 P10 yr Certification
8-5-404
POC (| BAAQMD | N Primary scal mctallic shoe BAAQMD P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm (24 8-5-401, P/10 yr Certification
in) for external floating and 8-5-404
18 in for internal Floating
Roof tank above liquid
surface




Facility Name: SFPP. L.P. San Jose Terminal
Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,87, S8, 89, $10, S14,S17, S18, S20, S22, S25, $27, S$34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF
Citation of | FE | Future Limit Monitoring Monitoring Moenitoring Compliance Status Additional Information
Type Limit Y/N | Effective Requirement Frequency Type fgﬂ:ﬁ::;‘;ﬂ’
of Date Citation (P/C/IN) "Inter mittent''; or
Limit "'Not in Compliance"
POC BAAQMD N Gap between shoe and tank BAAQMD P/10 yr Inspection Continuous
8-5-321.3.1 shell is no greater than 46 cm 8-5-401, P/10 yr Certification
(18 in) 8-5-404
POC | BAAQMD | N For welded tanks, gap BAAQMD P/10 yr Inspection Continuous
8-5-321.3.2 between tank shell and the 8-5-401, P/10 yr Certification
primary seal <3.8 cm (1 1/2 8-5-404
in). No continuous gap >
0.32 cm ((1/8 in) shall exceed
10% of circumference. The
cumulative length of all seal
gaps exceeding 1.3 cm (1/2
in) < 10% of circumference
and the cumulative length of
all seal gaps exceeding 0.32
cm (1/8 in) <40% of
circumference
POC BAAQMD N No holes, tears, or other BAAQM PAwice per year at Inspection Continuous
8-5-322.1 openings 8-5-402.2 & 4 to 8 months Certification
8-5-404 interval
POC | BAAQMD N Secondary seal shall allow BAAQMD Inspection Continuous
8-5-322.2 insertion upto 3.8 cm (1 %2 in){ 8-5-402, & P/10 yr Certification
in width 8-5-404 P/0 yr




Facility Name: SFPP. L.P. San Jose Terminal

Permit for Facility #: A4020
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,57,S8, S9, 10, S14, 817, S18, S20, S22, $25, S27, $34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Compliance Status

Citationof | FE | Future Limit Monitoring Monitoring Monitoring Additional Information
during Period:
Type Limit Y/N | Effective Requirement Frequency Type "Continuous";
of Date Citation (P/C/N) "Intermittent"; or
Limit "Not in Compliance"
POC || BAAQMD | N Gap between tank shell and BAAQMD Inspection Continuous
8-5-322.3 the secondary seal shall not 8-5-402, & P/1O yr Certification
exceed 1.3 cm (1/2 in) 8-5-404 P/10 yr
POC BAAQMD N Tank > 75 m’, Tank cleaning BAAQMD P/A Source Test Continuous
8-5-328.1.1 90% control, POC 8-5-502
concentration < 10,000 ppm
POC SIP Y PVV set within 10% of max SIP P/twice per year at Inspection Continuous
8-5-303.1 pressure or 25.8 mmHg (0.5 8-5-403 & 4 to 8 months Certification
psia) 8-5-404 interval
SIp Y Viewport Requirements Inspection Continuous
8-5-305.3
POC SIP Y Gasket cover < 0.32 cm (1/8 SIP P/twice per year at Inspection Continuous
8-320.3.1 in) gap 8-5-4023 & 4 to 8 months Certification
8-5-404 interval
POC SIP Y Inaccessible opening no SIP P/twice per year at Inspection Continuous
8-3203.2 visible gap 8-5-402.3 & 4 to 8 months Certification
8-5-404 interval
POC SIp Y Solid sampling or gauging SIP P/twice per year at Inspection Continuous
8-5-320.4.2 wells in closed position with || 8-5-402.3 & 4 to 8 months Certification
cover, seal or lid <0.32 cm 8-5-404 interval
(1/8 in)
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,S7,S8, S9, S10, S14, $17, S18, 520, S22, S25, S27, S34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Citation of | FE | Future Limit Monitoring Monitoring Monitoring C(;mglian;e ?";‘lt'“s Additional Information
Type Limit Y/N | Effective Requirement Frequency Type ug::zn:;z";
of Date Citation (P/CIN) ""Intermittent"; or
Limit ""Not in Compliance"
POC SIP Y Solid sampling or gauging SIP Pitwice per year at Inspection Continuous
8-5-320.4.3 wells: Gap between well and 8-5-4023 & 4 to 8 months Certification
roof shall be added to gaps 8-5-404 interval
measurcd < 1.3 cm (1/2 in)
POC SIP Y Slotted sampling or gauging SIP P/twice per year at Inspection Continuous
8-5-320.5.2 wells in closed position with || 8-5-402.2 & 4 to 8 months Certification
cover, seal or lid < 1.3 cm 8-5-404 interval
(172 in)
POC SIp Y Slotted sampling or gauging SIP P/twice per year at Inspection Continuous
8-5-320.5.3 wells: Gap between well and || 8-5-402.2 & 4 to 8 months Certification
roof shall be added to gaps 8-5-404 interval
measured < 1.3 cm (1/2 in)
POC SIP Y Emergency roof drain with SIP P/twice per year at Inspection Continuous
8-5-320.6 slotted membrane fabric cover || 8-5-402 & 4 to 8 months Certification
> 90% opening area 8-5-404 interval
POC SIP Y No holes, tears or other SIP P/twice per year at Inspection Continuous
8-5-321.1 openings in the primary seal 8-5-402.2 & 4 to 8 months Certification
fabric 8-5-404 interval
POC SIP Y Primary seal metallic shoe or SIP P/10 yr Inspection Continuous
8-5-321.2 liquid mounted type 8-5-402.1 P/10 yr Certification
8-5-404
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Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,87,S8, 89, 810, S14, S17, 18, $20, S22, S25, $27, $34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Compliance Status

Citationof | FE Future Limit Monitoring Monitoring Monitoring during Period: Additional Information
Type Limit Y/N | Effective Requirement Frequency Type "Continuous™;
of Date Citation (P/IC/N) "Intermittent"’; or
Limit *"Not in Compliance”
POC SIP Y Primary seal metallic shoe SIP P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm (24 8-5-401, P/10 yr Certification
in) for external floating and 8-5-404
18 in for internal Floating
Roof tank above liquid
surface
POC SIP Y Gap between shoe and tank Sip P/10 yr Inspection Continuous
8-5-321.3.1 shell is no greater than 46 cm 8-5-401, P10 yr Certification
(18 in) 8-5-404
POC SIp Y For welded tanks, gap SIp P/10 yr Inspection Continuous
8-5-321.3.2 between tank shell and the 8-5-401, P/10 yr Certification
primary seal <3.8 cm (1 1/2 8-5-404

in). No continuous gap >
0.32 cm ((1/8 in) shall exceed
10% of circumference. The
cumulative length of all scal
gaps exceeding 1.3 cm (1/2
in) < 10% of circumference
and the cumulative length of
all seal gaps exceeding 0.32
cm (1/8 in) < 40% of

circumference




Facility Name: SFPP. L.P. San Jose Terminal

Permit for Facility #: A4020
Page #19

Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31, 2013

Table VII - C
Applicable Limits and Compliance Monitoring Requirements
$3,87, S8, 89, S10, S14, S17, S18, $20, S22, $25, 527, 8§34, S35 - STORAGE TANKS-INTERNAL FLOATING ROOF

Citation of | FE | Future Limit Monitoring Monitoring Monitoring Compliance Status Additional Information
Type Limit Y/N | Effective Requirement Frequency Type gg:: 5 ::Ie;:l:g:
of Date Citation (P/C/N) "'Intermittent"’; or
Limit "Not in Compliance"
POC SIP Y No holes, tears, or other SIP Phtwice per year at Inspection Continuous
8-5-322.1 openings 8-5-4022 & 4 to 8 months Certification
8-5-404 interval
POC Sip Y Secondary scal shall allow SIP P/10 yr Inspection Continuous
8-5-322.2 insertionup to 3.8 cm (1 %2 in) || 8-5-402, & P/10 yr Certification
in width 8-5-404
POC SIP Y Gap between tank sheli and SIP P/10 yr Inspection Continuous
8-5-322.3 the secondary seal shall not 8-5-402, & P/10 yr Certification
exceed 1.3 cm (1/2 in) 8-5-404
POC SIP Y Tank > 75 m’, tank cleaning None N None Continuous
8-5-328.1.1 shall have liquid balancing
with <0.5 psia
POC SIp Y Tank > 75 m®, Tank cleaning SIP P/A Source Test Continuous
8-5-328.1.2 90% control, POC 8-5-502
concentration < 10,000 ppm
Certific | BAAQMD Submit report within 60 days || BAAQMD 8- Submittal Continuous
ation 8-5-404 of inspection or source test 5-404
BAAQMD Y Continuous
Regulation
8, Rule 5§

(amended on

10/18/06)
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Applicable Limits and Compliance Monitoring Requirements

Table VII - D

S6,S13, 816, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type || Citationof | FE Future Limit Monitoring Monitoring Monitoring S(t::t':sp:ii::ic:g Additional Information
of Limit Y/N | Effective Requirement Frequency Type Period:
Limit Date Citation (P/ICIN) "Continuous";
"Intermittent’
; or "Not in
Compliance”
POC || BAAQMD N PVV set within 10% of max BAAQMD P/twice per year Inspection Continuous
8-5-303.1 pressure or 25.8 mmHg (0.5 psia) 8-5-403 & at 4 to 8 months Certification
8-5-404 interval
BAAQMD N Viewport Requirements Inspection Continuous
8-5-305.3
POC || BAAQMD N Gasket cover <0.32 ¢cm (1/8 in) BAAQMD P/twice per year Inspection Continuous
8-320.3.1 gap 8-5-402.3 & | at4to 8 months Certification
8-5-404 interval
POC [} BAAQMD N Inaccessible opening no visible BAAQMD P/twice per year Inspection Continuous
8-320.3.2 gap 8-5-402.3 & | at4to 8 months Certification
8-5-404 interval
POC || BAAQMD N Solid sampling or gauging wells BAAQMD P/twice per year Inspection Continuous
8-5-320.4.2 in closed position with cover, 8-5-402.3 & | at 4 to 8 months Certification
seal or lid <0.32 cm (1/8 in) 8-5-404 interval
POC { BAAQMD N Solid sampling or gauging wells: BAAQMD P/twice per year Inspection Continuous
8-5-320.4.3 Gap between well and roof shall || 8-5-402.3 & | at4 to 8 months Certification
be added to gaps measured < 1.3 8-5-404 interval

cm (1/2 in)
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Table VIL - D
Applicable Limits and Compliance Monitoring Requirements
S6, 813, 816, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type || Citationof | FE Future Limit Monitoring Monitoring Monitoring S(t::tl:::::ic:g Additional Information
of Limit Y/N | Effective Requirement Frequency Type Period:
Limit Date Citation (P/IC/N) "Continuous';
"Intermittent"
; or "Not in
Compliance"
POC | BAAQMD N Slotted sampling or gauging BAAQMD P/twice per year Inspection Continuous
8-5-320.5.2 wells in closcd position with 8-5-402.2 & at 4 to 8 months Certification
cover, seal or lid < 1.3 cm (1/2 8-5-404 interval
in)
POC || BAAQMD N Siotted sampling or gauging BAAQMD P/twice per year Inspection Continuous
8-5-320.5.3 wells: Gap between well and roof || 8-5-402.2 & at 4 10 8 months Certification
shall be added to gaps measured 8-5-404 interval
<13 cm (1/2in)
POC || BAAQMD N Emergency roof drain with BAAQMD P/twice per year Inspection Continuous
8-5-320.6 slotted membrane fabric cover > 8-5-402 & at 4 to 8 months Certification
90% opening area 8-5-404 interval
POC (| BAAQMD N No holes, tears or other opcnings BAAQMD P/twice per year Inspection Continuous
8-5-321.1 in the primary seal fabric 8-5-402.2 & at 4 to 8 months Certification
8-5-404 interval
POC § BAAQMD N Primary seal metallic shoe or BAAQMD P/10 yr Inspection Continuous
8-5-321.2 liquid mounted type 8-5-402.1 P/10 yr Certification
8-5-404
POC (| BAAQMD N Primary seal metallic shoe BAAQMD P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm (24 in) 8-5-401, P/10 yr Certification
for external floating and 18 in for 8-5-404
internal Floating Roof tank above
liquid surface
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Applicable Limits and Compliance Monitoring Requirements

Table VII - D

S6, 813, S16, 521 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type | Citationof | FE Future Limit Monitoring Monitoring Monitoring Compliance Additional Information
of Limit Y/N | Effective Requirement Frequency Type Sta::z:.’::mg
Limit Date Citation (P/IC/N) "Continuous'';
"Intermittent"
; or "Not in
Compliance"
POC || BAAQMD N Gap between shoe and tank shell BAAQMD P/10 yr Inspection Continuous
§8-5-321.3.1 is no greater than 46 cm (18 in) 8-5-401, P/10 yr Certification
8-5-404
POC { BAAQMD Y 10-year Inspection BAAQMD P/10 yr Inspection Continuous
8-5-402.1 8-5-404 P/10 yr
Certifi §{ BAAQMD Submit report within 60 days of || BAAQMD 8- Submittal Continuous
cation 8-5-404 inspection or source test 5-404
POC || BAAQMD N For welded tanks, gap between BAAQMD P/10 yr Inspection Continuous
8-5-321.3.2 tank shell and the primary seal < 8-5-401, P/10yr Certification
3.8 cm (1 1/2 in). No continuous 8-5- 404
gap > 0.32 cm ((1/8 in) shall
cexceed 10% of circumference.
The cumulative length of all seal
gaps cxceeding 1.3 cm (1/2 in) <
10% of circumference and the
cumulative length of all seal gaps
exceeding 0.32 cm (1/8 in) <
40% of circumference
POC || BAAQMD N Tank > 75 m’, Tank cleaning BAAQMD P/A Source Test Continuous
8-5-328.1.1 90% control, POC concentration 8-5-502

< 10,000 ppm
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Applicable Limits and Compliance Monitoring Requirements
S6, 513,516, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Table VII - D

Type || Citationof | FE Future Limit Monitoring Monitoring Monitoring Sf:::sp:iii:ic:g Additional Information
of Limit Y/N | Effective Requirement Frequency Type Period:
Limit Date Citation (P/CIN) "*Continuous";
"Intermittent”
; or "Not in
Compliance”
POC SIP Y PVV set within 10% of max Sip P/twice per year Inspection Continuous
8-5-303.1 pressure or 25.8 mmHg (0.5 psia) 8-5-403 & at 4 to 8 months Certification
8-5-404 interval
SIP Y Viewport Requirements Inspection Continuous
8-5-305.3
POC SIP Y Gasket cover < 0.32 cm (1/8 in) SIP P/twice per year Inspection Continuous
8-320.3.1 gap 8-5-402.3 & | at4to 8 months Certification
8-5-404 interval
POC SIP Y Inaccessible opening no visible SIP P/twice per year Inspection Continuous
8-320.3.2 gap 8-5-402.3 & | at4to 8 months Certification
8-5-404 interval
POC SIP Y Solid sampling or gauging wells SIP P/twice per year Inspection Continuous
8-5-320.4.2 in closed position with cover, 8-5-402.3 & | at4 to 8 months Certification
seal or lid <0.32 cm (1/8 in) 8-5-404 interval
POC SIP Y Solid sampling or gauging wells: SIP P/twice per year Inspection Continuous
8-5-320.4.3 Gap betwcen well and roof shail {| 8-5-402.3 & | at4 to 8 months Certification
be added to gaps measured < 1.3 8-5-404 interval
cm (1/2 in)
POC SIP Y Slotted sampling or gauging SIP P/twice per year Inspection Continuous
8-5-320.5.2 wells in closed position with 8-5-402.2 & | at4to 8 months Certification
cover, seal or lid < 1.3 cm (172 8-5-404 interval

in)
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Applicable Limits and Compliance Monitoring Requirements

Table VII -D

S6,S13, 816, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type || Citationof | FE Future Limit Monitoring Monitoring Monitoring sf:t:':’gz:‘::g Additional Information
of Limit Y/N | Effective Requirement Frequency Type Period:
Limit Date Citation (P/IC/IN) "Continuous'';
"Intermittent”
s or "Notin
Compliance”
POC SIP Y Slotted sampling or gauging SIp P/twice per year Inspection Continuous
8-5-320.5.3 wells: Gap between well and roof || 8-5-402.2 & | at 4 to 8 months Certification
shall be added to gaps mcasured 8-5-404 interval
<1.3 cm (1/2 in)
POC Sip Y Emergency roof drain with Sip P/twice per year Inspection Continuous
8-5-320.6 slotted membrane fabric cover > 8-5-402 & at 4 to 8 months Certification
90% opening area 8-5-404 interval
POC SIP Y No holes, tears or other openings SIP P/twice per year Inspection Continuous
8-5-321.1 in the primary seat fabric 8-5-402.2 & | at4to 8 months Certification
8-5-404 interval
POC SIP Y Primary seal metallic shoe or SIP P/10yr Inspection Continuous
8-5-321.2 liquid mounted type 8-5-402.1 P/10yr Certification
8-5-404
POC SIP Y Primary seal metallic shoe SIP P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm (24 in) 8-5-401, P/10 yr Certification
for external floating and 18 in for 8-5-404
internal Floating Roof tank above
liquid surface
POC SIp Y Gap between shoc and tank shell Sip P/10 yr Inspection Continuous
8-5-321.3.1 is no greater than 46 cm (18 in) 8-5-401, P/10 yr Certification

8-5-404
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Table VII-D
Applicable Limits and Compliance Monitoring Requirements

S6, S13, S16, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type || Citationof | FE Future Limit Monitoring Monitoring Monitoring S(t::tr:s?:ii::ic:g Additional Information
of Limit Y/N | Effective Requirement Frequency Type Period:
Limit Date Citation (PIC/N) "Continuous";
“Intermittent”
s or "Not in
Compliance”
POC Sip Y For welded tanks, gap between SIp P/10 yr Inspection Continuous
8-5-321.3.2 tank shell and the primary seal < 8-5-401, P/10 yr Certification
3.8 cm (1 172 in). No continuous 8-5- 404
gap > 0.32 cm ((1/8 in) shall
exceed 10% of circumference.
The cumulative length of ail seal
gaps exceeding 1.3 cm (1/2 in) <
10% of circumference and the
cumulative length of all seal gaps
exceeding 0.32 cm (1/8 in) <
40% of circumfercnce
POC SIP Y Tank > 75 m’, tank cleaning shall None N None Continuous
8-5-328.1.1 have liquid balancing with < 0.5
psia
POC SiP Y Tank > 75 m®, Tank cleaning SIP P/A Source Test Continuous
8-5-328.1.2 90% control, POC concentration 8-5-502
< 10,000 ppm
POC 40 cfr Y 1/10/2011 40 cfr P/E,1orSor10 Visual
63.11087 (a) 63.11092(e)(1) yrs Inspection,
Recordkeeping
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Table VII - D
Applicable Limits and Compliance Monitoring Requirements
S6, 513,516, S21 - STORAGE TANKS-INTERNAL FLOATING ROOF

Type | Citationof | FE Future Limit Monitoring Monitoring Monitoring Sfotmpganfe Additional Information
atus durin
of Limit Y/N | Effective Requirement Frequency Type Period: ¢
Limit Date Citation (PIC/N) "Continuous";
"Intermittent"
; or "Notin
Compliance"
BAAQMD Y Continuous
Regulation
8, Rule 5
(amended on
10/18/06)
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Table VII-E
Applicable Limits and Compliance Monitoring Requirements
S12 - STORAGE TANK — INTERNAL FLOATING ROOF
Type | Citationof | FE | Future Limit Monitoring Monitoring Monitoring | Compliance Status Additional Information
of Limit Y/N | Effective Requirement Frequency Type gr:::g;e:;zg,
Limit Date Citation (P/IC/N) "Intermittent"; or
""Not in Compliance"
POC || BAAQMD | N PVYV set within 10% of BAAQMD P/twice per year at Inspcction Continuous
8-5-303.1 max pressurc or 25.8 8-5-403 & 4 to 8 months Certification
mmHg (0.5 psia) §-5-404 interval
POC || BAAQMD N Gasket cover £ 0.32 cm BAAQMD P/twice per ycar at Inspection Continuous
8-320.3.1 (1/8 in) gap 8-5-402.3 & 4 to 8 months Certification
8-5-404 interval
POC BAAQMD N Inaccessible opening no BAAQMD P/twice per year at Inspection Continuous
8-320.3.2 visible gap 8-5-4023 & 4 to 8 months Certification
8-5-404 interval
POC BAAQMD N Solid sampling or gauging BAAQMD P/twice per year at Inspection Continuous
8-5-320.4.2 wells in closed position 8-5-4023 & 4 to 8 months Certification
with cover, seal or lid < 8-5-404 interval
0.32 cm (1/8 in)
POC || BAAQMD | N Solid sampling or gauging BAAQMD P/twice per year at Inspection Continuous
8-5-320.4.3 wells: Gap between well 8-5-402.3 & 4 to 8 months Certification
and roof shail be added to 8-5-404 interval
gaps measured < 1.3 cm
(1/2 in)
POC BAAQMD N Slotted sampling or BAAQMD P/twice per ycar at Inspection Continuous
8-5-320.5.2 gauging wells in closed 8-5-402.2 & 4 to 8 months Certification
position with cover, seal or 8-5-404 interval
lid <1.3 cm (1/2 in)
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S12 - STORAGE TANK — INTERNAL FLOATING ROOF

Table VII-E
Applicable Limits and Compliance Monitoring Requirements

Type | Citationof | FE | Future Limit Monitoring Monitoring Monitoring C‘:i':lf_’i:i“;“l‘::r?;‘(’;‘“s Additional Information
of Limit Y/N | Effective Requirement Frequency Type "Continuous";
Limit Date Citation (P/C/N) "Intermittent"; or
""Not in Compliance"
POC BAAQMD N Slotted sampling or BAAQMD P/twice per year at Inspection Contintous
8-5-320.5.3 gauging wells: Gap 8-5-402.2 & 4 to 8 months Certification
between well and roof shall 8-5-404 interval
be added to gaps measured
| <13 cm(1/2in)
‘ POC | BAAQMD N Emergency roof drain with BAAQMD Pltwice per year at Inspection Continuous
8-5-320.6 slotted membranc fabric 8-5-402 & 4 to 8 months Certification
cover > 90% opcning area 8-5-404 interval
POC j| BAAQMD [ N No holes, tears or other BAAQMD P/twicc per year at Inspection Continuous
| 8-5-321.1 openings in the primary 8-5-402.2 & 4 to 8 months Certification
i seal fabric 8-5-404 interval
1 POC || BAAQMD N Primary seal metallic shoe BAAQMD P/10 yr Inspection Continuous
‘ 8-5-321.2 or liquid mounted type 8-5-402.1 P/10 yr Certification
8-5-404
POC | BAAQMD N Primary seal metallic shoe BAAQMD P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm 8-5-401, P/10 yr Certification
(24 in) for external floating 8-5-404
and 18 in for internal
Floating Roof tank above
liquid surface
POC BAAQMD N Gap between shoe and tank | BAAQMD P/10 yr Inspection Continuous
8-5-321.3.1 shell is no greater than 46 8-5-401, P/10 yr Certification
cm (18 in) 8-5-404
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Table VII-E
Applicable Limits and Compliance Monitoring Requirements
S12 - STORAGE TANK — INTERNAL FLOATING ROOF
Type | Citationof | FE | Future Limit Monitoring Monitoring Monitoring | Compliance Status Additional Information
of Limit Y/N | Effective Requirement Frequency Type fg’:ﬁn':fo':;f’.,
Limit Date Citation (P/C/N) "Intermittent"'; or
""Not in Compliance"
POC BAAQMD N For welded tanks, gap BAAQMD P/10 yr Inspection Continuous
8-5-321.3.2 between tank shell and the 8-5-401, P/10 yr Certification
primary seal <3.8 cm (1 8-5-404

1/2 in). No continuous gap
>0.32 cm ((1/8 in) shall
exceed 10% of
circumference. The
curnulative length of all
seal gaps exceeding 1.3 cm
(1/2 in) < 10% of
circumference and the
cumulative length of all
seal gaps exceeding 0.32
cm (1/8 in) < 40% of

circumference
POC BAAQMD N Tank > 75 m’, Tank BAAQMD P/A Source Test Continuous
8-5-328.1.1 cleaning 90% control, POC 8-5-502
concentration < 10,000
ppm
POC SIP Y PVV set within 10% of SIP P/twice per year at Inspection Continuous
8-5-303.1 max pressure or 25.8 8-5-403 & 4 to 8 months Certification

mmHg (0.5 psia) 8-5-404 interval
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Table VII - E
Applicable Limits and Compliance Monitoring Requirements
$12 - STORAGE TANK — INTERNAL FLOATING ROOF

Type || Citationof | FE | Future Limit Monitoring Monitoring Monitoring C‘;’:riﬁ‘;";:rsi;;fus Additional Information
of Limit Y/N | Effective Requirement Frequency Type "Continuous';
Limit Date Citation (PIC/N) "Intermittent’; or

"Not in Compliance"
POC Sip Y Gasket cover £0.32 cm SIp P/twice per year at Inspection Continuous
8-320.3.1 (1/8 in) gap 8-5-4023 & 4 to 8 months Certification
8-5-404 interval
POC Sip Y Inaccessible opening no SIP P/twice per year at Inspection Continuous
8-320.3.2 visible gap 8-5-402.3 & 4 to 8 months Certification
8-5-404 interval
POC Sip Y Solid sampling or gauging SIp P/twice per year at Inspection Continuous
8-5-320.4.2 wells in closed position 8-5-4023 & 4 to 8 months Certification
with cover, seal or lid < 8-5-404 interval
0.32 cm (1/8 in)
POC SIp Y Solid sampling or gauging SIP P/twice per ycar at Inspection Continuous
8-5-320.4.3 wells: Gap between well 8-5-402.3 & 4 to 8 months Certification
and roof shall be added to 8-5-404 interval
gaps measurcd < 1.3 cm
(172 in)
POC Sip Y Stotted sampling or SIP P/twice per year at Inspection Continuous
8-5-320.5.2 gauging wells in closed 8-5-4022 & 4 to 8 months Certification
position with cover, seal or 8-5-404 interval
lid < 1.3 cm (1/2 in)
POC SIp Y Slotted sampling or SIp P/twice per year at Inspection Continuous
8-5-320.5.3 gauging wells: Gap 8-5-402.2 & 4 to 8 months Certification
between well and roof shail 8-5-404 interval
be added to gaps mcasured
<13 cm (1/2 in)
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S12 - STORAGE TANK — INTERNAL FLOATING ROOF

Table VII-E
Applicable Limits and Compliance Monitoring Requirements

Compliance Status

Type || Citationof | FE | Future Limit Monitoring Monitoring Monitoring during Period: Additional Information
of Limit Y/N | Effective Requirement Frequency Type "Continuous";
Limit Date Citation (PIC/N) "Intermittent'; or

*'Not in Compliance"
POC SIP Y Emergency roof drain with SIP P/twice per year at Inspection Continuous
8-5-320.6 stotted membranc fabric 8-5-402 & 4 to 8 months Certification
cover > 90% opcning area 8-5-404 interval
POC SIp Y No holes, tears or other SIp P/twice per year at Inspection Continuous
8-5-321.1 openings in the primary 8-5-4022 & 4 to 8 months Certification
seal fabric 8-5-404 interval
POC SIP Y Primary seai metailic shoe SIP P/10 yr Inspection Continuous
8-5-321.2 or liquid mounted type 8-5-402.1 P/10 yr Certification
8-5-404
POC SIp Y Primary seal metailic shoc SIP P/10 yr Inspection Continuous
8-5-321.3 extends minimum 61 cm 8-5-401, P/10 yr Certification
(24 in) for external floating 8-5-404
and 18 in for internal
Floating Roof tank above
liquid surface
POC SIP Y Gap between shoe and tank SIP P/10 yr Inspection Continuous
8-5-321.3.1 shell is no greater than 46 8-5-401, P/10 yr Certification
cm (18 in) 8-5-404
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Table VII-E
Applicable Limits and Compliance Monitoring Requirements
S12 - STORAGE TANK — INTERNAL FLOATING ROOF
Type }j Citationof | FE | Future Limit Monitoring Monitering Monitoring | Compliance §tat.us Additional Information
of Limit Y/N | Effective Requirement Frequency Type gg::ﬁ:ﬁ:‘:;g‘
Limit Date Citation (P/CIN) "Intermittent"; or
"'Not in Compliance"
POC SIP Y For welded tanks, gap SIP P/10 yr Inspection Continuous
8-5-3213.2 between tank shell and the 8-5-401, P/10 yr Certification
primary seal <3.8 ecm (1 8-5- 404
1/2 in). No continuous gap
>0.32 cm ((1/8 in) shall
exceed 10% of
circumference. The
cumulative length of all
seal gaps exceeding 1.3 cm
(1/2 in) < 10% of
circumference and the
cumulative fength of al
seal gaps exceeding 0.32
cm (1/8 in) <40% of
circumference
POC SIp Y Tank > 75 m®, tank None N None Continuous
8-5-328.1.1 cleaning shall have liquid
balancing with < 0.5 psia
POC SIP Y Tank > 75 m®, Tank Sip P/A Source Test Continuous
8-5-328.1.2 cleaning 90% control, POC 8-5-502
concentration < 10,000
ppm




Facility Name: SFPP. L.P. San Jose Terminal

Permit for Facility #: A4020
Page #33

Title V Semi-Annual Monitoring Verification Report for Period May 1, 2013 through October 31,2013

Table

VII-E

Applicable Limits and Compliance Monitoring Requirements

$12 - STORAGE TANK — INTERNAL FLOATING ROOF

Type || Citationof | FE | Future Limit Monitoring Monitoring Monitoring C““‘P_li"‘““ ?t“t“s Additional Information

of Limit Y/N | Effective Requirement Frequency Type gé?:ﬁ:f;::f’.,
Limit Date Citation (P/C/N) "'Intermittent"; or

""Not in Compliance"
POC 40 cfr Y | 1/10/2011 40 cfr P/E, 1 or5or10yrs Visual
63.11087 (a) 63.11092(e)(1) Inspection,
Recordkeeping

Ethanol | BAAQMD | Y 5.04 MM gallons/yr BAAQMD P/M Recordkeeping Continuous
through || Condition Condition

-put || #5406, part #5406, part 2

limit 1
Certific | BAAQMD Submit report within 60 BAAQMD 8- Submittal Continuous

ation 8-5-404 days of inspection or 5-404

source test
BAAQMD Y Continuous
Regulation
8, Rule §
(amended on
10/18/06)
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Table VII - F
Applicable Limits and Compliance Monitoring Requirements
S33, S40 - STORAGE TANKS-INTERNAL FLOATING ROOQF

Compliance Status

Type of Citation of FE Future Limit Monitoring | Monitering Monitoring > > Additional Information
Limit Limit Y/N | Effective Requirement | Frequency Type gg?:ﬁ;e:l:zﬂ,
Date Citation (PIC/N) "Intermittent"; or
"Not in Compliance"
POC 40 CFR Y 40 CFR P/E Initial Report Continuous
60.112b(a)(1) 60.115b(a)
(¢)]
POC 40 CFR 40 CFR P/E Visual Continuous
60.113b(a)(1) 60.115b(a) Inspection,
) Record
keeping
POC BAAQMD N PVYV set within 10% of max BAAQMD | Pitwice per Inspection Continuous
8-5-303.1 pressure or 25.8 mmHg (0.5 psia) || 8-5-403 & | yearat4to | Certification
8-5-404 8 months
interval
BAAQMD N Viewport Requirements Inspection Continuous
8-5-305.3
POC BAAQMD 8- N Gasket cover < 0.32 cm (1/8 in) BAAQMD | P/itwice per Inspection Continuous
320.3.1 gap 8-5-402.3 & | yearat4to | Certification
8-5-404 8 months
interval
POC BAAQMD 8- | N Inaccessiblc opening no visible BAAQMD | Pftwice per Inspection Continuous
320.3.2 gap 8-5-402.3 & | yearat4to | Certification
8-5-404 8 months

interval
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Table VII-F
Applicable Limits and Compliance Monitoring Requirements
$33, S40 - STORAGE TANKS-INTERNAL FLOATING ROOF

Compliance Status

Type of Citation of FE Future Limit Monitoring | Monitoring Monitoring Additional Information
during Period:
Limit Limit Y/N | Effective Requirement | Frequency Type "Continuous";
Date Citation (P/C/N) "'Intermittent”’; or
""Not in Compliance"
POC BAAQMDS§- | N Solid sampling or gauging wells | BAAQMD | P/twice per Inspection Continuous
5-320.4.2 in closed position with cover, seal |} 8-5-402.3 &} yearat4to } Centification
or 1id £0.32 cm (1/8 in) 8-5-404 8 months
interval
POC BAAQMD 8- N Solid sampling or gauging wells: | BAAQMD | P/twice per Inspection Continuous
5-320.4.3 Gap between well and roof shall be | 8-5-402.3 & | yearat4 to | Certification
added to gaps measured < 1.3 ¢m 8-5-404 8 months
(172 in) interval
POC BAAQMD 8- | N Slotted sampling or gauging wells | BAAQMD | P/twice per Inspection Continuous
5-320.5.2 in closed position with cover, scal || 8-5-402.2& | yearat4to | Certification
orlid < 1.3 cm (1/2 in) 8-5-404 8 months
interval
POC BAAQMD 8- | N Slotted sampling or gauging wells: | BAAQMD { P/twice per Inspection Continuous
5-320.5.3 Gap between well and roof shall be || 8-5-402.2 & | yearatdto | Certification
added to gaps measured < 1.3 cm 8-5-404 8 months
(1/2 in) interval
POC BAAQMD 8- | N Emergency roof drain with slotted || BAAQMD | P/twice per Inspection Continuous
5-320.6 membrane fabric cover > 90% 8-5-402 & | yearat4to | Certification
opening area 8-5-404 8 months
interval
POC BAAQMD 8- | N No holes, tears or other openings || BAAQMD | P/twice per Inspection Continuous
5-321.1 in the primary seal fabric 8-5-402.2 & | yearat4to | Certification
8-5-404 8 months

interval






























































































