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BAAQMD Title V Permit 
6 Month Monitoring Report 

A0016 Ph~llips 66 Company=San Francisco· Refinery 
Facility Addrdss: · · · · · · · - · 

I . 
1380 San Pablo Ave -------.--------- - 

··Malling Address: 
1380 San Pablp Ave 

City: _8.odeo-'--- 
State: CA I -------~ 

Zip Code: .2_4572- _ 

City: Rod~------ _ 
State:~CA~- 

. Zip Code: 94572- _ 

Contact: Brent Eastep __ Title; Environmental Engineer _ Phone .(5J.PJ.245-4672 

Inoperable monitors as defined by BAAQMD Regulations 1-522 and 1-523 for ilte reporting period are summarized below: 

12/2/2016 

Stopped 

12/4/2016 

Deviation# .. Source (S#) 

10 

Abatement 
_. Device (A#) . 

Emission 
_Point (P#) · Started 

~ 008-17 

I Fuel Opacity/ 
CtM GLM Gas Parametric NOx S02 CO H2S TRS NI-13 02 CO2 H20 LTA Lead Steam 
~DD D l~[IOO 001100 D CJD 

Wind Gauge 
Flow Wind Dir. Speed pH Temp. VOC. Press. 

oo noooo 
r~round I :30 pm on I 2/2n 6 the NOx analyzer at U240 £3-10 I began giving erratic readings. After repairs, the analyzer was recalibrated and put back in 
s~rvice at approximately 6:30 am on 12/4/16. The analyzer was down for more than 24 hours. 

Event Description: 

--·--· --- ---· ---- - -·-··· - --· 

12/3/2016 12/5/2016 ~ 007-17 354 

CEM GLM 
jQ 0 

fuel Opacity/ 
Gas Parametric NOx S02 CO H2S TRS NH3 02 CO2 H20 LTA 
DO 000000000 D 

Lead Steam 
0 D 

Wind Gauge 
Flow Wind Dir. Speed pH Temp. VOC. Press. 

OD DODOO 

Event Description: ihe NOx analyzer at SPP C began giving erratic readings around 3:30 am on 12/3/ 16. Upon invesrigastion the sample system and analyzer were found to 
bf plugged. The a~aJ_zer was repaired and back in ser~ice at_app~o~~ate_~_.1_1 :-~-0 am on 12/5/16, resulti1:~~n -~~er 24 hours ofinpoerat'.on. _ 
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Started 

12/21/2016 

Stopped 

12/21/2016 

Deviation ti Source (S#)_ 

336 

Abatement 
Device (A#) 

2) 006-17 

Wind 
Speed 

D 

Emission 
Point {Pt/) 

Gauge 
pH Temp. VOC. Press. 
D D 1· .. J D 

. ---- --------- 

Fuel Opacity/ 
CEM GLM Gas Parametric NOx S02 CO H2S TRS NH3 02 CO2 H20 LTA 
DD O ~ OODDDD~DD D 

Lead Steam Flow Wind Dir. 
D D D D 

Event Description: U23 I B-104 02 analyzer began giving false readings at around 2:30 am on 12/20. The analyzer was recalibrated and put back in service at 8:30 am on 
12/21, resulting in over 24 hours of inoperation. 
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