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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

NOx BAAQMD  

9-9-301.1.3 

N  9 ppmv @ 15% O2, 

dry 

BAAQMD 

9-9-501 and 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

NOx BAAQMD  

9-9-301.2 

N  0.15 lbs/MWhr or  

5 ppmv @ 15% O2, 

dry 

BAAQMD 

9-9-501 and 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

NOx SIP 

9-9-301.3 

Y  9 ppmv @ 15% O2, 

dry 

BAAQMD 

9-9-501 and 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

NOx NSPS 

Subpart 

KKKK 

 40 CFR 

60.4320(a) 

Y  15 ppmv @ 15% O2, 

dry 

4-hour rolling 

average for turbines 

at or above 75% of 

peak load 

NSPS 40 CFR 

60.4340(b)(1) 

C CEM  Yes  

NOx NSPS 

Subpart 

KKKK 

 40 CFR 

60.4320(a) 

Y  96 ppmv @ 15% O2, 

dry 

4-hour rolling 

average for turbines 

operating below 75% 

of peak load 

NSPS 40 CFR 

60.4340(b)(1) 

C CEM Yes  

NOx None Y  None 40 CFR 75.10 C CEM Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

NOx BAAQMD 

condition 

#24732,  

Part 17a 

Y  20.83 lb per hour or 

0.00946 lb/MMBTU 

(measured as NO2), 

excluding startups,  

shutdowns, and 

tunings, and black 

start readiness 

testing, 

commissioning and 

operations 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

NOx BAAQMD 

condition 

#24732,  

Part 17b 

Y  2.5 ppmv @ 15% 

O2, dry,  

Averaged over one 

hour except during 

transient hours when 

a 3-hr average is 

applied, excluding 

startups, shutdowns, 

and tunings, and 

black start readiness 

testing, 

commissioning and 

operations 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

NOx BAAQMD 

condition 

#24732,  

Part 18 

Y  36.4 lb per startup,        

45.1 lb/hr containing 

a startup, and 

15.1 lb per shutdown 

(Not applicable 

during readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations) 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

NOx BAAQMD 

condition 

#24732,  

Part 19 

Y  80 lb/hr during 

combustor tuning  

(as NO2), excluding 

black start readiness 

testing, 

commissioning and 

operations 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

NOx BAAQMD 

condition 

#24732,  

Part 20a 

Y  2,468 lb combined 

from    S-1, S-2, S-3, 

and S-4 per any 

calendar day (except 

days when tuning 

occurs, but excluding 

emissions from 

readiness testing for 

black start capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations) (as NO2)  

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

NOx 

 

BAAQMD 

condition 

#24732,  

Part 21a 

Y  2,941 lb combined 

from    S-1, S-2, S-3, 

and S-4 per any 

calendar day  

(as NO2), including 

startups, shutdowns, 

and tunings, but  

excluding black start 

readiness testing, 

commissioning and 

black start 

emergency 

operations 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

NOx BAAQMD 

condition 

#24732,  

Part 22a 

Y  78.57 tons combined 

from S-1, S-2, S-3, 

and S-4 per 

consecutive twelve 

month period  

(as NO2) excluding 

emissions from 

readiness testing for 

black start capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

CO BAAQMD 

condition 

#24732,  

Part 17d 

Y  2.0 ppmv @ 15% 

O2, dry,  

Averaged over any 1-

hour, excluding 

startups, shutdowns 

and tunings, and 

black start readiness 

testing, 

commissioning and 

operations 

BAAQMD 

condition 

#24732, Parts 24 

and 28 

C 

P/A 

CEM 

Annual 

source test 

Yes  

CO BAAQMD 

condition 

#24732,  

Part 18 

Y  216.2  lb per startup,       

541.3 lb/hr 

containing a startup, 

and 111.5 lb per 

shutdown, (Not 

applicable during 

excluding readiness 

testing for black start 

capability, 

commissioning 

activities, and black 

start emergency 

operations) 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

CO BAAQMD 

condition 

#24732,  

Part 19 

Y  450 lb/hr during 

combustor tuning 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

CO BAAQMD 

condition 

#24732,  

Part 20b 

Y  4,858 lb combined 

from    S-1, S-2, S-3, 

and S-4 per any 

calendar day (except 

days when tuning 

occurs), but 

excluding emissions 

from  black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations) 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

CO 

 

BAAQMD 

condition 

#24732,  

Part 21b 

Y  8,378 lb combined 

from    S-1, S-2, S-3, 

and S-4 per any 

calendar day 

including startup, 

shutdowns and 

tunings, but 

excluding emissions 

from readiness 

testing for black start  

capability, 

commissioning 

activities for black 

start, and black start 

emergency 

operations 

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

CO BAAQMD 

condition 

#24732,  

Part 22b 

Y  138.57 tons 

combined from     

S-1, S-2, S-3, and  

S-4 per consecutive 

twelve month period, 

including startups, 

shutdowns, and 

tunings, but 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities 

for black start 

capability, and black 

start emergency 

operations  

BAAQMD 

condition 

#24732, Part 24 

C CEM Yes  

CO2  Y  None 40 CFR 75.10 C CEM (CO2) 

or CEM 

(O2) or fuel 

flow 

monitor 

Yes  

SO2 BAAQMD 

9-1-301 

Y  GLC1 of 0.5 ppm for 

3 min or 0.25 ppm 

for 60 min or 0.05 

ppm for 24 hours 

 N  Yes  

SO2 BAAQMD 

9-1-302 

Y  300 ppm (dry) BAAQMD 

condition 

#24732, Part 11 

P/M Total sulfur 

analysis 

Yes  

SO2 NSPS 

Subpart 

KKKK 

 40 CFR 

60.4330(a) 

(2) 

Y  0.060 lb 

SO2/MMBtu 

NSPS 40 CFR 

60.4365(a) 

N None Yes  

SO2 None Y  None 40 CFR 

75.11(d)(2), 40 

CFR 75, Appendix 

D, Part 2.3 

 Fuel 

measuremen

ts, 

calculations 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

SO2 BAAQMD 

condition 

#24732, Part 

11 

Y  Fire exclusively 

natural gas with 1 

grain sulfur per 100 

scf 

BAAQMD 

condition 

#24732, Part 11 

P/M Total sulfur 

analysis 

Yes  

SO2 BAAQMD 

condition 

#24732, Part 

17g 

Y  6.21 lb/hr  BAAQMD 

condition 

#24732,  

Parts 24, 25, and 28 

P/D  

P/A 

Record 

keeping, 

District 

approved 

calculation, 

Annual 

source test 

Yes  

SO2 BAAQMD 

condition 

#24732, Part 

20e 

Y  596 lb combined 

from  S-1, S-2, S-3, 

and S-4 per calendar 

day (except days  

when tuning occurs) 

including startups 

and shutdowns, but 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition 

#24732,  

Part 25  

P/D Record 

keeping, 

District 

approved 

calculation 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

SO2 BAAQMD 

condition 

#24732, Part 

21e 

Y  596 lb combined 

from  S-1, S-2, S-3, 

and S-4 per calendar 

day, including 

startups, shutdowns, 

and tunings, but 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition 

#24732,  

Part 28 

P/D Record 

keeping, 

District 

approved 

calculation 

Yes  

SO2 BAAQMD 

condition 

#24732, Part 

22e 

Y  4.94  

tons/consecutive 

twelve month period, 

including startups, 

shutdowns, and 

tunings, but 

excluding emissions 

from readiness testing 

for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition 

#24732,  

Part 28 

P/D Record 

keeping, 

District 

approved 

calculation 

Yes  

Opacity BAAQMD 6-

1-301 

N  > Ringelmann No. 1 

for no more than 3 

minutes in any hour 

 N  Yes  

Opacity SIP 6-301 Y  > Ringelmann No. 1 

for no more than 3 

minutes in any hour 

 N  Yes  

Filterable 

Particulate 

BAAQMD 6-

1-310 

N  0.15 grain/dscf  N  Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

FP  SIP  

6-310 

Y  0.15 grain/dscf  N  Yes  

PM10 BAAQMD 

condition 

#24732, Part 

17h 

Y  9.0 lb/ hr  BAAQMD 

condition 

#24732,  

Part 28 

P/A Annual 

source test 

Yes    

PM10 BAAQMD 

condition 

#24732,  Part 

20d 

Y  864 lb/calendar day 

(except days when 

tuning occurs), 

including startups 

and shutdowns, but 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition #24732,  

Part 25 

P/D Record 

keeping, 

District 

approved 

calculation 

Yes  

PM10 BAAQMD 

condition 

#24732,  Part 

21d 

Y  864 lb/calendar day, 

including startups, 

shutdowns, and 

tunings, but 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition #24732,  

Part 25 

P/D Record 

keeping, 

District 

approved 

calculation 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

PM10 BAAQMD 

condition 

#24732,  Part 

22d 

Y  31.54 

tons/consecutive 

twelve month period, 

including startups, 

shutdowns, and 

tunings, but 

excluding emissions 

from readiness testing 

for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start emergency 

operations 

BAAQMD 

condition #24732,  

Part 28 

P/A Annual 

source test, 

District 

approved 

calculation 

Yes  

TSP BAAQMD 

condition 

#24732,  

Part 17i 

Y  9.0 lb TSP per hour 

from each exhaust 

point P-1, P-2, P-3, 

or P-4  

BAAQMD 

condition #24732,  

Parts 25 and 28 

P/D Record 

Keeping, 

Annual 

source test, 

District 

approved 

calculation 

Yes  

POC BAAQMD 

condition 

#24732,  

Part 17f 

Y  2.9 lb/hr  BAAQMD 

condition 

#24732,  

Part 28 

P/A Annual 

source test 

Yes  

POC BAAQMD 

condition 

#24732, Part 

18 

Y  11.9  lb per startup,        

28.5 lb/hr containing 

a startup, and                       

5.4 lb per shutdown 

(Not applicable 

during readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations)  

Initial Test 

condition #24772 

Part 10 

None Record 

Keeping, 

District 

approved 

emission 

factor 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

POC BAAQMD 

condition 

#24732, Part 

19 

Y  30 lb/hr during 

combustor tuning 

None None District 

approved 

emission 

factor 

(permit 

limit), 

Record 

Keeping 

Yes  

POC BAAQMD 

condition 

#24732, Part 

20c 

Y  476 lb combined 

from  S-1, S-2, S-3, 

and S-4 per calendar 

day (except days 

when tuning occurs, 

but excluding 

emissions from 

readiness testing for 

black start capability, 

commissioning 

activities for black 

start capability, and 

black start emergency 

operations) 

BAAQMD 

condition #24732,  

Part 25 

P/D Record 

Keeping 

Yes  

POC BAAQMD 

condition 

#24732, Part 

21c 

Y  693 lb combined 

from  S-1, S-2, S-3, 

and S-4 per calendar 

day, excluding 

emissions from 

readiness testing for 

black start capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition #24732,  

Part 25 

P/D Record 

Keeping 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

POC BAAQMD 

condition 

#24732, Part 

22c 

Y  14.21 ton combined 

from  S-1, S-2, S-3, 

and S-4 per 

consecutive twelve 

month period year, 

excluding emissions 

from readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations 

BAAQMD 

condition #24732,  

Part 25 

P/D Record 

Keeping 

Yes  

NH3 BAAQMD 

condition 

#24732,  

Part 17e 

N  10 ppmv @ 15% O2, 

dry, except during 

turbine startup, 

combustor tuning 

operation, or 

shutdown 

BAAQMD 

condition 

#24732,  

Parts 17e and 27 

C 

P/A 

District 

approved 

calculation 

Source test 

Yes  

Heat input 

limit 

BAAQMD 

condition 

#24732,  

Part 12 

Y  2,202 MM BTU/hr 

(HHV) 

BAAQMD 

condition 

#24732,  

Part 24 

C Fuel meter Yes  

Heat input 

limit 

BAAQMD 

condition 

#24732,  

Part 13 

Y  52,848 MM 

BTU/day (HHV)  

 

BAAQMD 

condition 

#24732,  

Part 24  

C Fuel meter, 

calculations 

Yes  
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Table VII-A 
Applicable Limits and Compliance Monitoring Requirements 

S-1, S-2, S-3, S-4 COMBUSTION GAS TURBINES 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

Heat input 

limit 

BAAQMD 

condition 

#24732,  

Part 14 

Y  13,994,976 MM 

BTU/yr (HHV), 

(excluding heat 

input rate during 

readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start 

capability, and black 

start 

emergency 

operations) 

 

BAAQMD 

condition 

#24732,  

Part 24 

C Fuel meter, 

calculations 

Yes  

Hours of 

Operation 

BAAQMD 

condition 

#24732,   Part 

15 

Y  7,008 combined 

hours for S-1, S-2, S-

3, and S-4 per year 

(excluding 

maintenance, tuning, 

testing, readiness 

testing for black start 

capability, 

commissioning 

activities for black 

start capability, and 

black start 

emergency 

operations)  

BAAQMD 

condition #24732, 

Part 36 

P/D Record 

Keeping 

Yes  
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Table VII–A 
Applicable Limits and Compliance Monitoring Requirements 

S-3, S-4 BLACK START EMERGENCY OPERATION 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

NOx and 

CO mass 

BAAQMD 

9-9-501, 

condition 

#24732 Part 

24l 

Y  None BAAQMD 9-

9-501 

P/D Records, 

calculations 

Yes  

NOx and 

CO mass 

BAAQMD 

9-9-501, 

condition 

#24732 Part 

24m 

Y  None BAAQMD 9-

9-501 

BAAQMD 

condition 

#24732 

Parts 24 and  

28 

P/M Records, 

calculations 

Yes  

POC, 

PM10, 

and S02 

BAAQMD 

condition 

#24732 

Part 25c  

Y  None BAAQMD 

condition 

#24732 

Parts 24 and 

28 

P/D Records, 

calculations 

Yes  

POC, 

PM10, 

and S02 

BAAQMD 

condition 

#24732 

Part 25d 

  None BAAQMD 

condition 

#24732 

Part 25 

P/M Records, 

Calculations 

Yes  

Hours BAAQMD 

condition 

#24732 

Part 41 

Y  64 combined hours for 

commissioning activities 

for black start capabilities at 

S-3 and S-4  

BAAQMD 

condition 

#24732 

Parts 43 

P/D Record 

keeping 

Yes  

NOx BAAQMD 

condition 

#24732  

Part 42 

Y  3,311 lbs. from 

commissioning activities 

for black start capability 

BAAQMD 

condition 

#24732 Parts 

24, 25 and 43 

P/E CEM, 

record, 

calculations  

Yes  

CO BAAQMD 

condition 

#24732  

Part 42 

Y  103,486 lbs. from 

commissioning activities 

for black start capability 

BAAQMD 

 condition 

#24732 Parts 

24, 25 and 43 

P/E CEM, 

records, 

calculations 

Yes  

POC BAAQMD 

condition 

#24732  

Part 42 

Y  8,089 lb from 

commissioning activities 

for black start 

BAAQMD 

condition 

#24732 Part 

43 

P/E Records, 

calculations 

Yes  

PM10 BAAQMD 

condition 

#24732 

Part 42 

Y  123 lbs. from 

Commissioning activities 

for black start capability 

BAAQMD 

condition 

#24732 Parts 

24, 25 and 43  

P/E Records, 

calculations 

Yes  
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Table VII–A 
Applicable Limits and Compliance Monitoring Requirements 

S-3, S-4 BLACK START EMERGENCY OPERATION 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

SO2 BAAQMD 

condition 

#24732 

Part 42 

Y  84 lbs. from 

commissioning 

activities for black start 

capability 

BAAQMD 

condition 

#24732 Parts 

24, 25 and 43 

P/E Records, 

calculations 

Yes  

NOx BAAQMD 

condition 

#24732 

Part 44a 

Y  8,048 lb / 24 continuous 

hours, from readiness 

testing for black start 

emergency operations at S-

3 and s-4  

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  

CO BAAQMD 

condition 

#24732 

Part 44(b) 

Y  100,673 lb / 24 continuous 

hours for black start 

capability and black start 

emergency operations at S-

3 and S-4 combined 

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  

POC BAAQMD 

condition 

#24732 

Part 44(c) 

Y  7,422 lb / 24 continuous 

hours from 

readiness testing for black 

start capability and black 

start emergency operations 

at S-3 and S-4 combined 

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  

PM10 BAAQMD 

condition 

#24732 

Part 44(d) 

Y  255 lb / 24 continuous 

hours , from readiness 

testing for black start 

emergency operations at S-

3 and s-4 

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  

SO2 BAAQMD 

condition 

#24732, 

part 44(c) 

Y  174 lb/day from readiness 

testing for black start 

capability and black start 

emergency operations at S- 

3 and S-4 combined 

BAAQMD 

condition 

#24732, 

part 25 

P/E Records, 

calculations 

Yes  

NOx BAAQMD 

condition 

#24732 

Part 45(a) 

Y  414 lb / year from readiness 

resting for black start 

capability at S-3 and S-4 

combined 

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  

CO BAAQMD 

condition 

#24732 

Part 45(a) 

Y  12,936 lb / year from 

readiness testing for black 

start capability at S-3 and 

S-4 combined 

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  
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Table VII–A 
Applicable Limits and Compliance Monitoring Requirements 

S-3, S-4 BLACK START EMERGENCY OPERATION 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

POC BAAQMD 

condition 

#24732 

Part 45(c) 

Y  1.011 lb / year 

From readiness testing for 

black start capability at S-3 

and S-4 combined 

BAAQMD 

condition 

#24732 Part 

25 

P.E Records, 

calculations 

Yes  

PM10 BAAQMD 

condition 

#24732 

Part 45 

Y  10 15 lb / year 

From readiness testing for 

black start capability at S-3 

and S-4 combined 

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  

SO2 BAAQMD 

condition 

#24732 

Part 45 

Y  10 lb / year from  

readiness testing for black 

start capability at S-3 and 

S-4 combined 

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  

NOx BAAQMD 

condition 

#24732 

Part 46(a) 

Y   16,283 lb / 12 consecutive 

months from readiness 

testing for black start  

capability and black start 

emergency operations as S-

3 and S-4 

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  

CO BAAQMD 

condition 

#24732 

Part 46(b) 

Y  212,725 lb / 12 consecutive 

months from readiness 

testing for black start 

capability and black start 

emergency operations at S-

3 and S-4 combined 

BAAQMD 

condition 

#24732 Part 

24 

P/E CEM, 

records, 

calculations 

Yes  

POC BAAQMD 

condition 

#24732 

Part 46(c) 

Y  15,750 lb /12 consecutive 

months from 

readiness testing for black 

start capability and black 

start emergency operations 

at S-3 and S-4 combined 

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  

PM10 BAAQMD 

condition 

#24732 

Part 46(d) 

Y  518 lb / 12 consecutive 

months from readiness 

testing for black start 

capability and black start 

emergency operations at S-

3 and S-4 combined        

BAAQMD 

condition 

#24732 Part 

25 

P/E Records, 

calculations 

Yes  
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Table VII–A 
Applicable Limits and Compliance Monitoring Requirements 

S-3, S-4 BLACK START EMERGENCY OPERATION 
January 1, 2019 – June 30, 2019 

 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

SO2 BAAQMD 

condition 

#24732 

Part 46(e) 

Y  354 lb / 12 consecutive 

months from readiness 

testing for black start 

capability and black start 

emergency operations at S-

3 and S-4 combined 

BAAQMD 

condition 

#24732 part 

25 

P/E Records, 

calculations 

Yes  

NOx BAAQMD 

2-2-302 

condition 

#24732 

Part 47 

Y  Submit Offset Credits for 

NOx Emissions > 16,283 lb 

/Month  

BAAQMD 

condition 

#24732 Part 

#43 

P/M Records, 

calculations 

Yes  

POC BAAQMD 

2-2-302 

condition 

#24732 

Part 47 

Y  Submit Offset Credits for 

POC Emissions >15,750 lb 

/ Month 

BAAQMD 

Condition 

#24732 Part 

#43 

P/M Records, 

calculations 

Yes  
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Table VII–B 
Applicable Limits and Compliance Monitoring Requirements 

S-7 STANDBY DIESEL ENGINE GENERATOR SET 
S-8 EMERGENCY STANDBY DIESEL FIRE PUMP ENGINE 

January 1, 2019 – June 30, 2019 
 

Type of 

Limit 

 

Citation of 

Limit 

 

FE 

Y/N 

Future 

Effective 

Date 

 

 

Limit 

Monitoring 

Requirement 

Citation 

Monitoring 

Frequency 

(P/C/N) 

 

Monitoring 

Type 

Compliance 

Yes No 

Opacity BAAQMD 

6-1-303.1 

Y  >Ringelmann No.2 for no 

more than 3 minutes in any 

hour 

 N  Yes  

Opacity SIP  

Regulation  

6-1-303.1 

Y  >Ringelmann No.2 for no 

more than 3 minutes in any 

hour 

 N  Yes  

FP BAAQMD 

6-1-310 

Y  0.15 gr/dscf Particulate 

Weight Limitation 

 N  Yes  

FP SIP  

Regulation  

6-310 

Y  0.15 gr/dscf  N  Yes  

SO2 BAAQMD  

9-1-301 

N  GLC1 of 0.5 ppm for 3 min 

or 0.25 ppm for 60 min or 

0.05 ppm for 24 hours 

 N  Yes  

SO2 BAAQMD  

9-1-304 

Y  0.5% sulfur in fuel by 

weight 

 N  Yes  

Hours of 

operation 

BAAQMD 

Regulation  

9-8-330.1 

N  Emergency use for an 

unlimited number of hours 

BAAQMD 

Regulation  

9-8-530 

P/E Records Yes  

Hours of 

operation 

BAAQMD 

Condition  

#22850, 

Part 1 

Y  Reliability related activities 

less than 50 hr/yr  

BAAQMD 

Condition  

#22850, 

Parts 4a, 4b, 

4c 

C 

P/E 

Records Yes  

 
 
 




